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Title:
The  Service Modification without pre-notification between Speech and FAX / between Speech and Modem
1. Work item description
It is possible in current specification to change the speech service to the FAX service during an active call, if user specifies the TS61(i.e. the ME sends two Bearer Capability IEs to the network. A BC IE indicates TS 11 and another BC IE indicates TS62) in a call set-up phase. It was also possible in old GSM specification to change the speech service to Modem service during an active call, if user specified the BS61(i.e. the ME sends two BC IEs to the network. A BC IE indicates the TS11 and another BC IE indicates the BS30 or BS20) in a call set-up phase. However, it is impossible to change the CS service if user specifies TS11 as the teleservice to be used (i.e. ME sends only a BC IE to the network. The BC IE indicates TS11) in call set-up phase. It means, user has to indicate the possible services to be used in a call set-up phase. e.g. If user want to change a speech service to FAX service during a active call, user has to operate the ME in order to send two BC IEs indicating TS61 in a call setup phase. 
The motivation of this WI is to allow user to change speech to FAX or speech to Modem without the specification of TS61 or BS61 in a call setup phase, namely the WI aims to remove the user operation to specify the the TS61 or the BS61 in a call setup phase. 

2.

Linked Work Items



TrFO, Multimedia
3.

Justification

It is required that a user is allowed to change current CS service to desired CS service whenever user wants to change. This enhancement can provide more usability of service control to user.
4.

Service Aspects

1) User is allowed to change speech service to other CS service(i.e fax service or modem service) even TS11 is specified in a call set-up phase. The features to be introduced will complement the CS bearer service and teleservice specified in R99. This service treats the following two situations;

2) Service situation-1; to/from Speech/Fax or Modem without TrFO 

3) Service situation-2; to/from Speech/Fax or Modem with TrFO

5.

MMI Aspects

The MMI has to support the operation of a change between speech service and fax/modem service during an active call. But, the MMI dose not have to support the operation to specify the TS61 or BS61 in a call setup phase.

6.

Charging Aspects


Existing charging principles are used.
7.

Security Aspects



None

8.

Impacts
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9.

Expected Output and Time scales 
Approval of WI:



TSG CN WG3 #9 in 2000

Start of Work:



TSG CN WG3 #9 in 2000

· Service situation-1 Approval: 

TSG CN Plenary June 2000
· TS27.001 and TS29.007 have to be enhanced regarding to the BC IE setting and mapping. In case that the ADPCM is deployed in transit network and user wants to change bearer from speech to FAX without pre-notification, FAX negotiation might be failed because of communication errors. This is one foreseen issue to be solved. One possible solution is to specify a 3.1KHz audio instead of Speech as a bearer serivce  in IAM message. This treatment could avoid to assign ADPCM link in transit network.
· TS24.008 and TS23.108 have to be enhanced regarding to the BC IE parameter negotiation during an active call.
Service situation-2 Approval: 

TSG CN Plenary December 2000
· TS23.153 has to be enhanced to support the codec modification (i.e. AMR to G.711) between MSCs during a an active call  because modem data and fax data are transported through G.711 link.

10.

Work Item rapporteurs

NEC Corporation, Masahiko Yahagi (m_yahagi@mcs.abk.nec.co.jp)

11.

Supporting Companies

NEC Corporation, 
NTT Mobile Communications Network Inc, 

FUJITSU LIMITED

NIPPON TELECOMMUNICATIONS CONSULTING CO., LTD

12. Responsible STC(s)
Primary Responsibility:

TSG CN WG3

Secondary Responsibility:
TSG CN WG1

13. Specification 
The following specifications need to be enhanced to support the Service Modification without pre-notification between Speech and FAX and between Speech and Modem.
For Service situation-1 

UMTS TS 24.008, UMTS TS23.108 in charge of TSG CN WG1

UMTS TS 27.001, UMTS TS29.007 in charge of TSG CN WG3

For Service situation-2 

UMTS TS 23.153 ‘Out of band transcoder control stage 2’ in charge of TSG CN WG4

