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Introduction

On the SA1#6 meeting, S1 had issued LS(S1-991034) as a response for the LS from N3(N3-99373) which  asked service scenario and requirements of bearer modification without pre-notification. S1-991034 explained detail requirements on the candidates fro bearer modification without pre-notification. Then, on the N3#8 meeting, N3 recognised that no requirements were detected that seem to be technically impossible. And N3 asked to publish the work item description regarding this feature.

Proposed WI description

Title:
Complementary features to the Bearer Modification without pre-notification between Speech and FAX
1.

Work item description
Usability, user friendliness and compatibility with fixed network multimedia terminals are increased in the R00 CS bearer service by adding new features, e.g. start with speech and swap between speech and FAX without pre-notification during call setup phase. 

2.

Linked Work Items



None (CS bearer service in R00) 

3.

Justification

Increased usability, user friendliness and compatibility with fixed network FAX terminals. 

4.

Service Aspects

To enable the user to modify current bearer with desired bearer whenever she/he wants to change, the bearer should be designated even if it wasn’t designated during call setup phase. The features to be introduced will complement the CS bearer service specified in R00. There are two kinds of service combination as follows;

1) Service combination-1; to/from Speech/Fax without TrFO 

2) Service combination-2; to/from Speech/Fax with TrFO

5.

MMI Aspects

The MS user interface shall support the invocation of a swap between speech and FAX. The MS user interface shall also support the selection of the start mode, i.e. start with speech or start with FAX. 

6.

Charging Aspects


Existing charging principles are used. 

However, it shall be clarified whether the charging of the bearer service is applied also in the speech phase of the call. 

7.

Security Aspects



None

8.

Impacts

	Affects:
	MS
	Radio
	CN
	Others

	Yes
	X
	
	X
	

	No
	
	X
	
	X

	Don't know
	
	
	
	


9.

Expected Output and Time scales 
Approval of WI:



TSG CN WG3 #9 in 2000

Start of Work:



TSG CN WG3 #9 in 2000

Service combination-1 Approval: 
TSG CN Plenary June  2000
Service combination-2 Approval: 
TSG CN Plenary December  2000
10.

Work Item rapporteurs

Masahiko Yahagi (m_yahagi@mcs.abk.nec.co.jp)

11.

Supporting Companies

NEC, 

12.

Responsible STC(s)

Primary Responsibility:

TSG CN WG3

Secondary Responsibility:
TSG CN WG1

