Error! No text of specified style in document.
1
Error! No text of specified style in document.

	3GPP N3 Meeting #12
	Document
	N3-000426

	Seattle, USA, 28 Aug-1 Sept 2000
	
	e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx

	
	
	

	

	CHANGE REQUEST
	Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.

	

	
	23.910
	CR
	016
	Current Version:
	3.1.0
	

	
	
	
	
	

	GSM (AA.BB) or 3G (AA.BBB) specification number (
	
	( CR number as allocated by MCC support team

	

	For submission to: 
	CN#9
	for approval
	x
	
	strategic
	
	(for SMG

	list expected approval meeting # here (
	for information
	
	
	non-strategic
	
	use only)

	
	
	

	Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc

	

	Proposed change affects:
	(U)SIM
	
	ME
	x
	UTRAN / Radio
	x
	Core Network
	x

	(at least one should be marked with an X)

	

	Source:
	TSG_N3
	Date: 
	2000-08-24

	

	Subject:
	Delivery of erroneous SDUs parameter value

	

	Work item:
	TEI

	

	Category: 
	F
Correction
	x
	Release: 
	Phase 2
	

	
	A
Corresponds to a correction in an earlier release
	
	
	Release 96
	

	(only one category 
	B
Addition of feature
	
	
	Release 97
	

	shall be marked
	C
Functional modification of feature
	
	
	Release 98
	

	with an X)
	D
Editorial modification
	
	
	Release 99
	x

	
	
	
	
	Release 00
	

	

	Reason for 
change:

	3G TS 25.413 defines three possible values for the ‘Delivery of erroneous SDUs’ parameter:

Yes: error detection applied, erroneous SDU delivered

No: Error detection is applied , erroneous SDU discarded

no-error-detection-consideration: SDUs delivered without considering error detection. 

For NT bearers, the third option is appropriate, since RLP provides the error detection mechanism.

	

	Clauses affected:
	

	

	Other specs
	Other 3G core specifications
	
	(  List of CRs:
	27.001 CR 035

	affected:
	Other GSM core specifications
	
	(  List of CRs:
	

	
	MS test specifications
	
	(  List of CRs:
	

	
	BSS test specifications
	
	(  List of CRs:
	

	
	O&M specifications
	
	(  List of CRs:
	

	

	Other 
comments:
	


5.2.1
Non-transparent services, including Fax

	Service identified by the BC IE
	Non-transparent data
	Comments

	Traffic Class
	Streaming
	Subject to operator tuning

	RAB Asymmetry Indicator
	Symmetric
	

	Maximum bit rate (1)
	14,4 kbit/s, 28,8 kbit/s, 57.6 kbit/s
	Maximum bit rate is set to the highest value ( WAIUR (note)

	Guaranteed bit rate
	14,4 kbit/s
	Operator can choose 14,4 kbit/s, 28,8 kbit/s or 57,6 kbit/s.

	Delivery Order
	Yes
	

	Maximum SDU size
	576 bits
	

	Transfer Delay
	< 250 ms
	Subject to operator tuning

	Traffic Handling Priority
	-
	Not applicable to the streaming traffic class

	Source statistics descriptor
	Unknown
	

	SDU Parameters
	
	

	
	SDU error ratio
	< 10 %
	Subject to operator tuning

	
	Residual bit error ratio
	10-3
	Subject to operator tuning.

	
	Delivery of erroneous SDUs
	no error detection consideration
	

	
	
SDU format information 
	
	

	
	
	RAB Subflow Combination bit rate
	57,6 kbit/s
	

	
	
	RAB Subflow Combination bit rate
	28,8 kbit/s
	

	
	
	RAB Subflow Combination bit rate
	14,4 kbit/s
	

	
	
	RAB Subflow Combination bit rate
	0 kbit/s
	indicates DTX, RFCI is not assigned

	NOTE:
In case the WAIUR is less than Guaranteed bit rate, the Maximum bit rate is set to the Guaranteed bit rate.
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