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B.1.12
Valid combinations of FNUR, WAIUR, ACC, mTCH

B.1.12.1
Transparent Services

The MS is allowed to signal any combination of FNUR, ACC and mTCH compliant to the following table. The network is allowed to assign any Channel Mode compliant to the following table. 

FNUR
mTCH (Note 7)
ACC (Note 1,6)
Channel Mode (Note 4,5)



TCH/F4.8
TCH/F9.6
TCH/F14.4
TCH/F

28.8
TCH/F

32.0
TCH/F4.8
TCH/F9.6
TCH/F14.4
TCH/F

28.8
TCH/F

32.0

9.6 kbit/s
1
2
*
+
+
*
*
*
*

*
*

*
-                        2
1                       1
-                         -
-

-
-

-

14.4 kbit/s
1
2
3
*                     *                     +
*                     +                     *
+                     *                     *
*

*

*
*

*

*
-                        -                     3
-                        2 (N2)                      2 (N2)
1                       1                        1
-

-

-
-

-

-

19.2 kbit/s
2
4
*
+
+
*
*
*
*

*
*

*
-                        4
2                       2
-                         -
-

-
-

-

28.8 kbit/s
1

2
3
*

*
*
*

*
+
*

+
*
+

*

*
*

*

*
-

-                         -
-

-                        3
-

2                       2
1

1

1
-

-

-

32 kbit/s
1
*
*
*
*
+
-
-
-
-
1

38.4 kbit/s
3
4
*
*
*
+
+
*
*

*
*

*
-                         -
-                        4
3 (N2)                       3 (N2)
-

-
-

-

48.0 kbit/s
4
5
*
*
*
+
+
*
*
*
*
*
-                         -
-                        5
4 (N2)                       4 (N2)
-

-
-

-

56.0 kbit/s
2

4
5
*

*
*
*

*
+
*

+
*
*

*

*
+

*

*
-

-                         -
-

-                        5 (N3)
-

4 (N2)                       4 (N2)
-

-

-
2(N8)

2(N8)

2(N8)

64.0 kbit/s
2

5
6
*

*
*
*

*
+
*

+
*
*

*

*
+

*

*
-

-                         -
-

-                        6

(N2,3)
-

5 (N2)                       5 (N2)
-

-

-
2(N8)

2(N8)

2(N8)

NB:
N in the table stands for NOTE.

NOTE 1:
A '+' indicates that a certain channel coding must be included in the ACC and a '*' indicates that it may or may not be included.

NOTE 2:
Padding Required, ref GSM 04.21.

NOTE 3:
Air interface user rate 11,2 kbit/s, ref. GSM 04.21.

NOTE 4:
A '-' indicates that this channel coding cannot be assigned for this FNUR.

NOTE 5:
A certain channel coding may only be assigned if indicated as acceptable in the ACC.

NOTE 6:
In case the MS signals an ACC containing TCH/F4.8 only and the network does not support TCH/F4.8 channel coding, then the network may act as if TCH/F9.6 were included in the ACC.

NOTE 7:
The MS is allowed to signal higher values for mTCH than indicated in the table for the signalled FNUR and ACC. Before initiating the assignment procedure, the MSC, if necessary, will lower the value of the mTCH to the highest value applicable for the signalled FNUR and ACC.

NOTE 8:
Can only be used for bit transparent 56 (RDI) and 64 (UDI) kbit/s connections in 56 kbit/s and 64 kbit/s environments, respectively.

The final decision about the radio interface configuration is taken by the BSS during the Assignment procedure subject to the restrictions that the number of assigned TCH/F may not exceed the mTCH, that the channel coding is among the ACC and that the AIUR equals the FNUR. 

The radio interface configuration may be changed by the BSS during the call as long as the channel coding used is among the ACC, the mTCH is not exceeded and the AIUR is kept constant (ref. 3GPP TS 22.034).
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