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1 Introduction

3G TS 29.062 “Interworking between the IM CN subsystem and IP networks” should  cover Release 5 service requirements for the IM Subsystem (as stated in TS 23.228) and architectural requirements (as stated in TS 23.002 and 23.221).The contents of 3G TS 29.062 “Interworking between the IM CN subsystem and IP networks” should be complete and consistent with the rest of Release 5 specifications. 

The present paper proposes a set of additions to the proposed table of contents of TS 29.062 as approved in the 3GPP TSG CN WG3 Meeting #16.

2 References

N3-0100129 Proposed Specification Outline - 29.062 "Interworking between IM CN subsystem and PS networks - approved in the 3GPP TSG CN WG3 Meeting #16.

3 Interworking Scenarios

Section 4 should be augmented with a list of scenarios showing a significant set of characteristics of the origination and termination UEs, network and hosts, as well as transit networks.

4 Transport Interworking

Due to the Ipv6 transition issues related to the requirement to base the IM subsystem in Release 5 on IPv6, a separate section on Transport Interworking should address mainly IPv6 interworking for the network and transport layers applicable to both user and control planes.

5 Conclusion

Enhancing the table of contents of this stage 3 document should be accompanied by Liaison Statements to the other WGs in case the addressed issues are still to be covered at stage 1 or 2 (e.g. add flows addressing IMS capable UE interworking with H.323 capable UE in 3G TS 23.228).

