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Reason for change:
(

To maintain consistency by ensuring that, where applicable, a 3GPP vendor specific attribute will be variable in length and not fixed in length.




Summary of change:
(

Modified the length of the attributes 3GPP-IMSI-MCC-MNC and 3GPP-GGSN-MCC-MNC by including n, where n will be either 7 or 8 octets in length depending on the length of MNC. Included an indication that MNC digit 3 may not be present. Added text to indicate that there will be no padding of characters between the MCC and MNC. 
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not approved:
Inconsistency in the length description between 3GPP vendor specific attributes which have the possibility of being variable in length.
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16.4.7
Sub-attributes of the 3GPP Vendor-Specific attribute

…

8 - 3GPP-IMSI MCC-MNC



Bits

Octets

8
7
6
5
4
3
2
1

1

3GPP type = 8

2

3GPP Length= n

3

MCC digit1 (UTF-8 encoded)

4

MCC digit2 (UTF-8 encoded)

5

MCC digit3 (UTF-8 encoded)

6

MNC digit1 (UTF-8 encoded)

7

MNC digit2 (UTF-8 encoded)

8

MNC digit3 if present (UTF-8 encoded)

3GPP Type: 8

Length: n shall be 7 or 8 octets depending on the presence of MNC digit 3
MS address value:  text

This is the UTF-8 encoding of the MS MCC-MNC values. In accordance with [24] and [40] the MCC shall be 3 digits and the MNC shall be either 2 or 3 digits. There shall be no padding characters between the MCC and MNC.
9 - 3GPP-GGSN MCC-MNC



Bits

Octets

8
7
6
5
4
3
2
1

1

3GPP type = 9

2

3GPP Length= n

3

MCC digit1 (UTF-8 encoded)

4

MCC digit2 (UTF-8 encoded)

5

MCC digit3 (UTF-8 encoded)

6

MNC digit1 (UTF-8 encoded)

7

MNC digit2 (UTF-8 encoded)

8

MNC digit3 if present (UTF-8 encoded)

3GPP Type: 9

Length: n shall be 7 or 8 octets depending on the presence of MNC digit 3
GGSN address value:  text

This is the UTF-8 encoding of the GGSN MCC-MNC values.  In accordance with [24] and [40] the MCC shall be 3 digits and the MNC shall be either 2 or 3 digits. There shall be no padding characters between the MCC and MNC.

End of modified section
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