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This contribution is a drafting proposal to the Introduction and Scope clauses and is for discussion during the CN3 drafting session in Cancun. If agreed, this contribution will then be presented to CN3 before being included in TS 29.163.



1
Scope


The present document specifies the principles of interworking between the UMTS IM CN subsystem and BICC/ISUP based legacy CS networks, in order to support IM basic voice calls. 
The present document addresses the areas of control and user plane interworking between the IM CN subsystem and CS networks through the network functions which include the MGCF and IM-MGW. 
For the specification of control plane interworking, areas such as the interworking between SIP and BICC or ISUP are detailed in terms of the processes and protocol mappings required for the support of both IM originated and terminated voice calls.
Other areas addressed encompass the transport protocol and signalling issues for negotiation and mapping of bearer capabilities and QoS information.

The present document specifies the mapping between 3GPP profile of SIP (as detailed according to 3GPP TS 24.229 [20]) and BICC or ISUP, as specified in 3GPP TS 29.205 [2] and ITU-T Q761-Q764 [1 - 4] respectively .

The interworking between 3GPP profile of SIP and BICC or ISUP is in accordance with the ITU-T Recommendation ITU-T Q.1912. SIP. Where required, extensions to the mapping requirements SIP to BICC/ISUP mappings are defined within the present document.
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