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Foreword


This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).


The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:


Version x.y.z


where:


x
the first digit:


1
presented to TSG for information;


2
presented to TSG for approval;


3
or greater indicates TSG approved document under change control.


y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.


z
the third digit is incremented when editorial only changes have been incorporated in the document.


1
Scope


The present specification shows QoS signalling flows for resource reservation to provide end-to-end QoS. The flows are used as bases of developing QoS related protocol descriptions for new and existing specifications. The following two types of flows are described:

1) flows defining the interaction of GPRS session management procedures over the Gn interface, service based local policy (SBLP) procedures over the Go interface and QoS interworking (e.g. RSVP) over the Gi interface and

2) end-to-end flows of RSVP and GPRS bearer level.


The relationship between SIP/SDP session level and the bearer level (RSVP and GPRS) in flows showing both SIP/SDP session level and the bearer level in end-to-end flows are described in 3GPP TS24.228. The present specification adds detailed flows involving the network interfaces Gn, Go and Gi and also further details the flows with detailed RSVP and GPRS bearer level flows not showing the SIP/SDP session level.


2
References


The following documents contain provisions which, through reference in this text, constitute provisions of the present document.


· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.


· For a specific reference, subsequent revisions do not apply.


· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.


[<seq>]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".


[X]
3GPP TS 23 207: "End-to-end QoS Concept and Architecture".


3
Definitions, symbols and abbreviations


3.1
Definitions


For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply.


Definition format


<defined term>: <definition>.


example: text used to clarify abstract rules by applying them literally.


3.2
Symbols


For the purposes of the present document, the following symbols apply:


Symbol format


<symbol>
<Explanation>


3.3
Abbreviations


For the purposes of the present document, the following abbreviations apply:


Abbreviation format


<ACRONYM>
<Explanation>


4
QoS Authorization


Editor’s Note: This clause should cover QoS authorization flow.


4.1
QoS authorization at originating PCF


This clause covers an example of QoS authorisation procedure at originating PCF


[image: image1.png]K ey




Figure 4.1
QoS Authorization at originating PCF


1. Define down-link connection info


The P-CSCF(PCF) gets the SDP parameters defined by the originator and identifies the connection information needed (IP address of the down link media flow, media ports to be used etc…).


2. Define up-link connection info.


The P-CSCF(PCF) gets the  SDP parameters through SIP signalling interaction. The P-CSCF(PCF) identifies the connection information needed (IP address of the up-link  media flow, media ports to be used etc…).


3. Authorize QoS.


The P-CSCF(PCF) uses the SDP description in order to define the QoS resource authorisation. The authorization based on the SDP parameters shall be expressed in terms of IPQoS parameters. In order to ensure that the IP bearer flow correlates to the one approved during the SIP session establishment, the SIP extensions for media authorization proposed in IETF shall be used. An authorization token is generated by the PCF. The authorization token should be unique locally. The authorization token contains information that identifies its generator.

4.2
QoS authorization at terminating PCF
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This clause covers an example of QoS authorisation procedure at terminating PCF.


Figure 4.2
QoS Authorization at terminating PCF


1. Define down-link connection info.


The P-CSCF(PCF) gets the SDP parameters defined by the originator and identifies the connection information needed (IP address of the down-link media flow, media ports to be used etc…). In order to ensure that the IP bearer flow correlates to the one approved during the SIP session establishment, the SIP extensions for media authorization proposed in IETF shall be used. An authorization token is generated by the PCF. The authorization token should be unique locally. The authorization token contains information that identifies its generator.


2. Define up-link connection  info


The P-CSCF(PCF) receives the negotiated SDP parameters. The P-CSCF(PCF) identifies the connection information needed (IP address of the up-link media flow, media ports to be used etc…). 


3. Authorize QoS resource.


The P-CSCF(PCF) uses the SDP description in order to define the QoS resource authorisation. The authorization based on the SDP parameters shall be expressed in terms of IPQoS parameters.































































































5.
Resource reservation flows with Service-based local policy


Editor’s Note: This clause should cover end-to-end QoS signalling flows with service-based local policy.


5.1
Basic Service-based local policy


Editor’s Note: This clause should cover details of the flow in section 6.3.2.1 figure 4 of TS23.207.


5.2
Mobile originated without End-to-end RSVP


Editor’s Note: This clause should cover details of the flow in section 6.3.2.3 figure 7 of TS23.207.


5.3
Mobile terminated without End-to-end RSVP


Editor’s Note: This clause should cover details of the flow in section 6.3.2.3 figure 8 of TS23.207.


5.4
Mobile originated with End-to-end RSVP


Editor’s Note: This clause should cover details of the flow in section 6.3.2.3 figure 7 of TS23.207.


5.5
Mobile terminated with End-to-end RSVP


Editor’s Note: This clause should cover details of the flow in section 6.3.2.3 figure 8 of TS23.207.










5.6
Mobile originated to PSTN


Editor’s Note: This clause should cover details of the flow of a mobile originated call to PSTN.


5.7
Mobile terminated from PSTN


Editor’s Note: This clause should cover details of the flow of a mobile terminated call from PSTN.


6
Other flows over Go interface


Editor’s Note: This clause should cover end-to-end QoS signalling flows with service-based local policy.


6.1
Approval of QoS commit


Editor’s Note: This clause should cover details of the flow in section 6.3.3 figure 11 of TS23.207.


Through Approval of QoS Commit the PCF makes a final decision to enable the allocated QoS resource for the authorized media stream if the QoS resources are not enable at the time they are authorized by the PCF.


The Approval of QoS Commit procedure is triggered by the P-CSCF receiving a 200 OK message.


The following figure is applicable to the Mobile Originating (MO) and Mobile termination side.
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Figure 6.1 Approval of QoS Commit- Mobile origination and Mobile termination


1. P-CSCF receives the 200 OK message.  


2. PCF approves the QoS Commit


3. PCF sends a COPS DEC message to the GGSN to open the ‘gate’ e.g., enable the use of the authorised QoS resources


4. GGSN receives the COPS DEC message and opens the ‘gate’ e.g., enables the use of the authorised QoS resources


5. GGSN sends a COPS RPT message back to the PCF.


6. P-CSCF forwards the 200 OK message.


6.2
Removal of QoS commit


The " Removal of QoS commit " procedure is used e.g. when a media component of a session is put on hold. (e.g. in case of a media re-negotiation or call hold). The PCF decision of  "Removal of QoS commit " shall be sent as a separate decision to the GGSN corresponding to the previous "Authorize QoS Resources" request. 


6.2.1
Removal of QoS commit at Session on Hold

The following figure presents the " Removal of QoS commit " procedure at session on hold to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side.
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Figure 6.2.1 Removal of QoS commit at Session on Hold to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side

1. P-CSCF receives the Hold message 


2. P-CSCF forwards the Hold message

3. PCF removes the QoS commit for the session. 

4. PCF sends a COPS DEC message to the GGSN to close  the related ‘gates’.

5. GGSN receives the COPS DEC message, closes the ‘gates’.

6. GGSN sends a COPS RPT message back to the PCF.

6.2.2
Removal of QoS commit at Codec or media flow change or remove


The following figure presents the " Removal of QoS commit " procedure at Codec or media flow change or remove to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side.
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Figure 6.2.2 Removal of QoS commit at codec or media flow change or remove to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side

1. P-CSCF receives the INVITE message for codec or media change, remove


2. P-CSCF forwards the INVITE message


3. PCF removes the QoS commit for the related media flow. 

4. PCF sends a COPS DEC message to the GGSN to close the related ‘gate’.

5. GGSN receives the COPS DEC message, closes the ‘gate’.

6. GGSN sends a COPS RPT message back to the PCF.


6.3
Revoke Authorization for GPRS and IP Resources


The "Revoke Authorization for GPRS and IP resources" procedure is used e.g. upon session release. The PCF decision of "Revoke Authorization for UMTS and IP Resources" shall be sent as a separate decision to the GGSN corresponding to the previous "Authorize QoS Resources" request.


6.3.1
Revoke Authorization for GPRS and IP Resources - Mobile initiated session release/ Network initiated session release


The following figure presents the “Revoke Authorization for UMTS and IP Resources" at upon Mobile initiated session release/Network initiated session release to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side. 
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Figure 6.3.1 Revoke Authorization for GPRS and IP resources - Mobile initiated session release/ Network initiated session release to both Mobile Originating (MO) and Mobile termination side


1. One mobile party hangs up or the P-CSCF or S-CSCF initiates BYE message 


2. P-CSCF forwards the BYE message.


3. PCF removes the authorisation for resources that had previously been issued for this endpoint for this session. 

4. PCF sends a COPS DEC (Decision) message to the GGSN. It includes binding information, which identifies the PDP context to be deactivated.


5. GGSN receives the COPS DEC message, and disables the use of the authorized QoS resources. 


6. GGSN initiates deactivation of the PDP context used for the IP multimedia session, in case the UE has not done it before. 


7. GGSN sends a COPS DRQ (Delete Request State) message back to the PCF.


6.4
Indication of PDP Context Release 


The "Indication of PDP Context Release" procedure is used upon the release of a PDP Context that was established based on authorisation from the PCF in e.g. case of a break in the radio connection or accidental/malicious removal of a PDP Context that is related to an IMS session


The following figure presents the “Indication of PDP Context Release" to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side. 
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Figure 6.4 Indication of PDP Context Release to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side


1. SGSN deactivates the PDP context related to the media flow by sending the Delete PDP Context Request message to the GGSN.

2. GGSN sends a COPS DRQ message to the P-CSCF(PCF).  

3. P-CSCF(PCF) receives the COPS DRQ message and PCF may remove the authorization for the session.

4. GGSN sends the Delete PDP Context Response message to the SGSN to acknowledge the PDP context deletion.

Note:  Step 5 may also occur at the same time or before Step 3.

7
QoS parameter mapping

Editor’s note: The QoS parameter mapping aspects, which is performed on UE, PCF, and GGSN, should be described in this clause. The mapping the QoS parameters among SDP, UMTS, and IP should be considered.
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Foreword


This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).


The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:


Version x.y.z


where:


x
the first digit:


1
presented to TSG for information;


2
presented to TSG for approval;


3
or greater indicates TSG approved document under change control.


y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.


z
the third digit is incremented when editorial only changes have been incorporated in the document.


1
Scope


The present specification shows QoS signalling flows for resource reservation to provide end-to-end QoS. The flows are used as bases of developing QoS related protocol descriptions for new and existing specifications. The following two types of flows are described:

1) flows defining the interaction of GPRS session management procedures over the Gn interface, service based local policy (SBLP) procedures over the Go interface and QoS interworking (e.g. RSVP) over the Gi interface and

2) end-to-end flows of RSVP and GPRS bearer level.


The relationship between SIP/SDP session level and the bearer level (RSVP and GPRS) in flows showing both SIP/SDP session level and the bearer level in end-to-end flows are described in 3GPP TS24.228. The present specification adds detailed flows involving the network interfaces Gn, Go and Gi and also further details the flows with detailed RSVP and GPRS bearer level flows not showing the SIP/SDP session level.


2
References


The following documents contain provisions which, through reference in this text, constitute provisions of the present document.


· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.


· For a specific reference, subsequent revisions do not apply.


· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.


[<seq>]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".


[X]
3GPP TS 23 207: "End-to-end QoS Concept and Architecture".


3
Definitions, symbols and abbreviations


3.1
Definitions


For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply.


Definition format


<defined term>: <definition>.


example: text used to clarify abstract rules by applying them literally.


3.2
Symbols


For the purposes of the present document, the following symbols apply:


Symbol format


<symbol>
<Explanation>


3.3
Abbreviations


For the purposes of the present document, the following abbreviations apply:


Abbreviation format


<ACRONYM>
<Explanation>


4
QoS Authorization


Editor’s Note: This clause should cover QoS authorization flow.


4.1
QoS authorization at originating PCF


This clause covers an example of QoS authorisation procedure at originating PCF


[image: image1.png]K ey




Figure 4.1
QoS Authorization at originating PCF


1. Define down-link connection info


The P-CSCF(PCF) gets the SDP parameters defined by the originator and identifies the connection information needed (IP address of the down link media flow, media ports to be used etc…).


2. Define up-link connection info.


The P-CSCF(PCF) gets the  SDP parameters through SIP signalling interaction. The P-CSCF(PCF) identifies the connection information needed (IP address of the up-link  media flow, media ports to be used etc…).


3. Authorize QoS.


The P-CSCF(PCF) uses the SDP description in order to define the QoS resource authorisation. The authorization based on the SDP parameters shall be expressed in terms of IPQoS parameters. In order to ensure that the IP bearer flow correlates to the one approved during the SIP session establishment, the SIP extensions for media authorization proposed in IETF shall be used. An authorization token is generated by the PCF. The authorization token should be unique locally. The authorization token contains information that identifies its generator.

4.2
QoS authorization at terminating PCF


[image: image7.wmf] 
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This clause covers an example of QoS authorisation procedure at terminating PCF.


Figure 4.2
QoS Authorization at terminating PCF


1. Define down-link connection info.


The P-CSCF(PCF) gets the SDP parameters defined by the originator and identifies the connection information needed (IP address of the down-link media flow, media ports to be used etc…). In order to ensure that the IP bearer flow correlates to the one approved during the SIP session establishment, the SIP extensions for media authorization proposed in IETF shall be used. An authorization token is generated by the PCF. The authorization token should be unique locally. The authorization token contains information that identifies its generator.


2. Define up-link connection  info


The P-CSCF(PCF) receives the negotiated SDP parameters. The P-CSCF(PCF) identifies the connection information needed (IP address of the up-link media flow, media ports to be used etc…). 


3. Authorize QoS resource.


The P-CSCF(PCF) uses the SDP description in order to define the QoS resource authorisation. The authorization based on the SDP parameters shall be expressed in terms of IPQoS parameters.

5.
Resource reservation flows with Service-based local policy


Editor’s Note: This clause should cover end-to-end QoS signalling flows with service-based local policy.


5.1
Basic Service-based local policy


Editor’s Note: This clause should cover details of the flow in section 6.3.2.1 figure 4 of TS23.207.


5.2
Mobile originated without End-to-end RSVP


Editor’s Note: This clause should cover details of the flow in section 6.3.2.3 figure 7 of TS23.207.


5.3
Mobile terminated without End-to-end RSVP


Editor’s Note: This clause should cover details of the flow in section 6.3.2.3 figure 8 of TS23.207.


5.4
Mobile originated with End-to-end RSVP


Editor’s Note: This clause should cover details of the flow in section 6.3.2.3 figure 7 of TS23.207.


5.5
Mobile terminated with End-to-end RSVP


Editor’s Note: This clause should cover details of the flow in section 6.3.2.3 figure 8 of TS23.207.


5.6
Mobile originated to PSTN


Editor’s Note: This clause should cover details of the flow of a mobile originated call to PSTN.


5.7
Mobile terminated from PSTN


Editor’s Note: This clause should cover details of the flow of a mobile terminated call from PSTN.


6
Other flows over Go interface


Editor’s Note: This clause should cover end-to-end QoS signalling flows with service-based local policy.


6.1
Approval of QoS commit


Editor’s Note: This clause should cover details of the flow in section 6.3.3 figure 11 of TS23.207.


Through Approval of QoS Commit the PCF makes a final decision to enable the allocated QoS resource for the authorized media stream if the QoS resources are not enable at the time they are authorized by the PCF.


The Approval of QoS Commit procedure is triggered by the P-CSCF receiving a 200 OK message.


The following figure is applicable to the Mobile Originating (MO) and Mobile termination side.
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Figure 6.1 Approval of QoS Commit- Mobile origination and Mobile termination


1. P-CSCF receives the 200 OK message.  


2. PCF approves the QoS Commit


3. PCF sends a COPS DEC message to the GGSN to open the ‘gate’ e.g., enable the use of the authorised QoS resources


4. GGSN receives the COPS DEC message and opens the ‘gate’ e.g., enables the use of the authorised QoS resources


5. GGSN sends a COPS RPT message back to the PCF.


6. P-CSCF forwards the 200 OK message.


6.2
Removal of QoS commit


The " Removal of QoS commit " procedure is used e.g. when a media component of a session is put on hold. (e.g. in case of a media re-negotiation or call hold). The PCF decision of  "Removal of QoS commit " shall be sent as a separate decision to the GGSN corresponding to the previous "Authorize QoS Resources" request. 


6.2.1
Removal of QoS commit at Session on Hold

The following figure presents the " Removal of QoS commit " procedure at session on hold to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side.
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Figure 6.2.1 Removal of QoS commit at Session on Hold to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side

1. P-CSCF receives the Hold message 


2. P-CSCF forwards the Hold message

3. PCF removes the QoS commit for the session. 

4. PCF sends a COPS DEC message to the GGSN to close  the related ‘gates’.

5. GGSN receives the COPS DEC message, closes the ‘gates’.

6. GGSN sends a COPS RPT message back to the PCF.

6.2.2
Removal of QoS commit at Codec or media flow change or remove


The following figure presents the " Removal of QoS commit " procedure at Codec or media flow change or remove to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side.
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Figure 6.2.2 Removal of QoS commit at codec or media flow change or remove to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side

1. P-CSCF receives the INVITE message for codec or media change, remove


2. P-CSCF forwards the INVITE message


3. PCF removes the QoS commit for the related media flow. 

4. PCF sends a COPS DEC message to the GGSN to close the related ‘gate’.

5. GGSN receives the COPS DEC message, closes the ‘gate’.

6. GGSN sends a COPS RPT message back to the PCF.


6.3
Revoke Authorization for GPRS and IP Resources


The "Revoke Authorization for GPRS and IP resources" procedure is used e.g. upon session release. The PCF decision of "Revoke Authorization for UMTS and IP Resources" shall be sent as a separate decision to the GGSN corresponding to the previous "Authorize QoS Resources" request.


6.3.1
Revoke Authorization for GPRS and IP Resources - Mobile initiated session release/ Network initiated session release


The following figure presents the “Revoke Authorization for UMTS and IP Resources" at upon Mobile initiated session release/Network initiated session release to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side. 
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Figure 6.3.1 Revoke Authorization for GPRS and IP resources - Mobile initiated session release/ Network initiated session release to both Mobile Originating (MO) and Mobile termination side


1. One mobile party hangs up or the P-CSCF or S-CSCF initiates BYE message 


2. P-CSCF forwards the BYE message.


3. PCF removes the authorisation for resources that had previously been issued for this endpoint for this session. 

4. PCF sends a COPS DEC (Decision) message to the GGSN. It includes binding information, which identifies the PDP context to be deactivated.


5. GGSN receives the COPS DEC message, and disables the use of the authorized QoS resources. 


6. GGSN initiates deactivation of the PDP context used for the IP multimedia session, in case the UE has not done it before. 


7. GGSN sends a COPS DRQ (Delete Request State) message back to the PCF.


6.4
Indication of PDP Context Release 


The "Indication of PDP Context Release" procedure is used upon the release of a PDP Context that was established based on authorisation from the PCF in e.g. case of a break in the radio connection or accidental/malicious removal of a PDP Context that is related to an IMS session


The following figure presents the “Indication of PDP Context Release" to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side. 
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Figure 6.4 Indication of PDP Context Release to both the Mobile Originating (MO) side and the Mobile Terminating (MT) side


1. SGSN deactivates the PDP context related to the media flow by sending the Delete PDP Context Request message to the GGSN.

2. GGSN sends a COPS DRQ message to the P-CSCF(PCF).  

3. P-CSCF(PCF) receives the COPS DRQ message and PCF may remove the authorization for the session.

4. GGSN sends the Delete PDP Context Response message to the SGSN to acknowledge the PDP context deletion.

Note:  Step 5 may also occur at the same time or before Step 3.

7
QoS parameter mapping

Editor’s note: The QoS parameter mapping aspects, which is performed on UE, PCF, and GGSN, should be described in this clause. The mapping the QoS parameters among SDP, UMTS, and IP should be considered.
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