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8.3.3
Indication of Compatibility Requirements to the PLMN

8.3.3.1
Indication in case of Mobile terminating calls

In support of:

-
PSTN originated calls; and

-
ISDN originated calls using 3,1 kHz audio Bearer Capability (BC); as well as

-
ISDN originated calls using unrestricted digital Bearer Capability but not specifying all parameters for deducing a Bearer Service.

Mobile specific requirements to be dealt with in the Bearer Capability information element the call confirmed message has been introduced in the call control protocol (3GPP TS 24.008). This also allows for renegotiation of specific parameters at the beginning of the connection set-up process. The specific parameters are:

a)
mobile specific requirements:

-
Connection element (transparent/non transparent);

-
Structure (note 1);

-
Synchronous/Asynchronous (note 8);

-
Rate adaptation/other rate adaptation (note 9);

-
User information layer 2 protocol (note 1);

-
Intermediate rate (note 2), (note 3);

-
Modem Type (note 1), (note 3);

-
User Rate (note 3);

-
Compression ,

-
Fixed network user rate, (note 3) (note 4);

-
Other modem type, (note 3) (note 4);

-
User initiated modification indication (note 4).

The following parameters are indicated by the MS to the network, only:

-
Acceptable channel codings (note 5);

-
Maximum number of traffic channels, (note 5);

-
Wanted air interface user rate (note 6) (note 7);

-
Asymmetry preference indication (note 7).

NOTE 1:
This parameter is correlated with the value of the parameter connection element.

NOTE 2:
For non-transparent services this parameter is correlated with the value of the parameter negotiation of intermediate rate requested.

NOTE 3:
Modification of these parameters may be proposed by the MS. The Network may accept it or not.

NOTE 4:
This parameter shall be included by the MS only in case it was received from the network.

NOTE 5:
This parameter shall be included only in case the parameter 'fixed network user rate' is included.

NOTE 6:
This parameter shall be included only for non-transparent services and in case the parameter 'fixed network user rate' is included.

NOTE 7:
This parameter has to be included if EDGE channel coding(s) are included in Acceptable channel codings. In cases where this parameter would not otherwise be included, the value is set to 'Air interface user rate not applicable' or 'User initiated modification not requested' or "No preference".

NOTE 8:
For FTM and PIAFS, this parameter may be negotiated as in table B.4e. How the subscription for BS20 is assured, is an operator matter. 

NOTE 9: 
For FTM, PIAFS or Multimedia, this parameter may be negotiated as in table B.4f.

Next section modified

Table B.1: BC-Parameters subject to negotiation procedure

Mobile Originated Call:


Message

BC-parameter
SETUP
CALL PROC

NDB
Requested value
as requested

NPB
Requested value
as requested

NSB
Requested value
as requested

CE
Requested value (T/NT)
as requested


"both" with the preferred value indicated (e.g. both NT)
selected value (T/NT)

UIL2P
Requested value 9) or NAV 1)
as requested or NAV 4)

User Rate
Requested value
as requested

DC
Requested value 2)
as requested or "NO" 7)

FNUR
Requested value
supported value

Other MT
Requested value
supported value

UIMI
Requested value
supported value

Mobile Terminated Call:


Message

BC-parameter
SETUP
CALL CONF

NDB
Offered value
selected value (free choice)

NPB
offered value
selected value (free choice)

NSB
offered value
selected value (free choice)

CE
requested value (T/NT)
as requested or selected value (T/NT) (free choice) 3)



"both" with the preferred value indicated (e.g. both NT)
selected value (T/NT)

Sync/ Asynchronous
requested value
as requested or selected value10)

Rate adaptation/Other rate adaptation
requested value
as requested or selected value11)

UIL2P
offered value 2) or NAV 4)
selected or NAV 1)

User Rate
offered value
selected value 5)

DC
requested value 2)
as requested or "NO" 7)

FNUR
offered value
selected value 6)

Other MT
offered value
selected value 6)

UIMI
offered value
selected value 8)

1)
For CE:T only, out-band flow control, or RA:X.31 flag stuffing requested by the MS.

2)
Not for CE:T.

3)
When the SETUP message contains no BC-IE (single numbering scheme).

4)
"NAV" shall not be interpreted as an out-band flow control request by the MS.

5)
The modification of User Rate must be in conjunction with Modem Type and Intermediate Rate.

6)
The modification of the Fixed Network User Rate shall be in conjunction with the Modem Type and/or Other Modem Type.

7)
In case of a Mobile Terminated Call, if the SETUP message does not contain a BC-IE, the MS shall behave as if the DC is set to "data compression not possible".


In case of a MO CALL or a MT CALL where no BC-IE is included in the CALL PROCEEDING or CALL CONFIRMED message, respectively, the MS or the network shall behave as if the DC was set to "data compression not possible" or "data compression not allowed", respectively.

8)
Less or equal to the offered value.

9)
Not for CE=T CT:T or FTM (i.e., CE:NT, SA:A, RA:X.31 flag stuffing).

10)
For FTM and PIAFS, this parameter may be negotiated. See Table B.4e for details.

11) 
For FTM, PIAFS and Multimedia, this parameter may be negotiated. See Table B.4f for details.
Next section modified

Table B.4e: Negotiation of Synchronous/Asynchronous
Mobile Terminated Call:


BC-parameter Synchronous/Asynchronous



Bearer type 
Message SETUP
Message CALL CONF

FTM1)
Synchronous 
Asynchronous

PIAFS2)
Synchronous 
Asynchronous

1)
This negotiation is possible, only if ITC=UDI or RDI, FNUR=64 or 56 kbit/sand CE=NT or "both" is signalled in the SETUP message. The MS shall signal FTM as specified in B.1.2.3 .

2)
This negotiation is possible, only if ITC=UDI, FNUR=32 kbit/s and CE= "both" is signalled in the SETUP message. The UE shall signal PIAFS as specified in B.1.2.4
Next section modified

Table B.4f: Negotiation of Rate adaptation/Other rate adaptation
Mobile Terminated Call:


BC-parameter Rate adaptation/Other rate adaptation

Bearer type 
Message SETUP
Message CALL CONF

FTM1)
V.110, I.460 and X.30
X.31 flag stuffing

PIAFS2)
V.110, I.460 and X.30
PIAFS

Multimedia
V.110, I.460 and X.303)
H.223 and H.245


No rate adaptation5) 6) 
H.223 and H.245

1)
This negotiation is possible, only if ITC=UDI or RDI, FNUR=64 or 56 kbit/s and CE=NT or "both" is signalled in the SETUP message. The MS shall signal FTM as specified in B.1.2.3.

2)
This negotiation is possible, only if ITC=UDI, FNUR=32 kbit/s and CE= "both" is signalled in the SETUP message. The UE shall signal PIAFS as specified in B.1.2.4.

3)
This negotiation is possible, only if ITC=UDI or RDI, FNUR=32 or 56 kbit/s and CE=T or "both" is signalled in the SETUP message. The MS shall signal 3G-H.324/M as specified in B.1.3.1.3, B.1.3.1.4 and B.1.3.1.6.

4)
Void.

5)
This negotiation is possible, if ITC=3,1 kHz, FNUR=28.8 kbit/s, MT=V.34 and CE=T or "both" is signalled in the SETUP message. The MS shall signal 3G-H.324/M as specified in B.1.3.2.3.

6)
This negotiation is possible, if ITC=UDI or RDI, FNUR=64 or 56 kbit/s and CE=T is signalled in the SETUP message. The MS shall signal 3G-H.324/M as specified in B.1.3.1.3, B.1.3.1.4, and B.1.3.1.5
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