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Introduction

The Go 3GPP PIB has been updated by the drafting session held in Budapest on Thursday evening, May 17, 2002. 

Proposal

It is proposed that we agree to the changes and approved this version of the PIB for inclusion in annex B of TS 29.207.
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Tdoc 387, result of PIB drafting session.



-- Result of Drafting Session at Budapest, Thur May 9, Fri May 10, Sun May 12, Thursday May 16, 2002.



   GO3GPP-PIB  PIB-DEFINITIONS ::= BEGIN 



   IMPORTS  -- Imports need cleanup


       Unsigned32, Integer32, MODULE-IDENTITY, 



       MODULE-COMPLIANCE, OBJECT-TYPE, OBJECT-GROUP 



               FROM COPS-PR-SPPI 



       InstanceId, Prid 



               FROM COPS-PR-SPPI-TC  



       





       InetAddress, InetAddressType 



               FROM INET-ADDRESS-MIB 



       TruthValue, PhysAddress 



               FROM SNMPv2-TC            



       SnmpAdminString 



               FROM SNMP-FRAMEWORK-MIB; 



   go3gppPib  MODULE-IDENTITY 



       SUBJECT-CATEGORIES   { go3gpp } -- Go 3GPP COPS Client Type



                                       -- to be assigned by IANA



       LAST-UPDATED "200205152200Z" 



       ORGANIZATION "3GPP TSG CN WG3"



       CONTACT-INFO "Kwok Ho Chan 



                     Nortel Networks 



                     600 Technology Park Drive 



                     Billerica, MA 01821 USA 



                     Phone: +1 978 288 8175 



                     Email: khchan@nortelnetworks.com 



                     Louis-Nicolas Hamer 



                     Nortel Networks 



                     100 Constellation Crescent 



                     Ottawa, Ontario 



                     Canada, K2G 6J8 



                     Phone: +1 613 768 3409 



                     Email: nhamer@nortelnetworks.com" 



       DESCRIPTION 



               "A PIB module containing the set of provisioning  



               classes that are required for support of policies for  



               3GPP's GO interface, Release 5." 



       REVISION "Use Version Number of 3GPP TS 29.207"



       ::= { pib xxx } -- xxx to be assigned by IANA



   -- 



   -- The root OID for PRCs in the 3GPP GO PIB 



   -- 



   go3gppCapabilityClasses   OBJECT IDENTIFIER ::= { go3gppPib 1 } 



   go3gppEventHandlerClasses OBJECT IDENTIFIER ::= { go3gppPib 2 } 



   go3gppEventClasses        OBJECT IDENTIFIER ::= { go3gppPib 3 } 



   go3gppReportClasses       OBJECT IDENTIFIER ::= { go3gppPib 4 } 



   go3gppConformance         OBJECT IDENTIFIER ::= { go3gppPib 5 } 



   -- -------------------------------------------------------------



   --



   -- Capability and Limitation Policy Rule Classes 



   -- 



   -- 



  











 -- 3GPP GO Capability Table 



   -- 



   go3gppAuthReqCapTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppAuthReqCapEntry 



       PIB-ACCESS     notify  



       STATUS         current 



       DESCRIPTION 



           


"The 3GPP Go Authorization Request Capability PRC."


       ::= { go3gppCapabilityClasses 1 } 



go3gppAuthReqCapEntry OBJECT-TYPE 



       SYNTAX         Go3gppAuthReqCapEntry 



       STATUS         current 



       DESCRIPTION 



           "An instance of the go3gppAuthReqCap class identifies a 



           specific PRC and associated attributes as supported 



           by the device." 



       PIB-INDEX { go3gppAuthReqCapPrid } 



       UNIQUENESS { }   



       ::= { go3gppAuthReqCapTable 1 } 



   Go3gppAuthReqCapEntry ::= SEQUENCE { 



           go3gppAuthReqCapPrid          InstanceId, 



           go3gppAuthReqCapBindingInfos  Unsigned32, 



           go3gppAuthReqCapFlowIds       Unsigned32 



   } 



   go3gppAuthReqCapPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppAuthReqCap class."    



       ::= { go3gppAuthReqCapEntry 1 } 



   go3gppAuthReqCapBindingInfos OBJECT-TYPE 



       SYNTAX         Unsigned32 



       STATUS         current 



       DESCRIPTION 



           "Indication of the maximum number of Binding Information



           the PEP can send with each Authorizating Request.



           The value of zero indicates limit is not specified."



       DEFVAL  { 0 } 



       ::= { go3gppAuthReqCapEntry 2 } 



   go3gppAuthReqCapFlowIds OBJECT-TYPE 



       SYNTAX         Unsigned32 



       STATUS         current 



       DESCRIPTION 



           "Indication of the maximum number of Flow IDs the PEP can



           send with each Authorization Request.



           The value of zero indicates limit is not specified."



       DEFVAL  { 0 } 



       ::= { go3gppAuthReqCapEntry 3 } 



   -- 



   -- Component Limitations Table 



   -- 



   -- This table supports the ability to export information 



   -- detailing provisioning class/attribute implementation limitations 



   -- to the policy control function. 



   --






-- The component Limitations Table section needs to be updated.


   -- -------------------------------------------------------------



   -- 



   -- 3GPP GO Event Handler Provisioning Classes



   --    



   -- PRCs sent from PCF to PEP for indicating how to handle each



   -- kind of event that require actions by the GO interface.



   -- 



   -- For 3GPP Release 5, PRCs for Event Handling of Authorization



   -- Request containing Binding Information, Flow IDs, and QoS is



   -- specified.



   --



   -- 



   -- 3GPP GO Authorization Request Event Handler Provisioning Table 



   -- 



   go3gppAuthReqHandlerTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppAuthReqHandlerEntry 



       PIB-ACCESS     install



       STATUS         current 



       DESCRIPTION 



           "PRC from PCF to PEP carried by COPS DEC messages



           indicating GO actions to take at the GGSN when an Authorization



           Request Event is detected by the GGSN.  An example of an



           Authorization Request Event is the receive of a PDP Context message."



       ::= { go3gppEventHandlerClasses 1 } 



   go3gppAuthReqHandlerEntry OBJECT-TYPE 



       SYNTAX         Go3gppAuthReqHandlerEntry 



       STATUS         current 



       DESCRIPTION 



           "An instance of the go3gppAuthReqHandler class sent by the PCF to 



           the PEP what the PEP should send upon detection of an Authorization



           Request Event."



       PIB-INDEX { go3gppAuthReqHandlerPrid } 



       UNIQUENESS { go3gppAuthReqHandlerEnable, 



                    go3gppAuthReqHandlerBindingInfo



                  }   



       ::= { go3gppAuthReqHandlerTable 1 } 



   Go3gppAuthReqHandlerEntry ::= SEQUENCE { 



           go3gppAuthReqHandlerPrid         InstanceId,



           go3gppAuthReqHandlerEnable       INTEGER,



           go3gppAuthReqHandlerBindingInfo  Unsigned32



   } 



   go3gppAuthReqHandlerPrid OBJECT-TYPE 



       SYNTAX         InstanceId


       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an



           instance of this class."



       ::= { go3gppAuthReqHandlerEntry 1 } 



   go3gppAuthReqHandlerEnable OBJECT-TYPE 



       SYNTAX         INTEGER { 



                          enable(1), 



                          disable(2) 



                      } 



       STATUS         current 



       DESCRIPTION 



           "Controls the usage of 3GPP Authorization Request Events



           to trigger COPS requests to PCF on the go interface." 



       DEFVAL { enable } 



       ::= { go3gppAuthReqHandlerEntry 2 } 



   go3gppAuthReqHandlerBindingInfo OBJECT-TYPE 



       SYNTAX         Unsigned32 



       STATUS         current 



       DESCRIPTION 



           "Indication of the maximum number of Binding Information



           be associated with a each Authorizating Request.



           The value of zero indicates policy control does not impose 



           any limit." 



       DEFVAL  { 0 } 



       ::= { go3gppAuthReqHandlerEntry 3 } 



   -- -------------------------------------------------------------



   -- 



   -- 3GPP GO Event Classes 



   -- 



   -- PRCs from PEP to PCF carried by COPS REQ messages



   -- indicating the detection of specific events in the GGSN.



   -- Information required for PCF to make decision on behave



   -- of GGSN is also defined here to be carried by REQ messages. 



   --



   -- 



   -- 3GPP GO Authorization Request Event Table 



   --     



   go3gppAuthReqEventTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppAuthReqEventEntry 



       PIB-ACCESS     notify  



       STATUS         current 



       DESCRIPTION 



           "PRC for indication of Authorization Request Event



           and its relevant information.



           Sent by PEP to PCF upon receive of an Authorization



           Request.  Using COPS REQ message." 



       ::= { go3gppEventClasses 1 } 



   go3gppAuthReqEventEntry OBJECT-TYPE 



       SYNTAX         Go3gppAuthReqEventEntry 



       STATUS         current 



       DESCRIPTION 



           "An entry in the Authorization Request Event Table



           describe a single Event sent by the PEP to the PCF." 



       PIB-INDEX { go3gppAuthReqEventPrid } 



       UNIQUENESS { }   



       ::= { go3gppAuthReqEventTable 1 } 



   Go3gppAuthReqEventEntry ::= SEQUENCE { 



           go3gppAuthReqEventPrid         InstanceId,



           go3gppAuthReqEventBindingInfos Prid



   }



   go3gppAuthReqEventPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppAuthReqEvent class." 



       ::= { go3gppAuthReqEventEntry 1 } 



   go3gppAuthReqEventBindingInfos OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           "References the first of a list of go3gppBindingInfo



           class instances that are associated with this



           Authorization Request Event.



           A value of zeroDotZero indicates there are no



           go3gppBindingInfo class instance associated with



           this Authorization Event."



       ::= { go3gppAuthReqEventEntry 2 } 



   -- 



   -- 3GPP GO Binding Information Table 



   --     



   go3gppBindingInfoTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppBindingInfoEntry 



       PIB-ACCESS     notify  



       STATUS         current 



       DESCRIPTION 



           "PRC representing Binding Information.



           Sent by PEP to PCF as part of an Authorization



           Request.  In a COPS REQ message." 



       ::= { go3gppEventClasses 2 } 



   go3gppBindingInfoEntry OBJECT-TYPE 



       SYNTAX         Go3gppBindingInfoEntry 



       STATUS         current 



       DESCRIPTION 



           "An entry in the Binding Information Table



           describing a single Binding Info.



           Each entry is referenced by go3gppAuthReqEventBindingInfos



           or go3gppBindingInfoNext." 



       PIB-INDEX { go3gppBindingInfoPrid } 



       UNIQUENESS { }



       ::= { go3gppBindingInfoTable 1 } 



   Go3gppBindingInfoEntry ::= SEQUENCE { 



           go3gppBindingInfoPrid          InstanceId,



           go3gppBindingInfoToken         OCTET STRING,



           go3gppBindingInfoFlowIds       Prid,



           go3gppBindingInfoNext          Prid



   }



   go3gppBindingInfoPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppBindingInfo class." 



       ::= { go3gppBindingInfoEntry 1 } 



   go3gppBindingInfoToken OBJECT-TYPE 



       SYNTAX         OCTET STRING 



       STATUS         current 



       DESCRIPTION 



           "The Authorization Token associated with this 



           instance of the go3gppBindingInfo class.



           Each Binding Information must have a Token." 



       ::= { go3gppBindingInfoEntry 2 } 



   go3gppBindingInfoFlowIds OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION



           "References the first of a list of FlowIds associated



           with this instance of go3gppBindingInfo class.



           This is the anchor of a list of go3gppFlowIdEntry 



           Instances. 



           A value of zeroDotZero indicates an empty list which



           is an error condition." 



       DEFVAL  { zeroDotZero }



       ::= { go3gppBindingInfoEntry 3 } 



   go3gppBindingInfoNext OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION



           "References the next of a list of go3gppBindingInfo



           instances associated with an Authorization Request.



           A value of zeroDotZero indicates this is the last of



           a list of go3gppBindingInfo instances associated with



           an Authorization Request." 



       DEFVAL  { zeroDotZero }



       ::= { go3gppBindingInfoEntry 4 } 



   -- 



   -- 3GPP Go Authorization Request FlowID Table 



   --     



   go3gppFlowIdTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppFlowIdEntry 



       PIB-ACCESS     notify  



       STATUS         current  



       DESCRIPTION 



           "" 



       ::= { go3gppEventClasses 3 } 



   go3gppFlowIdEntry OBJECT-TYPE 



       SYNTAX         Go3gppFlowIdEntry 



       STATUS         current 



       DESCRIPTION 



           "Each entry describes a single FlowID." 



       PIB-INDEX { go3gppFlowIdPrid } 



       UNIQUENESS { }   



       ::= { go3gppFlowIdTable 1 } 



   Go3gppFlowIdEntry ::= SEQUENCE { 



           go3gppFlowIdPrid         InstanceId, 



           go3gppFlowIdFlowId       Unsigned32, 



           go3gppFlowIdNext         Prid 



   } 



   go3gppFlowIdPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppFlowId class."



       ::= { go3gppFlowIdEntry 1 } 



   go3gppFlowIdFlowId OBJECT-TYPE 



       SYNTAX         Unsigned32 



       STATUS         current 



       DESCRIPTION 



           "The FlowId itself." 



       ::= { go3gppFlowIdEntry 2 } 



   go3gppFlowIdNext OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           "References the next FlowId in the list associated with the 



           same Binding Information of an Authorization Request. 



           This points to a list of go3gppFlowIdEntry Instances. 



           A value of zeroDotZero indicates end of the list." 



       DEFVAL  { zeroDotZero } 



       ::= { go3gppFlowIdEntry 3 } 



   -- -------------------------------------------------------------



   -- 



   -- 3GPP Go Authorization Request Decisions



   -- 



   -- PRCs for carrying the Event Decision send from PCF to PEP,



   -- carried by the COPS DEC message.



   -- These PRCs include support for Gates/Filters, QoS, ICIDs.



   --



--



   -- We can define Failure Decisions by use of COPS-PR DEC message



   -- containing first an install decision (with objects indicating



   -- what failed and some indication to the GGSN how to react to this



   -- Error Decision), and second a remove decision (for cleanup of



   -- the installed Error Decision Object). 



   --



-- Failures indicated by PCF to GGSN



--   Authorization Failure



--   



   --



   -- Authorization Request Decision Table



   -- 



   go3gppAuthReqDecTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppAuthReqDecEntry 



       PIB-ACCESS     install  



       STATUS         current 



       DESCRIPTION 



           "" 



       ::= { go3gppEventClasses 4 } 



   go3gppAuthReqDecEntry OBJECT-TYPE 



       SYNTAX         Go3gppAuthReqDecEntry 



       STATUS         current 



       DESCRIPTION 



           "Each go3gppAuthReqDecEntry is per Authorization Request." 



       PIB-INDEX { go3gppAuthReqDecPrid } 



       UNIQUENESS { }   



       ::= { go3gppAuthReqDecTable 1 } 



   Go3gppAuthReqDecEntry ::= SEQUENCE { 



           go3gppAuthReqDecPrid       InstanceId,



           go3gppAuthReqDecIcids      Prid,



           go3gppAuthReqDecDirDecs    Prid



   }



   go3gppAuthReqDecPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppAuthReqDec class."



       ::= { go3gppAuthReqDecEntry 1 } 



   go3gppAuthReqDecIcids OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION



           "References the first of a list of IcIDs associated



           with this instance of go3gppAuthReqDec class.



           There should be one IcID on this list for each Binding



           Information in the corresponding Authorization Request. 



           A value of zeroDotZero indicates an empty list and there



           is no IcID change associated with this Authorization Request



           Decision."



       DEFVAL  { zeroDotZero }



       ::= { go3gppAuthReqDecEntry 2 } 



   go3gppAuthReqDecDirDecs OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION



           "References the first of a list of Directional Decisions



           associated with this instance of go3gppAuthReqDec class.



           A value of zeroDotZero indicates an empty list and there



           is no Directional Decisions associated with this



           Authorization Request Decision.



           There should be at least one and at most two Directional



           Decisions per Authorization Request Decision."



       ::= { go3gppAuthReqDecEntry 3 } 



--



-- 3GPP Go ICID Table



-- 



   go3gppIcidTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppIcidEntry 



       PIB-ACCESS     install  



       STATUS         current 



       DESCRIPTION 



           "" 



       ::= { go3gppEventClasses 5 } 



   go3gppIcidEntry OBJECT-TYPE 



       SYNTAX         Go3gppIcidEntry 



       STATUS         current 



       DESCRIPTION 



           "" 



       PIB-INDEX { go3gppIcidPrid } 



       UNIQUENESS { go3gppIcidValue }   



       ::= { go3gppIcidTable 1 } 



   Go3gppIcidEntry ::= SEQUENCE { 



           go3gppIcidPrid             InstanceId,



           go3gppIcidValue            OCTET STRING,



           go3gppIcidNext             Prid



   }



   go3gppIcidPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppIcid class."



       ::= { go3gppIcidEntry 1 } 



   go3gppIcidValue OBJECT-TYPE 



       SYNTAX         OCTET STRING 



       STATUS         current 



       DESCRIPTION



           "The ICID itself, Using this as a place holder for now."



       ::= { go3gppIcidEntry 2 } 



   go3gppIcidNext OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION



           "References the next go3gppIcidEntry of a list of IcIDs



           associated with this instance of go3gppAuthReqDec class.



           There should be one IcID on this list for each Binding



           Information in the corresponding Authorization Request. 



           A value of zeroDotZero indicates the end of the list of



           IcIDs associated with an Authorization Request Decision."



       DEFVAL  { zeroDotZero }



       ::= { go3gppIcidEntry 3 } 



--



-- 3GPP Go Authorization Request Directional Decision Table



-- 



   go3gppAuthReqDirDecTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppAuthReqDirDecEntry 



       PIB-ACCESS     install  



       STATUS         current 



       DESCRIPTION 



           "This table represents the authorization request decision for a  unique direction (e.g. uplink and downlink)." 



       ::= { go3gppEventClasses 6 } 



   go3gppAuthReqDirDecEntry OBJECT-TYPE 



       SYNTAX         Go3gppAuthReqDirDecEntry 



       STATUS         current 



       DESCRIPTION 



           "There should be one of these per direction per AuthReqDec." 



       PIB-INDEX { go3gppAuthReqDirDecPrid } 



       UNIQUENESS { }   



       ::= { go3gppAuthReqDirDecTable 1 } 



   Go3gppAuthReqDirDecEntry ::= SEQUENCE { 



           go3gppAuthReqDirDecPrid      InstanceId,



           go3gppAuthReqDirDecDirection Prid,



           go3gppAuthReqDirDecQos       Prid,



           go3gppAuthReqDirDecGates     Prid,



           go3gppAuthReqDirDecNext      Prid



   }



   go3gppAuthReqDirDecPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppAuthReqDirDec class."



       ::= { go3gppAuthReqDirDecEntry 1 }



-- Need to change Prid to something else.



   go3gppAuthReqDirDecDirection OBJECT-TYPE 



       SYNTAX         Prid



       STATUS         current 



       DESCRIPTION 



           "References a Direction Type definition."



       ::= { go3gppAuthReqDirDecEntry 2 } 



   go3gppAuthReqDirDecQos OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           ""



       ::= { go3gppAuthReqDirDecEntry 3 } 



   go3gppAuthReqDirDecGates OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           "References the first instance of a list of go3gppGate class."



       ::= { go3gppAuthReqDirDecEntry 4 } 



   go3gppAuthReqDirDecNext OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           "References the next instance of a list of



           go3gppAuthReqDirDec class."



       ::= { go3gppAuthReqDirDecEntry 5 } 


      go3gppAuthReqDirection OBJECT-TYPE 



       SYNTAX         INTEGER {



                           uplink   (0), 



                           downlink (1) 



                      } 



       STATUS         current 



       DESCRIPTION 



           "References the media authorisation direction."



       ::= { go3gppAuthReqDirDecEntry 6 } 





--



-- 3GPP Go QoS Table



-- 



   go3gppQosTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppQosEntry 



       PIB-ACCESS     install  



       STATUS         current 



       DESCRIPTION 



           "This table represents the Authorised QoS" 



       ::= { go3gppEventClasses 7 } 



   go3gppQosEntry OBJECT-TYPE 



       SYNTAX         Go3gppQosEntry 



       STATUS         current 



       DESCRIPTION 



           "There should be one of these per direction per AuthReqDec." 



       PIB-INDEX { go3gppQosPrid 


} 



       UNIQUENESS { }   



       ::= { go3gppQosTable 1 } 



   Go3gppQosEntry ::= SEQUENCE { 



           go3gppQosPrid                InstanceId,



           go3gppQosServiceClass        


INTEGER,



           


go3gppQosDataRateUnit        INTEGER,



           


go3gppQosDataRate            Unsigned32



   }



   go3gppQosPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppQos class."



       ::= { go3gppQosEntry 1 }



   go3gppQosServiceClass OBJECT-TYPE 



       SYNTAX         INTEGER 



       STATUS         current 



       DESCRIPTION 



           "A Service Class Indication using DSCP Encoding."



       ::= { go3gppQosEntry 2 }



   go3gppQosDataRateUnit OBJECT-TYPE 



       SYNTAX         INTEGER { 



                        bps     (0),



                        kbps    (1),



                        Mbps    (2)



                      }



       STATUS         current 



       DESCRIPTION 



           "Indication of the unit of measure for go3gppQosDataRate."



       ::= { go3gppQosEntry 3 }



   go3gppQosDataRate OBJECT-TYPE 



       SYNTAX         Unsigned32 



       STATUS         current 



       DESCRIPTION 



           "The Data Rate with unit of measure indicated by



           go3gppQosDataRateUnit."



       ::= { go3gppQosEntry 4 }



--



-- 3GPP Go Gate Decision Table



--


--



-- There could be one of these per direction per GateDec.



-- 



-- This is for changing Gating Status only when used alone



-- (not as part of Direction Decision).



-- go3gppGateDec is sent in a different COPS DEC message



-- from the DEC message carrying go3gppAuthReqDec.  PCF must


-- have sent a go3gppAuthReqDec before 


using go3gppGateDec.



   go3gppGateDecTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppGateDecEntry 



       PIB-ACCESS     install  



       STATUS         current 



       DESCRIPTION 



           "This table represents an updated gating decision." 



       ::= { go3gppEventClasses 8 } 



   go3gppGateDecEntry OBJECT-TYPE 



       SYNTAX         Go3gppGateDecEntry 



       STATUS         current 



       DESCRIPTION 



           "There should be one of these per direction per AuthReqDec." 



       PIB-INDEX { go3gppGateDecPrid } 



       UNIQUENESS { }   



       ::= { go3gppGateDecTable 1 } 



  



   Go3gppGateDecEntry ::= SEQUENCE { 


           go3gppGateDecPrid            Prid,



           go3gppGateDecDirection       Prid,



           go3gppGateDecGates           Prid,


           go3gppGateDecNext            Prid



   }



   go3gppGateDecPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppGateDec class."



       ::= { go3gppGateDecEntry 1 }



   go3gppGateDecDirection OBJECT-TYPE 



       SYNTAX         INTEGER {



                           uplink   (0), 



                           downlink (1) 



                      } 



       STATUS         current 



       DESCRIPTION 



           "References the gate direction."



       ::= { go3gppGateDecEntry 2 } 


    go3gppGateDecGates OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           "References the first instance of a list of go3gppGate class."



       ::= { go3gppGateDecEntry 3 } 



   go3gppGateDecNext OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           "References the next instance of a list of go3gppGateDec class."



       ::= { go3gppGateDecEntry 4 } 







































--



-- 3GPP Go Gate Table



-- 



   go3gppGateTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppGateEntry 



       PIB-ACCESS     install  



       STATUS         current 



       DESCRIPTION 



           "PRC representing a Gate." 



       ::= { go3gppEventClasses 9 } 



   go3gppGateEntry OBJECT-TYPE 



       SYNTAX         Go3gppGateEntry 



       STATUS         current 



       DESCRIPTION 



           "Each instance represent one Gate." 



       PIB-INDEX { go3gppGatePrid } 



       UNIQUENESS { }   



       ::= { go3gppGateTable 1 } 



   Go3gppGateEntry ::= SEQUENCE { 



           go3gppGatePrid               InstanceId,


           go3gppGateFilter             Prid,


           


go3gppGateStatus             INTEGER,



           go3gppGateNext               Prid



   }



   go3gppGatePrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gppGate class."



       ::= { go3gppGateEntry 1 }



   go3gppGateFilter OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           "References an instance of the go3gppFilter class."



           A value of zeroDotZero indicates no go3gppFilter is



           used with this go3gppGate."



       ::= { go3gppGateEntry 2 }



   go3gppGateStatus OBJECT-TYPE 



       SYNTAX         INTEGER { 



                           close  (0), 



                           open (1) 



                      } 



       STATUS         current 



       DESCRIPTION 



           "Indicates if this gate will allow traffic to flow." 



DEFVAL  { close } 


       ::= { go3gppGateEntry 3 }



   go3gppGateNext 


OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           "Reference the next Gate on a list of go3gppGate instances.



           A value of zeroDotZero indicates this is the last Gate



           on the list."



       ::= { go3gppGateEntry 4 }


















   -- 



   -- The Classification classes group 



   -- 



   go3GPPClassifierClasses 



              OBJECT IDENTIFIER ::= { ? } 



   -- 



   -- The Base Filter Table 



   -- 



   go3GPPBaseFilterTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF go3GPPBaseFilterEntry 



       PIB-ACCESS     install  



       STATUS         current 



       DESCRIPTION 



           "The Base Filter class.  A packet has to match all  



           fields in an Filter.  Wildcards may be specified for those  



           fields that are not relevant." 



   ::= { go3GPPClassifierClasses 1 } 



   go3GPPBaseFilterEntry OBJECT-TYPE 



       SYNTAX         go3GPPBaseFilterEntry 



       STATUS         current 



       DESCRIPTION 



           "An instance of the go3GPPBaseFilter class." 



       PIB-INDEX { go3GPPBaseFilterPrid } 



       ::= { go3GPPBaseFilterTable 1 } 



   go3GPPBaseFilterEntry ::= SEQUENCE { 



           go3GPPBaseFilterPrid         InstanceId



   } 



   go3GPPBaseFilterPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An integer index to uniquely identify this Filter among all   



           the Filters." 



       ::= { go3GPPBaseFilterEntry 1 } 



   -- 



   -- The Go 3GPP IP Filter Table 



   -- 



   go3gppFilterTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3GPPIpFilterEntry 



       PIB-ACCESS     install  



       STATUS         current 



       DESCRIPTION 



           "Filter definitions.  A packet has to match all fields in a 



           filter.  Wildcards may be specified for those fields that  



           are not relevant." 



       ::= { go3gppEventClasses 10 } 



   go3GPPIpFilterEntry OBJECT-TYPE 



       SYNTAX         Go3GPPIpFilterEntry 



       STATUS         current 



       DESCRIPTION 



           "An instance of the go3GPPIpFilter class." 



       EXTENDS { go3GPPBaseFilterEntry } 



       UNIQUENESS { 



                    go3GPPIpFilterAddrType, 



                    go3GPPIpFilterDstAddr, 



                    go3GPPIpFilterDstPrefixLength, 



                    go3GPPIpFilterSrcAddr, 



                    go3GPPIpFilterSrcPrefixLength, 



                    go3GPPIpFilterProtocol, 



                    go3GPPIpFilterDstL4PortMin, 



                    go3GPPIpFilterDstL4PortMax, 



                    go3GPPIpFilterSrcL4PortMin, 



                    go3GPPIpFilterSrcL4PortMax }  



       ::= { go3gppFilterTable 1 } 



   Go3GPPIpFilterEntry ::= SEQUENCE { 



           go3GPPIpFilterAddrType         InetAddressType, 



           go3GPPIpFilterDstAddr          InetAddress,  



           go3GPPIpFilterDstPrefixLength  InetAddressPrefixLength, 



           go3GPPIpFilterSrcAddr          InetAddress,  



           go3GPPIpFilterSrcPrefixLength  InetAddressPrefixLength, 



           go3GPPIpFilterProtocol         Integer32, 



           go3GPPIpFilterDstL4PortMin     InetPortNumber, 



           go3GPPIpFilterDstL4PortMax     InetPortNumber, 



           go3GPPIpFilterSrcL4PortMin     InetPortNumber, 



           go3GPPIpFilterSrcL4PortMax     InetPortNumber 



   } 



   go3GPPIpFilterAddrType OBJECT-TYPE 



       SYNTAX         InetAddressType 



       STATUS         current 



       DESCRIPTION 



           "The address type enumeration value [INETADDR] to specify  



            the type of the packet's IP address." 



       ::= { go3GPPIpFilterEntry 1 } 



   go3GPPIpFilterDstAddr OBJECT-TYPE 



       SYNTAX         InetAddress 



       STATUS         current 



       DESCRIPTION 



           "The IP address [INETADDR] to match against the packet's  



            destination IP address. go3GPPIpFilterDstPrefixLength  



            indicates the number of bits that are relevant. " 



       ::= { go3GPPIpFilterEntry 2 } 



   go3GPPIpFilterDstPrefixLength OBJECT-TYPE 



       SYNTAX         InetAddressPrefixLength  



       STATUS         current 



       DESCRIPTION 



           "The length of a mask for the matching of the destination   



            IP address.  Masks are constructed by setting bits in  



            sequence from the most-significant bit downwards for  



            go3GPPIpFilterDstPrefixLength bits length. All other bits in  



            the mask, up to the  number needed to fill the length of  



            the address go3GPPIpFilterDstAddr are cleared to zero. A zero  



            bit in the mask then means that the corresponding bit in  



            the address always matches." 



       ::= { go3GPPIpFilterEntry 3 } 



   go3GPPIpFilterSrcAddr OBJECT-TYPE 



       SYNTAX         InetAddress 



       STATUS         current 



       DESCRIPTION 



           "The IP address to match against the packet's source IP 



           address. go3GPPIpFilterSrcPrefixLength indicates the 



          number of bits that are relevant. " 



       ::= { go3GPPIpFilterEntry 4 } 



   go3GPPIpFilterSrcPrefixLength OBJECT-TYPE 



       SYNTAX         InetAddressPrefixLength  



       UNITS          "bits" 



       STATUS         current 



       DESCRIPTION 



           "The length of a mask for the matching of the source IP  



            address. Masks are constructed by setting bits in sequence  



            from the most-significant bit downwards for   



            go3GPPIpFilterSrcPrefixLength bits length. All other bits in  



            the mask, up to the  number needed to fill the length of  



            the address go3GPPIpFilterSrcAddr are cleared to zero.  A  



            zero bit in the mask then means that the corresponding bit  



            in the address always matches." 



       ::= { go3GPPIpFilterEntry 5 } 



   go3GPPIpFilterProtocol OBJECT-TYPE 



       SYNTAX         Integer32 (-1 | 0..255) 



       STATUS         current 



       DESCRIPTION 



           "The IP protocol to match against the packet's protocol. 



           A value of -1 means match all." 



       ::= { go3GPPIpFilterEntry 6 } 



   go3GPPIpFilterDstL4PortMin OBJECT-TYPE 



       SYNTAX         InetPortNumber 



       STATUS         current 



       DESCRIPTION 



           "The minimum value that the packet's layer 4 destination 



           port number can have and match this filter. This value must  



           be equal to or lesser that the value specified for this  



           filter in go3GPPIpFilterDstL4PortMax." 



       ::= { go3GPPIpFilterEntry 7 } 



   go3GPPIpFilterDstL4PortMax OBJECT-TYPE 



       SYNTAX         InetPortNumber 



       STATUS         current 



       DESCRIPTION 



           "The maximum value that the packet's layer 4 destination 



           port number can have and match this filter. This value must  



           be equal to or greater that the value specified for this  



           filter in go3GPPIpFilterDstL4PortMin." 



       ::= { go3GPPIpFilterEntry 8 } 



   go3GPPIpFilterSrcL4PortMin OBJECT-TYPE 



       SYNTAX         InetPortNumber  



       STATUS         current 



       DESCRIPTION 



           "The minimum value that the packet's layer 4 source port 



           number can have and match this filter. This value must  



           be equal to or lesser that the value specified for this  



           filter in go3GPPIpFilterSrcL4PortMax." 



       ::= { go3GPPIpFilterEntry 9 } 



   go3GPPIpFilterSrcL4PortMax OBJECT-TYPE 



       SYNTAX         InetPortNumber  



       STATUS         current 



       DESCRIPTION 



           "The maximum value that the packet's layer 4 source port 



           number can have and match this filter.  This value must be  



           equal to or greater that the value specified for this filter  



           in go3GPPIpFilterSrcL4PortMin." 



       ::= { go3GPPIpFilterEntry 10 } 



   -- -------------------------------------------------------------



   --



   -- 3GPP Go Reports



   --



   -- PRCs for carrying the Decision enforcement result sent from PEP to PCF,



   -- carried using the COPS REPORT message.



   -- These PRCs include support for the success or failure of the PEP in



   -- carrying out the PCF's decision or -change of the state in the GGSN.



   -- 



   


   go3gppReportTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppReportEntry 



       PIB-ACCESS     notify  



       STATUS         current 



       DESCRIPTION 



           "This table represents the success or failure of the decision enforcement and state changes in the PEP." 



       ::= { go3gppReportClasses 1 } 



   go3gppReportEntry OBJECT-TYPE 



       SYNTAX         go3gppReportEntry 



       STATUS         current 



       DESCRIPTION 



           "" 



       PIB-INDEX { go3gppReportPrid } 



       UNIQUENESS { go3gppReportX }   



       ::= { go3gppReportTable 1 } 



   go3gppReportEntry ::= SEQUENCE { 



           go3gppReportPrid       InstanceId, 



           go3gppReportStatus     INTEGER,



           go3gppReportDetails    Prid }



   go3gppReportPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gpgReport class." 



           ::= { go3gppReportEntry 1 } 



   go3gppReportStatus OBJECT-TYPE 



       SYNTAX         INTEGER {



                                success (0),



                                failure (1),



                                usage   (2) }



       STATUS         current 



       DESCRIPTION 



           "When Status is:



              success: Indicates the successful implementation of the



                       decision.



                       go3gppReportDetails:



                         Reference an instance of go3gppRprtGPRSChrgInfo 


                         for initial authorization request 


decision;



                         References nothing otherwise (contains the 


value



                         zeroDotZero).



              Failure: Indicates the failure of implementing the decision.



                       go3gppReportDetails may references an Error object,



                       or may have the value zeroDotZero when no error



                       object is needed.


              Usage:   go3gppReportDetails references 


an instance of



                       go3gppRprtUsage class."



       ::= { go3gppReportEntry 2 } 



   go3gppReportDetails OBJECT-TYPE 



       SYNTAX         Prid 



       STATUS         current 



       DESCRIPTION 



           "May 


reference an instance of go3gppRprtGPRSChrgInfo,



           go3gppRprtError, or go3gppRprtUsage class, or may have



           the value of zeroDotZero depending on the value of



           go3gppReportStatus."


       ::= { go3gppReportEntry 3 } 



   go3gppRprtGPRSChrgInfoTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppRprtGPRSChrgInfoEntry 



       PIB-ACCESS     notify  



       STATUS         current 



       DESCRIPTION 



           "This table represents the GPRS Charging information" 



       ::= { go3gppReportClasses 2 } 



   go3gppRprtGPRSChrgInfoEntry OBJECT-TYPE 



       SYNTAX         go3gppRprtGPRSChrgInfoEntry 



       STATUS         current 



       DESCRIPTION 



           "This entry represents the GPRS Charging Identifier and GGSN address." 



       


PIB-INDEX { go3gppRprtGPRSChrgInfoPrid 


} 



       UNIQUENESS { go3gppRprtGPRSChrgInfoGGSNAddr,



                    go3gppRprtGPRSChrgInfoGCID }   



       ::= { go3gppRprtGPRSChrgInfoTable 1 } 



   go3gppRprtGPRSChrgInfoEntry ::= SEQUENCE { 



           go3gppRprtGPRSChrgInfoPrid       InstanceId,



           go3gppRprtGPRSChrgInfoGGSNAddr   INETADDR,



  








         go3gppRprtGPRSChrgInfoGCID       OCTET STRING }



   go3gppRprtGPRSChrgInfoPrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gpgRprtGPRSChrgInfo class." 



           ::= { go3gppRprtGPRSChrgInfoEntry 1 } 



   go3gppRprtGPRSChrgInfoGGSNAddr OBJECT-TYPE 



       SYNTAX         INETADDR 



       STATUS         current 



       DESCRIPTION 



           "Contains the IP Address of the GGSN providing the GCID



           upon successful handling of an Authorization Request."



           ::= { go3gppRprtGPRSChrgInfoEntry 2 } 



   go3gppRprtGPRSChrgInfoGCID OBJECT-TYPE 



       SYNTAX         OCTET STRING 



       STATUS         current 



       DESCRIPTION 



           "The GPRS Charging ID related to this Authorization Request."



       ::= { go3gppRprtGPRSChrgInfoEntry 3 } 



  --



  -- Notice go3gppRprtError PRC is currently not defined because all



  -- error condition handling is satifactoryly covered by using the



  -- standard COPS-PR error handling mechanism and error objects.



  -- go3gppRprtError PRC should only be used for 3GPP GO Application



  -- error indications when necessary.  



  --



   go3gppRprtUsageTable OBJECT-TYPE 



       SYNTAX         SEQUENCE OF Go3gppRprtUsageEntry 



       PIB-ACCESS     notify  



       STATUS         current 



       DESCRIPTION 



           "" 



       ::= { go3gppReportClasses 3 } 



   go3gppRprtUsageEntry OBJECT-TYPE 



       SYNTAX         go3gppRprtUsageEntry 



       STATUS         current 



       DESCRIPTION 



           "This entry represents the PEP state changes." 



       PIB-INDEX { go3gppRprtUsagePrid } 



       UNIQUENESS { go3gppRprtUsageIndication 


}   



       ::= { go3gppRprtUsageTable 1 } 



   go3gppRprtUsageEntry ::= SEQUENCE { 



           go3gppRprtUsagePrid        InstanceId, 



           go3gppRprtUsageIndication  INTEGER }



   


   go3gppRprtUsagePrid OBJECT-TYPE 



       SYNTAX         InstanceId 



       STATUS         current 



       DESCRIPTION 



           "An arbitrary integer index that uniquely identifies an 



           instance of the go3gpgRprtUsage class." 



           ::= { go3gppRprtUsageEntry 1 } 



   go3gppRprtUsageIndication OBJECT-TYPE 



       SYNTAX         INTEGER {



                        chngdTo0kbs   (0),



                        chngdFrom0kbs (1) }



       STATUS         current 



       DESCRIPTION 



           "Indication of GPRS Usage change.



           chngdTo0kbs indicates changing to 0kbs, 



           chngdFrom0kbs indicates changing from 0kbs." 



           ::= { go3gppRprtUsageEntry 2 } 


   -- -------------------------------------------------------------



   -- 



   -- Conformance Section 



   -- 



   go3gppCompliances         OBJECT IDENTIFIER ::= { go3gppConformance 1 } 



   go3gppGroups              OBJECT IDENTIFIER ::= { go3gppConformance 2 } 



   MODULE -- this module 


    MANDATORY-GROUPS {



    -- Include here a list of PRCs in Framework PIB used by 3GPP GO PIB.



    -- These PRC include ones used to indicate which 3GPP GO PIB PRCs are



    -- Supported by a particular PEP/GGSN. The complete set of PRCs defined in the Go 3GPP PIB are to be included in this section since they are all deemed part of the minimum functionality for the PEP.


    }   



   MODULE -- this module 


    MANDATORY-GROUPS {



    -- Include here the Group and PRC Conformance definitions for 3GPP GO PIB



    -- PRCs.    



    }



   END 






