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	CR 111r3 to 23.107 introduces a description of how a QoS request with the traffic class set to ‘subscribed’ shall be handled (in the SGSN), i.e. in that case the QoS negotiated will be Interactive at maximum.

A subscriber with a subscription allowing streaming or conversational traffic class will therefore be able to get a traffic class higher than Interactive only if the MS explicitly requests the traffic class. Also the subscription in the HLR, which can contain only one QoS profile for a given APN, will indicate the maximum values allowed for each QoS attribute for all possible cases. Consequently, the Maximum Bit Rate is likely to reflect the maximum value allowed for the Interactive or Background class, which is normally higher than what can be allowed for Streaming or Conversational, leading to an over-reservation of resources or to a higher probability to have the QoS request rejected if the subscribed value is taken. Likewise, the Guaranteed Bit Rate is likely higher for Streaming than for Conversational and could therefore also lead to similar problems.
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12.1.2
Use of default context parameter values

The activate context request message sent by the MT to the network contains a number of parameters whose values can usefully be set by the TE. Under certain circumstances the values for some or all of the parameters need not be provided by the TE, either via AT commands or the PDP startup procedure. The storage of context information in the SIM is not considered in the present document. Rules concerning what values shall be sent by the MT to the network under various circumstances are given in 3GPP TS 23.060.

One particular rule that is designed to simplify operation in modem compatibility mode is that if there is only one PDP context subscription in the HLR then all of PDP type, PDP address and APN may be omitted.

12.1.2.1
PDP type

This may be omitted:

-
when the MT supports only one PDP type (it will be provided by the MT); or

-
according to the rules given in 3GPP TS 23.060.

12.1.2.2
PDP address (of the MS)

This shall be omitted when:

-
a dynamic address is required; or

-
according to the rules given in 3GPP TS 23.060.

12.1.2.3
Access Point Name

This may be omitted:

-
according to the rules given in 3GPP TS 23.060.

12.1.2.4
QoS Requested

This may be omitted when:

-
the default subscribed QoS is acceptable.

When the application in the TE requires streaming or conversational QoS, then the MS shall at least explicitly request the traffic class and should explicitly request the guaranteed bit rate and the maximum bit rate.
12.1.2.5
PDP Configuration Options

These shall be omitted:

-
when none are required for the PDP concerned; or

-
according to the rules given for the PDP.
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