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5.2.1.2
SBLP revoke decision
The PCF shall send a revoke authorisation decision to the GGSN upon SIP session release. The revoke authorisation decision shall be sent as a separate decision to the GGSN corresponding to the previous SBLP authorisation decision.
Additionally, when a media component which is bound to a PDP context is removed from a SIP session and the UE has not performed the corresponding modification of the PDP context within an operator specific time the PCF shall revoke the authorisation for the set of media components on that PDP context.

The timer shall be terminated if the PCF receives a new authorisation request with the same handle where that media component has been removed, or by termination of the PDP context.
5.2.1.3
SBLP gate decision
The PCF may send a gate decision during the session set-up or whenever the status of a media component changes during the session (e.g. a media component is put on hold, resumed or removed). The PCF shall not send a gate decision to the GGSN before it has sent the initial authorisation decision. If the initial authorisation decision has already been sent, the PCF may send a gate decision to the GGSN to modify the status of one or several gate(s) on the user plane. The gate decision shall only contain the gate(s) for which the status was changed compared to the last authorisation or gate decision sent to the GGSN. The gate decision contains for each gate either the “Approval of QoS Commit” command to open the gate or the “Removal of QoS Commit” command to close the gate.  
6
Go protocol

6.1
Protocol support

6.1.1
TCP connection for COPS protocol

The GGSN receives the PCF identifier received as part of the Authorization Token, during the PDP context activation procedure. The GGSN resolves the PCF IP address from the PCF identifier, which is in the form of a fully qualified domain name.
If there is no existing TCP connection to the PCF, the GGSN shall establish a TCP connection for COPS interactions to the PCF. The GGSN shall use an existing TCP connection to the PCF, whenever present.

The TCP connection between the GGSN and the PCF may be pre-established  by configuring the PCF addresses on the GGSN.

All communication between the GGSN and the PCFs shall use a standardised Client-Type with a corresponding standardised PIB, as defined in annex B.

The validity of the PCF may be ensured either by using a private DNS for resolving the PCF IP address or by configuring a list of allowed PCF IP addresses on the GGSN.
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