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1. Overall Description:

CN3 have introduced the capability for identifying individual IP flows within the media component on the Go interface. 

CN3 now believe that a workable solution for splitting of RTP and RTCP for the Go interface in the release 5 time frame may be possible, and request clarification on the statement within TS23.228 v5.5.0 section 4.2.5.1, that 

“All associated IP flows (such as e.g. RTP / RTCP flows) used by the UE to support a single media component are assumed to be carried within the same PDP context.”

2. Actions:

CN3 request SA2 to inform them whether the statement in TS23.228 quoted above is meant to read:


Interpretation 1) All RTCP flows shall be sent over the same PDP context as the associated RTP flows 

Or 


Interpretation 2) That although it is assumed that in general RTCP packets will be sent over the same PDP context as the associated RTP flow, the mechanism shall also allow for the RTCP packets to be sent over different PDP contexts to the RTP data stream. 

If SA2 agrees with interpretation 2, then CN3 also requests SA2 to identify the impacts and functionalities affected within the stage 3 work, by the removal of this restriction and as to whether any other working groups, apart from CN3, will be impacted by this clarification.

Whichever interpretation SA2 decides on CN3 asks SA2 to clear up this ambiguity within its stage 2 specifications for Release 5.

3. Date of Next CN3 Meetings:

CN3_25
23rd - 27th September 2002
USA.

