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4.3.5
Service change during the active state

Whenever an In-Call Modification procedure is invoked by a terminal, unless it is not allowed as determined at call setup, the following shall take place:

· if the current mode is the speech mode and the MODIFY message contains a multimedia BC-IE, the normal Out‑of-Band Transcoder Control procedures shall be invoked in order to change the Selected Codec to the 3G‑324.M codec;

· if the current mode is the multimedia mode and the MODIFY message contains a speech BC-IE, the normal Out‑of-Band Transcoder Control procedures shall be invoked in order to change the Selected Codec to the preferred speech codec.

The Codec Modification procedure shall be supported for service change. The use of mid-call codec negotiation procedure is optional for service change.
When a MSC detects through an Out-of-Band Transcoder Control procedure that the selected codec has changed from a speech codec to the 3G-324.M codec, or vice-versa, it shall initiate an In-Call Modification procedure towards the UE with a MODIFY message containing the multimedia BC-IE (or the speech BC-IE), unless the new mode has been denied at call setup (see clause 4.2.4).

4.3.5.1 Mid-Call Codec Modification Procedure For Service Change

The basic OoBTC Codec Modification procedures for 3GPP are defined in [2] however specific behaviour is required for the Service Change operation. In order to prevent the MGW generating an error or seizing resources during the interim period when its terminations are being altered and it may have speech properties on one side of the context and multimedia property on the other side the Server shall modify the context so that the incoming and outgoing terminations are not through-connected during the modification procedure. An example call flow is shown in Figure 4.3.5.1/1.
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Figure 4.3.5.1/1: Service change G.711 to MuMe
4.3.5.2
Unsucessful Service Change

[image: image2.wmf] 

MSC

-

 A

 

MGW

-

A

 

Server B

 

MGW

-

B

 

Modify Codec (Selected Codec = 

MuMe

)

 

Reserve Char (

Codec = MuMe)

 

Codec Modification Failure

 

MSC

-

 C

 

MGW

-

C

 

Reserve Char

 (Stream_mode = INACTIVE, New 

Codec = MuMe)

 

 

Modify Codec (Selected Codec= 

MuMe

)

 

RNC

-

A

 

RAB Assign Modify (

MuMe RAB parameters

)

 

Modify Bearer request

 

Modify Bearer Characteristics (

Stream Mode=I

NACTIVE,  New Codec = MuMe

 

                                                   3GUP = Iu, Dir=IN, mode=transparent

 )

 

RAB Assign Modify Rsp

 

Reserve Char Ack

 

Reserve Char Ack

 

Confirm Char(Old Codec)

 

Codec Modification Failure

 

Confirm Char (Revert to Old Codec = 

G.711, 

Stream_mode = ACTIVE

)

 

RNC C

 

Direct

 Transfer [

Modify  (MuMe

)

 

Direct Transfer [

Modify_Reject  (Speech

)

 

Direct Transfer [

Modify  (MuMe

)]

 

Direct Transfer [

Modify  Reject(MuMe

)]

 

Modify Characteristics (

c

odec = MuMe

 )

 

Modify Characteristics (

codec = MuMe

 )

 

Modify Bearer Char (Revert to Old Codec 

= AMR, 

Stream_Mode = ACTIVE)

 

Modify BearerAck

 

RAB Assign Modify (

AMR RAB parameters

)

 

Modify 

Bearer request

 

Modify BearerAck

 

RAB Assign Modify Rsp

 

In the case that the service change is denied the Mid-Call Codec Modification Request result is unsucessful. An example sequence is shown in Figure 4.3.5.2/1.

Figure 4.3.5.2/1:Service Change Rejected
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