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	a) The text stating that when the Go interface is disabled for the APN, the GGSN rejects the PDP context request due to unexpected binding information, is moved to TS 29.207. Replaced by a reference. 

b) A specifying sentence is turned to a declaratory sentence. 
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3)
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13a.2.1
IMS Specific Configuration in the GGSN

The GGSN shall have a list of preconfigured addresses of signalling servers (P-CSCF servers). This list shall be provided to MSs on request. The list shall be possible to preconfigure per APN.

The GGSN shall have preconfigured static packet filters, to be applied on dedicated signalling PDP contexts. The static packet filters shall filter up-link and down-link packets and only allow traffic to/from the preconfigured signalling servers and to DNS and DHCP servers. The static packet filters shall be possible to pre-configure per APN.

It shall be possible to enable/disable the use of the Go interface per APN. If disabled, the GGSN shall handle Create PDP Context Requests that include binding information as specified in TS 29.207 [53]..

The GGSN shall support IPv6 addresses and protocol for IMS signalling and IMS bearers.

The GGSN shall provide support for P-CSCF discovery in two different ways (see TS 23.228):

· GPRS procedure for P-CSCF discovery, i.e. request and provision of P-CSCF address(es) within the PCO IE in GPRS Session Management procedures (see TS 24.008).

· Via DHCPv6 servers i.e. the GGSN shall provide the functionality of a DHCPv6 relay agent 

On APNs providing IMS services, the information advertised in Router Advertisements from GGSN to MSs shall be configured in the same manner as for other APNs prviding IPv6 services (see subclause 11.2.1.3.4), except that the “O-flag” shall be set even when the “M-flag” is cleared. 

Note:
When the “M-flag” is cleared, the “O- flag” shall be set in IPv6 Router Advertisement messages sent by the GGSN for APNs used for IMS services. This will trigger a DHCP capable MS to start a DHCPv6 session to retrieve server addresses and other configuration parameters. An MS which doesn’t support DHCP will simply ignore the “O-flag”. An MS may simultaneously use stateless address autoconfiguration for configuring its IPv6 address and stateful autoconfiguration for configuring IMS specific parameters. An MS which doesn’t support DHCP, shall request IMS specific configuration (e.g. P-CSCF address) in the PCO IE in the Create PDP Context message.

The GGSN shall support a DHCPv6 relay agent. 
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