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Start of modified section

6.3.1.4
Reporting of Device Capabilities and Device Limitations

The functionality of reporting of device capabilities and device limitations is as described in RFC 3084 [8]. In addition, the following shall apply.

The configuration request message serves as a request from the GGSN to the PCF and include provisioning client information to provide the PCF with client-specific configuration or capability information about the GGSN. This information from the client assists the server in deciding what types of policy the GGSN can enforce.
The following GGSN capabilities and limitations may be provided in the configuration request message:
















-
Indication of the maximum number of authorisation sessions:


The GGSN may notify the PCF how many parallel authorisation sessions can be supported.
Editor’s Note: This indication is not yet part of the 3GPP Go PIB
-
Indication of the maximum number of binding informations:


The GGSN may notify the PCF how many binding information the GGSN is able to send with an Authorization_Request.
-
Indication of the maximum number of Flow IDs:


The GGSN may notify the PCF how many Flow IDs the GGSN is able to send with an Authorization_Request.
The PCF responds to the configuration request with an initial DEC message.
The following PCF capabilities and limitations may be provided in the configuration response message:

-
Indication of the maximum number of ICIDs:


The PCF may notify the GGSN how many ICIDs the PCF is able to send with an Authorization_Decision.

The R-type = 0x08 for configuration request is used here and M-type = 0x01 initial capability negotiation is used here.
The device capabilities information exchanged by the initial messages shall be stored in the PCF.
End of modified section
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