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7.3.3 SIP-BICC protocol interworking
7.3.3.1
Incoming Call Interworking from SIP to BICC/ISUP at I-

7.3.3.1.1 Sending of IAM 

7.3.3.1.2 Coding of IAM
7.3.3.1.2.1
Called Party Number

See 7.2.2.1.2.1
7.3.3.1.2.2
Nature of connection indicators

bits
BA

Satellite indicator


0 1

one satellite circuit in the connection
bits
DC


Continuity indicator (BICC)

1 0   
COT to be expected 
bit

E

Echo control device indicator 


1

outgoing echo control device included
7.3.3.1.2.3
Forward call indicators

See 7.2.3.1.2.3
7.3.3.2.2.4
Calling party's category

See 7.2.3.1.2.4

7.3.3.1.2.5
Transmission medium requirement

See 7.2.3.1.2.5

7.3.3.1.2.6
Calling party number

See 7.2.3.1.2.6
7.3.3.1.2.7

Generic  number

See 7.2.3.1.2.7
7.3.3.1.2.8
User service information

See 7.2.3.1.2.8
7.3.3.1.2.9
Hop counter(National option)

See 7.2.3.1.2.9
7.3.3.1.3 Sending of COT
See 7.2.3.1.3
7.3.3.1.4 Sending of 180 Ringing
See 7.2.3.1.4
7.3.3.1.5
Sending of the 200 OK (INVITE)

See 7.2.3.1.5
7.3.3.1.5 Sending of the Release message (REL)
See 7.2.3.1.5
7.3.3.1.7

Coding of the REL

See 7.2.3.1.7
7.3.3.1.8
Receipt of the Release Message

See 7.2.3.1.8
7.3.3.1.9 Receipt of RSC, GRS or CGB (H/W oriented)
See 7.2.3.1.9

7.2.3.1.10
Internal through connection of the bearer path  

The I-MGCF will through connect the internal switch path in both directions when;

1. the requested preconditions in the SIP network have been met, and

2. when the bearer set-up procedure is successfully completed.

7.3.3.2
Outgoing Call Interworking from BICC/ISUP to SIP at O-MGCF

7.3.3.2.1 Sending of INVITE 
See 7.2.3.2.1
7.3.3.2.2
Coding of the INVITE

7.3.3.2.2.1 REQUEST URI Header
See 7.2.3.2.2.1
7.3.3.2.2.2

SDP Media Description

The SDP encoding for the AMR codec
 is specified in RFC 3267: "RTP payload format and file storage format for the Adaptive Multi-Rate (AMR) Adaptive Multi-Rate Wideband (AMR-WB) audio codecs" 

 The O-MGCF shall indicate that precondition is not met.
7.3.3.2.2.2 P-Asserted-Identity and privacy header fields
See 7.2.3.2.2.2
7.2.3.2.2.4
Max Forwards header

See 7.2.3.2.2.4
7.3.3.2.3 Sending of UPDATE

.See 7.2.3.2.3
7.3.3.2.4 Sending of ACM and Awaiting Answer indication
See 7.2.3.2.4
7.3.3.2.5
Coding of the ACM

7.3.3.2.5.1 Backward call indicators
See 7.2.3.2.5.1
7.3.3.2.6
Sending of the Call Progress message (CPG)

See 7.2.3.2.6

7.3.3.2.7
Coding of the CPG

7.3.3.2.7.1

Event information

See 7.2.3.2.7.1
7.3.3.2.8
Sending of the Answer Message (ANM)

7.3.3.2.9
Coding of the ANM

See 7.2.3.2.9

7.3.3.2.10 Sending of the Connect message (CON)
See 7.2.3.2.10
7.3.3.2.10 oding of the CON
See 7.2.3.2.10
7.3.3.2.10.1 
Backward call indicators

See 7.2.3.2.10.1

7.3.3.2.11 Receipt of Status Codes 4xx, 5xx or 6xx 

See 7.2.3.2.11.

7..3 2.12
Receipt of a BYE

See 7.2.2.1.12
7.3.3.2.13 Receipt of the Release Message
See 7.2.3.2.13
7.3.3.2.14 Receipt of RSC, GRS or CGB (H/W oriented)
See 7.2.3.2.14.
7.3.3.3
Timers

See 7.2.3.3
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On reception of the INVITE requesting an audio session, the I�MGCF shall send the IAM




















































































































� Trans-coding equipment may be required. 
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