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7.4
Supplementary services

 The following sub-clauses describe the MGCF behavior related to supplementary services as defined in Q.73X series recommendation.

7.4.1
Calling line identification presentation/restriction (CLIP/CLIR) 

The inter working between the Calling Party Number parameter and the P-Asserted-ID header and vice versa used for the CLIP-CLIR service is defined in the clauses 7.2.3.1.2.6 and 7.2.3.2.2.6.  This inter working is essentially the same as for basic call and differs only in that if the CLIR service is invoked the "Address Presentation Restriction Indicator (APRI)" (in the case of ISUP to SIP calls) or the “priv value”  of the "calling" Privacy header field (in the case of SIP to ISUP calls) is set to the appropriate "restriction/privacy" value.  

In the specific case of ISUP originated calls, use of the CLIP service additionally requires the ability to determine whether the number was network provided or provided by the access signalling system. Due to the possible SIP indication of the P-Asserted-Identity the Screening indicator is set to network provided as default.  For the CLIP-CLIR service the mapping of the APRI from privacy header at the O-MGCF is described within table 12 in subclause 7.2.3.2.2.6. 

At the O-MGCF the presentation restricted indication shall be mapped to the privacy header = “id” and “header”. This is described in table 5 in subclause 7.2.3.1.2.6.
7.4.2
Connected line presentation and restriction (COLP/COLR)

The service is not interworked. 
7.4.3 Direct dialling in

The service is not interworked.. 

7.4.4 Malicious call identification
The service is not interworked. 

7.4.5 Sub-addressing (SUB)
The service is not interworked.

7.4.6
Call Forwarding Busy (CFB)/ Call Forwarding No Reply (CFNR) / Call Forwarding Unconditional (CFU)
The service is not interworked. 
7.4.7 Call Deflection (CD)

The service is not interworked. 
7.4.8 Explicit Call Transfer (ECT)
The service is not interworked.
7.4.9 Call Waiting 
The service is not interworked
7.4.10  Call Hold
See section 
7.4.11 Call Completion on busy subscriber
The service is not interworked. 
7.4.12  Completion of Calls on No Reply (CCNR)
The service is not interworked..
7.4.13 Terminal Portability (TP)
The service is not interworked. 
7.4.14  Conference calling (CONF) 
The service is not interworked.
7.4.15 Three-Party Service (3PTY)
The service is not interworked. 

7.4.16
Closed User Group (CUG) 

The service is not interworked.
7.4.17 Multi-Level Precedence and Preemption (MLPP) 

The service is not interworked. 

.

7.4.18 Global Virtual Network Service (GVNS) 
The service is not interworked. 
7.4.19
International telecommunication charge card (ITCC) 

The service is not interworked. AN ITCC call is a basic call and no additional treatment is required by the MGCF.
7.4.20 Reverse charging (REV) 
The service is not interworked.

7.4.21
User-to-User Signalling (UUS) 

The service is not interworked.
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