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	During the last CN3 meeting it was agreed to delete the indication of the maximum number of authorized sessions from the capability and limitations section. Accidentally, the finally approved CR did not reflect the removal. 

We therefore propose to remove this indication again because there is no need to give such indication to the PDF. The PDF has no reasonable usage of this information because the PDF has no influence on the selection of the GGSN.
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First amended section
6.3.1.5
Reporting of Device Capabilities and Device Limitations

The functionality of reporting of device capabilities and device limitations is as described in RFC 3084 [8]. In addition, the following shall apply.

The configuration request message serves as a request from the GGSN to the PDF and includes provisioning client information to provide the PDF with client-specific configuration or capability information about the GGSN. The capability information to be exchanged could include additional PIB objects supported by the GGSN which are part of the capability section. If no value information is exchanged then the default value will be used as if it had been exchanged. This information from the client assists the server in deciding what types of policy the GGSN can install and enforce.
The following GGSN capabilities and limitations may be provided in the configuration request message:

-
Indication of the maximum number of binding information:


The GGSN may notify the PDF how many binding information the GGSN is able to send with an Authorization_Request.

-
Indication of the maximum number of Flow IDs:


The GGSN may notify the PDF how many Flow IDs the GGSN is able to send with an Authorization_Request.

-
Indication of the maximum number of ICIDs:


The GGSN may notify the PDF how many ICIDs the GGSN is able to receive with an Authorization_Decision.



The device capabilities information exchanged by the initial messages shall be stored in the PDF.
End of second amended section
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