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1. Overall Description:

TSG CN3 is responsible for the specification of the IM-MGW and MGCF and investigated the Handling of DTMF in these network entities.

CN3 feels that it is desirable to limit the implementation effort for, and processing load in, these network entities.

CN3 agreed that it is desirable to implement the following principles in the appropriate 3GPP specifications:

1. Only the support of the MIME type “telephone event” with default events should be recommended. The support of additional events for this MIME type and MIME type “audio” also defined in RFC 2833 is not required within the 3GPP IMS.

2. For DTMF originating in the IMS, it is desirable that the MGCF is notified with an appropriate SDP offer for “telephone event” DTMF encoding immediately before the DTMF is being sent to avoid that the MGW permanently reserves dedicated hardware to handle DTMF for all outgoing calls.

3. The support of DTMF terminating in the IMS is not required at the IM-MGW.

More details can be found in the attached discussion document. The suggestions in this document were agreed by CN3.

CN3 would like to kindly ask SA4 and CN1 to consider incorporating the above suggestions in their appropriate specifications, e.g. TS 24.229 and TS 26.235

2. Actions:

To SA4 group.

ACTION: 
CN3 kindly asks SA4 to consider incorporating the suggestion 1 above in their appropriate specifications and inform CN3 it they agree with the suggestion.

To CN1 group.

ACTION: 
CN3 kindly asks CN1 to consider incorporating the above suggestions in their appropriate specifications and inform CN3 it they agree with the suggestions.

3. Date of Next CN3 Meetings:

CN3_22
8th - 12th April 2002
USA.
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