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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document provides the stage 3 specification of the Gq interface. The functional requirements and the stage 2 specifications of the Gq interface are contained in 3GPP TS 23.002 [2] and 3GPP TS 23.207 [3]. The Gq interface is the interface for session based services between the Policy Decision Function (PDF) and the Application Function (AF). 

The present document defines:

-
the protocol to be used between PDF and AF over the Gq interface;

-
the signalling interactions to be performed between PDF and AF over the Gq interface;

· the information to be exchanged between PDF and AF over the Gq interface.

Editor’s note: The scope is copied from the Go iterface TS and slightly modified as needed for the Gq interface. In general, this entire TS can follow closely the Go i/f TS and also the Gq interface stage 2 work to be done in SA2. 

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "3G Vocabulary".

[2]
3GPP TS 23.002: "Network Architecture".

[3]
3GPP TS 23.207: "End to end Quality of service concept and architecture".

[4]




3GPP TS 29.207: “Policy control over Go interface”.

[5]




3GPP TS 29.208: "End-to-end Quality of Service (QoS) signalling flows".

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply:
3.2
Abbreviations

For the purposes of the present document, the abbreviations as specified in 3GPP TR 21.905 [1] and the following abbreviations apply:

4
Gq interface
4.1
Overview

The Gq interface is used for service-based policy information exchange between the Policy Decision Function (PDF) and the Application Function (AF), e.g. the P-CSCF. As defined in the stage 2 specifications [3], this information is used by the PDF for service based local policy decisions. The Gq interface ensures that the PDF policy decisions are applied for the service requesting access to IP bearer resources. The PDF exchanges the policy information with the GGSN as specified in 3GPP TS 29.207 [4].

Gq interface may be intra- or inter-domain interface. Gq interface supports integrity protection and authentication in case, the Application Function is outside of the operator domain. One PDF shall be able to serve more than one Application Function and one given AF may interact with a number of PDFs, although on a per-session basis, it shall interact with only a single PDF.
Signalling flows related to the Gq interface are specified in 3GPP TS 29.208 [5]
4.2
Gq reference model

The Gq interface is defined between the PDF and the AF. Gq interface may be intra- or inter-domain interface. The PDF is in the same PLMN as the GGSN.

The relationships between the different functional entities involved are depicted in figure 4.1.
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NOTE:
For clarity in the diagram, network elements that are not involved in service-based policy are not presented here (e.g. radio network elements, SGSN, etc).
Figure 4.1: Gq interface architecture model 

4.3 Functional elements and capabilities
Editor’s note: The PDF’s and AF’s key functionality related the Gq interface is to be defined here. 

4.3.1 PDF

The Policy Decision Function (PDF) acts as a Policy Decision Point for service based local policy control. The PDF makes policy decisions based on session and media related information obtained from the AF via Gq interface. The PDF shall exchange the decision information with the GGSN via the Go interface.

4.3.2 AF

The Application Function (AF) is an element controlling applications that require the use of IP bearer resources (e.g. UMTS PS domain/GPRS domain resources). One example of an application function is the P-CSCF. The AF shall use Gq interface to exchange service based policy information with the PDF.
5 Policy control procedures
Editor’s note: The policy control procedures of the PDF and the AF are to be defined here. 
5.1 PDF
5.2 AF
6
Gq protocol

6.1 Protocol support

Editor’s note: The general Gq interface protocol aspects are to be defined here. 
6.2 Gq events/messages

Editor’s note: The Gq interface events/messages and message parameters are to be defined here.

6.3 Security considerations

Editor’s note: The Gq interface security aspects are to be handled here.

Annex A:

Editor’s note: Normative and informative annexes are included as needed. 
Annex B (informative):
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