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First modified section

9.3.1.1
Reserve IMS Connection Point


This procedure is used to reserve local connection addresses and local resources.

Table 9.x: Procedures toward the IM Subsystem: Reserve IMS Connection Point

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Reserve IMS Connection Point

 
	MGCF
	Context/Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	IMS Termination Request
	M
	This information element requests a new IMS termination for the bearer to be established.

	
	
	Local IMS Resources/
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IM-MGW shall be prepared to receive.user data, and requests a port number for the resource(s).

	
	
	ReserveValue
	O
	This information element indicates if multiple local IMS resources are to be reserved.

	
	
	Local Connection Addresses Request
	M
	This information element requests an IP address on the IM-MGW that the remote end can send user plane data to.

	Reserve  IMS Connection Point Ack
	IM-MGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMS Termination
	M
	This information element indicates the IMS termination where the command was executed.

	
	
	Local IMS Resources
	M
	This information element indicates the resources that the IM-MGW has reserved to receive the user plane data from the far end.

	
	
	Local Connection Addresses
	M
	This information element indicates the IP address on the IM-MGW that the IM MGW has selected to receive user plane data from the far end.



Next modified section

9.3.1.2

Reserve IMS Connection Point and Configure Remote Resources

This procedure is used to select  multimedia-processing resources for a Mb interface connection. 

Table 9.x: Procedures toward the IM Subsystem: Select Local, Select Remote IMS Processing Resource

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Reserve IMS Connection Point and Configure Remote Resources

 
	MGCF
	Context
	M
	This information element indicates the existing context.

	
	
	IMS Termination
	M
	This information element indicates the existing bearer termination.

	
	
	Local IMS Resources
	O
	This information element indicates the resources (i.e. codec) that the IM-MGW may use on the reception of user plane data.

	
	
	Remote IMS Resources
	M
	This information element indicates the resources (i.e. codec) that the IM-MGW may send user data.

	
	
	Local Connection Addresses
	O
	This information element indicates the IP address and port on the MGCF/IM-IMS that the remote end can send user plane data to.

	
	
	Remote Connection Addresses
	M
	This information element indicates the IP address and port that the IM-MGW can send user plane data to. 

	Reserve IMS Connection Point and Configure Remote Resources Ack
	IM-MGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMS Termination
	M
	This information element indicates the IMS termination where the command was executed.

	
	
	Local IMS Resource
	O
	This information element indicates the resources that the IM-MGW has reserved to receive the user plane data from the far end.

	
	
	Remote IMS Resource
	M
	This information element indicates the resource (i.e. codec) that the MGCF shall use to send user data.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port on the IM-MGW that the remote end can send user plane data to.

	
	
	Remote Connection Address
	M
	This information element indicates the IP address and port that the IM-MGW can send user plane data to. 



Next modified section

9.3.1.3  Configure IMS Resources
This procedure is used to reserve multimedia-processing resources for a Mb interface connection. 

Table 9.x: Procedures toward the IM Subsystem: Reserve Local, Reserve Remote IMS Connection Point 

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Configure IMS Resources
 
	MGCF
	Context/Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	IMS Termination/IMS Termination Request
	M
	This information element indicates the existing bearer termination or requests a new IMS termination for the bearer to be established.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IM-MGW shall be prepared to receive.user data, and requests a port number for the resource(s).

	
	
	Remote IMS Resources
	M
	This information element indicates the resources (i.e. codec) that the IM-MGW may use to send user data.

	
	
	Reserve  Value
	O
	This information element indicates if multiple IMS resources are to be reserved.

	
	
	Local Connection Address request
	M
	This information element requests an IP address on the IM-MGW that the remote end can send user plane data to.

	
	
	Remote Connection Addresses
	M
	This information element indicates the IP address and ports at a remote end that the IM-MGW end can send user plane data to. 

	Configure IMS Resources

 Ack
	IM-MGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMS Termination
	M
	This information element indicates the IMS termination where the command was executed.

	
	
	Local IMS Resources
	M
	This information element indicates the resources that the IM-MGW has reserved to receive the user plane data from the far end.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource (i.e. codec) that the MGCF shall use to send user data.

	
	
	Local Connection Addresses 
	M
	This information element indicates the IP address on the IM-MGW that the IM MGW has selected to receive user plane data from the far end.
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