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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply:
Authorization Token: consist of the IMS session identifier and the PDF identifier. It is used for authorizing the QoS for the media stream(s). The UE shall include an authorization token in order to obtain QoS authorization for the IMS session. The UE obtains this authorization token via SIP from the P-CSCF by means of an extension SIP header described in RFC 3313 [22]. The P-CSCF communicates with the PDF in order to obtain a suitable authorization token for the UE.
Client Handle: an object in the COPS messages used as a unique number to correlate all the COPS messages with the same dialogue. Over the Go interface the Client Handle is used to correlate COPS messages with respect to the same PDP Context. For the exact definition see RFC 2748 [7] and RFC 3084 [8].
Common Open Policy Service (COPS) protocol: is a simple query and response protocol that can be used to exchange policy information between a policy server (Policy Decision Point) and its clients (Policy Enforcement Points)

Flow identifier: used for the identification of the IP flows, described within a media component associated with a SIP session. A Flow identifier consists of two parts: 1) the ordinal number of the position of the "m=" lines in the SDP (RFC 2327 [17]) session description and 2) the ordinal number of the IP flow(s) within the “m=” line assigned in the order of increasing port numbers. Examples are provided in Annex C.


Go Interface: interface between PDF and GGSN (3GPP TS 23.002 [2])

GPRS Charging ID (GCID): the Charging Id generated by the GGSN as defined in 3GPP TS 29.060 [20].
IP Bearer Service Manager: uses standard IP mechanisms to manage the IP Bearer Service. It resides in the GGSN and optionally in the UE

Media component: is a part of an SDP session description conveying information about one media stream (e.g. type, format, IP address, port, transport protocol, bandwidth, direction)
The media stream described by a media component can be either bi- or unidirectional. A media stream containing an RTP flow may also contain an associated RTCP flow. An SDP session description can consist of more than one media component. A media component shall not be deleted nor its position changed within the SDP session description. A media component line where the port number has previously been set to 0 may be reused for a new media component.

Policy Decision Function (PDF): is a logical policy decision element that uses standard IP mechanisms to implement policy in the IP media layer
The PDF makes decisions in regard to network based IP policy using policy rules, and communicates these decisions to the PEP in the GGSN.

Proxy Call Session Control Function (P-CSCF): is a network element providing session management services (e.g. telephony call control)

Policy Enforcement Point (PEP): is a logical entity that enforces policy decisions made by the PDF. It resides in the IP BS Manager of the GGSN

Policy Information Base (PIB): is a set of policy data carried by COPS-PR
The protocol assumes a named data structure, known as a Policy Information Base (PIB), to identify the type and purpose of solicited and unsolicited policy information that is sent from the Policy Decision Point to the Policy Enforcement Point for provisioning policy or sent from the Policy Enforcement Point to the Policy Decision Point as a notification.
Provisioning Instance Identifier (PRID): uniquely identifies an instance of a PRC
QoS class: identifies a bearer service (which is associated with a set of bearer service characteristics)

Translation/mapping function: provides the inter-working between the mechanisms and parameters used within the UMTS Bearer Service and those used within the IP Bearer Service

UMTS Bearer Service Manager: handles resource reservation requests from the UE. It resides in the GGSN and the UE

Next modification

Annex C (normative):
Flow identifiers: Format definition and examples

C.1
Format of a flow identifier

A flow identifier is expressed as a 2-tuple as follows:

<The ordinal number of the position of the "m=" line in the SDP, The ordinal number of the IP flow(s) within the “m=” line assigned in the order of increasing port numbers>

where both are numbered starting from 1. The encoding of the flow identifier is as indicated in 3GPP TS 24.008 [12].

	
	

	The ordinal number of the position of the "m=" line in the SDP
	 The ordinal number of the IP flow(s) within the “m=” line assigned in the order of increasing port numbers


C.2
Example 1

An UE, as the offerer, sends a SDP session description, as shown in table C.2.1, to an application server (only relevant SDP parameters are shown):

Table C.2.1: The values of the SDP parameters sent by the UE in example 1.
	v=0
o=ecsreid 3262464865 3262464868 IN IP6 2001:0646:00F1:0045:02D0:59FF:FE14:F33A
s=MM01
i=One unidirectional audio media and one unidirectional video media and one bidirectional application media
t=3262377600 3262809600
m=video 50230 RTP/AVP 31
c=IN IP6 2001:0646:00F1:0045:02D0:59FF:FE14:F33A
a=recvonly
m=audio 50330 RTP/AVP 0
c=IN IP6 2001:0646:00F1:0045:02D0:59FF:FE14:F33A
a=sendonly
m=application 50430 udp wb
c=IN IP6 2001:0646:00F1:0045:02D0:59FF:FE14:F33A
a=sendrecv


and receives the SDP parameters, as shown in table C.2.2, from the application server:

Table C.2.2: The values of the SDP parameters sent by the application server in example 1.
	v=0
o=ecsreid 3262464865 3262464868 IN IP6 2001:0646:00F1:0045:02D0:59FF:FE14:F33A
s=MM01
i=One unidirectional audio media and one unidirectional video media and one bidirectional application media
t=3262377600 3262809600
m=video 51372 RTP/AVP 31
c=IN IP6 2001:0646:000A:03A7:02D0:59FF:FE40:2014
a=sendonly
m=audio 49170 RTP/AVP 0
c=IN IP6 2001:0646:000A:03A7:02D0:59FF:FE40:2014
a=recvonly
m=application 32416 udp wb
c=IN IP6 2001:0646:000A:03A7:0250:DAFF:FE0E:C6F2
a=sendrecv


From this offer–answer exchange of SDP parameters the UE and the PDF each creates a list of flow identifiers comprising the IP flows as shown in table C.2.3:
Table C.2.3: Flow identifiers in example 1.
	Order of ‘m=’-line
	Type of IP flows
	Destination IP address / Port number of the IP flows
	Flow identifier

	1
	RTP (Video) DL
	2001:0646:00F1:0045:02D0:59FF:FE14:F33A / 50230
	<1,1>

	1
	RTCP DL
	2001:0646:00F1:0045:02D0:59FF:FE14:F33A / 50231
	<1,2>

	1
	RTCP UL
	2001:0646:000A:03A7:02D0:59FF:FE40:2014 / 51373
	<1,2>

	2
	RTP (Audio) UL
	2001:0646:000A:03A7:02D0:59FF:FE40:2014 / 49170
	<2,1>

	2
	RTCP DL
	2001:0646:00F1:0045:02D0:59FF:FE14:F33A / 50331
	<2,2>

	2
	RTCP UL
	2001:0646:000A:03A7:02D0:59FF:FE40:2014 / 49171
	<2,2>

	3
	UDP (application) DL
	2001:0646:00F1:0045:02D0:59FF:FE14:F33A / 50430
	<3,1>

	3
	UDP (application) UL
	2001:0646:000A:03A7:0250:DAFF:FE0E:C6F2 / 32416
	<3,1>





	
	
	

	
	
	

	
	
	


C.3
Example 2

In the general case,  multiple ports may be specified with a "number of ports" qualifier as follows, RFC 2327 [17]:

m=<media> <port>/<number of ports> <transport> <fmt list>

An UE, as the offerer, sends a SDP session description, as shown in table C.3.1, to an application server (only relevant SDP parameters are shown):
Table C.3.1: The values of the SDP parameters sent by the UE in example 2.
	
v=0
o=ecsreid 3262464321 3262464325 IN IP6 2001:0646:00F1:0045:02D0:59FF:FE14:F33A
s=MM02
i=One unidirectional audio media consisting of two media IP flows described by one media component
t=3262377600 3262809600
m=audio 50330/2 RTP/AVP 0
c=IN IP6 2001:0646:00F1:0045:02D0:59FF:FE14:F33A
a=recvonly


and receives the SDP parameters, as shown in table C.3.2, from the application server:
Table C.3.2: The values of the SDP parameters sent by the application server in example 2.
	
v=0
o=ecsreid 3262464321 3262464325 IN IP6 2001:0646:00F1:0045:02D0:59FF:FE14:F33A
s=MM02
i=One unidirectional audio media consisting of two media IP flows described by one media component
t=3262377600 3262809600
m=audio 49170/2 RTP/AVP 0
c=IN IP6 2001:0646:000A:03A7:02D0:59FF:FE40:2014
a=sendonly


From this offer–answer exchange of SDP parameters the UE and the PDF each creates a list of flow identifiers comprising the IP flows as shown in table C.3.3:
Table C.3.3: Flow identifiers in example 2.
	Order of ‘m=’-line
	Type of IP flows
	Destination IP address / Port number of the IP flows
	Flow identifier

	1
	RTP (audio) DL
	2001:0646:00F1:0045:02D0:59FF:FE14:F33A / 50330
	<1,1>

	1
	RTCP DL
	2001:0646:00F1:0045:02D0:59FF:FE14:F33A / 50231
	<1,2>

	1
	RTCP UL
	2001:0646:000A:03A7:02D0:59FF:FE40:2014 / 49171
	<1,2>

	1
	RTP (audio) DL
	2001:0646:00F1:0045:02D0:59FF:FE14:F33A / 50332
	<1,3>

	1
	RTCP DL
	2001:0646:00F1:0045:02D0:59FF:FE14:F33A / 50333
	<1,4>

	1
	RTCP UL
	2001:0646:000A:03A7:02D0:59FF:FE40:2014 / 49173
	<1,4>





	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


End of modifications
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