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7.2.3.2 Outgoing Call Interworking from BICC/ISUP to SIP at O-MGCF
7.2.3.2.1
Sending of INVITE 
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Figure 12: Receipt of an IAM (En bloc signalling in CS network)
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Figure 13: Receipt of an IAM (Overlap signalling in CS network)

After initiating the normal incoming BICC/ISUP call establishment procedures, determining the end of address signalling and selecting to route the call to the IMS domain, the O‑MGCF shall send the initial INVITE with pre-conditions. Only calls with Transmission Requirements of speech or 3.1kHz audio will be routed to the IMS domain, all other types of call attempts will be rejected.

The end of address signalling shall be determined by the earlier of the following criteria:

a) by receipt of an end-of-pulsing (ST) signal; or 

b) by receipt of the maximum number of digits used in the national numbering plan; or 

c) by analysis of the called party number to indicate that a sufficient number of digits has been received to route the call to the called party; or 

d) by observing that timer Ti/w1 has expired after the receipt of the latest address message and the minimum number of digits required for routing the call have been received.

7.2.3.2.2
Coding of the INVITE

7.2.3.2.2.1

REQUEST URI Header

The called party number parameter of the IAM message is used to derive Request URI of the INVITE Request. The Requset URI is a tel URL and shall contain an International public telecommunication number prefixed by a “+” sign (e.g. tel:+4911231234567).
7.2.3.2.2.2

SDP Media Description

Depending on the coding of the continuity indicators different precondition information (RFC 3312 [37]) is included. If the continuity indicator indicates “continuity performed on a previous circuit” or “continuity required on this circuit”, then the O-MGCF shall indicate that the precondition is not met, otherwise the MGCF shall indicate that the precondition is met.

The O-MGCF shall include the AMR codec transported according to RFC 3267 [23] with the options listed in Clause 5.1.1 of 3GPP TS 26.236 [32] in the SDP offer.

Table XX provides a summary of how the header fields within the outgoing INVITE message are populated.
Table XX – Interworked contents of the INVITE message

	IAM(
	INVITE(

	Called Party Number 
	Request-URI

	Calling Party Number
	P-Asserted-Identity 

	
	Privacy

	
	From

	Generic Number ("additional calling party number")
	From

	Hop Counter
	Max-Forwards

	TMR/USI 
	Message Body (application/SDP)


*** END OF MODIFIED SECTION ***

*** NEXT  MODIFIED SECTIONS ***
7.3.3.2.1
Sending of INVITE 

The following particularities applies for a BICC IAM received case, with regard to the already specified in subclause 7.2.3.2.1.:

An INVITE with precondition not yet satisfied on receipt of BICC IAM is sent.
*****  NEXT MODIFIED CLAUSE  *****

7.3.3.2.3
Sending of UPDATE
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Figure 14: Receipt of COT (success).

The UPDATE is sent confirming that all the required preconditions have been met when all the following conditions are met.
1.
A Continuity message, with the Continuity Indicators parameter set to “continuity” shall be received.

2.
The event Bearer Set-up indication – for the forward bearer set-up case where the incoming Connect Type is “notification not required”, which indicate successful completion of bearer set-up, shall also be received by the Incoming bearer set-up procedure, (ITU-T Q.1902.4 [30] subclause 7.5)

3.
The requested preconditions in the IMS (if any) are met.
7.3.3.2.x Sending of CANCEL

See Subclause 7.2.3.2.x

*** END OF MODIFIED SECTIONS ***
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

_1107613990.doc


O-MGCF







INVITE 







SAM







IAM












_1123499430.doc


O-MGCF







UPDATE







COT (success)












_1107613926.doc


O-MGCF







INVITE 







IAM












