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Change in Clause 16.4.7

16.4.7
Sub-attributes of the 3GPP Vendor-Specific attribute

Table 7 describes the sub-attributes of the 3GPP Vendor-Specific attribute of the Access-Request, Accounting-Request START, Accounting-Request STOP and Accounting-Request Interim-Update messages.

Table 7: The sub-attributes of the 3GPP Vendor-Specific attribute of the Access-Request,
Accounting-Request START, Accounting-Request STOP
, Accounting-Request Interim-Update and Disconnect-Request messages

	Sub-attr #
	Sub-attribute Name
	Description
	Presence Requirement
	Associated attribute

(Location of Sub-attr)

	1
	3GPP-IMSI
	IMSI for this user
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update

	2
	3GPP-Charging-Id
	Charging ID for this PDP Context (this together with the GGSN-Address constitutes a unique identifier for the PDP context).
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	3
	3GPP-PDP Type
	Type of PDP context, e.g. IP or PPP
	Conditional

(mandatory if attribute 7 is present)
	Access-Request Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update

	4
	3GPP-CG-Address
	Charging Gateway IP address
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	5
	3GPP-GPRS-Negotiated-QoS-Profile
	QoS profile applied by GGSN
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	6
	3GPP-SGSN-Address
	SGSN IP address that is used by the GTP control plane for the handling of control messages. It may be used to identify the PLMN to which the user is attached.
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	7
	3GPP-GGSN-Address
	GGSN IP address that is used by the GTP control plane for the context establishment. It is the same as the GGSN IP address used in the GCDRs.
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	8
	3GPP-IMSI-MCC-MNC
	MCC and MNC extracted from the user's IMSI (first 5 or 6 digits, as applicable from the presented IMSI).
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update



	9
	3GPP-GGSN- MCC-MNC
	MCC-MNC of the network the GGSN belongs to. 
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	10
	3GPP-NSAPI
	Identifies a particular PDP context for the associated PDN and MSISDN/IMSI from creation to deletion.
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP Accounting-Request Interim-Update

	11
	3GPP- Session-Stop-Indicator
	Indicates to the AAA server that the last PDP context of a session is released and that the PDP session has been terminated.
	Optional
	Accounting Request STOP

	12
	3GPP- Selection-Mode
	Contains the Selection mode for this PDP Context received in the Create PDP Context Request Message 
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update

	13
	3GPP-Charging-Characteristics
	Contains the charging characteristics for this PDP Context received in the Create PDP Context Request Message (only available in R99 and later releases)
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	14
	3GPP-CG-IPv6-Address
	Charging Gateway IPv6 address
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	15
	3GPP-SGSN-IPv6-Address
	SGSN IPv6 address that is used by the GTP control plane for the handling of control messages. It may be used to identify the PLMN to which the user is attached.
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	16
	3GPP-GGSN-IPv6-Address
	GGSN IPv6 address that is used by the GTP control plane for the context establishment. 
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update 

	17
	3GPP- IPv6-DNS-Servers
	List of IPv6 addresses of DNS servers for an APN
	Optional
	Access-Accept 

	18
	3GPP-SGSN-MCC-MNC
	MCC and MNC extracted from the RAI within the Create PDP Context Request or Update PDP Context Request message. 
	Optional
	Access-Request, Accounting-Request START, Accounting-Request STOP, Accounting-Request Interim-Update

	19
	3GPP-Teardown-Indicator
	Indicate to the AAA Server that all PDP contexts for this particular users and sharing the same IP address need to be deleted.
	Optional
	Disconnect Request


The RADIUS vendor Attribute is encoded as follows (as per RFC 2865 [38])

	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	 Type = 26

	2
	
	Length = n

	3 
	
	Vendor id octet 1

	4
	
	Vendor id octet 2

	5
	
	Vendor id octet 3

	6
	
	Vendor id octet 4

	7-n
	
	String


n ( 7

3GPP Vendor Id = 10415

The string part is encoded as follows:

	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 

	2
	
	3GPP Length = m

	3 –m
	
	3GPP value


m ( 2 and m ( 248

The 3GPP specific attributes encoding is clarified below.

1 - 3GPP-IMSI
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 1

	2
	
	3GPP Length= m

	3-m
	
	IMSI digits 1-n (UTF-8 encoded)


3GPP Type: 1

n (15

Length: m ( 17

IMSI value: Text:

This is the UTF-8 encoded IMSI; The definition of IMSI shall be in accordance with 3GPP TS 23.003 [40] and 3GPP TS 29.060 [24]. There shall be no padding characters between the MCC and MNC, and between the MNC and MSIN. If the IMSI is less than 15 digits, the padding in the GTP information element shall be removed by the GGSN and not encoded in this sub-attribute.

2 - 3GPP-Charging ID 
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 2

	2
	
	3GPP Length= 6

	3
	
	Charging ID value Octet 1

	4
	
	Charging ID value Octet 2

	5
	
	Charging ID value Octet 3

	6
	
	Charging ID value Octet 4


3GPP Type: 2

Length: 6

Charging ID value: 32 bits unsigned integer

3 - 3GPP-PDP type
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 3

	2
	
	3GPP Length= 6

	3
	
	PDP type octet 1

	4
	
	PDP type octet 2

	5
	
	PDP type octet 3

	6
	
	PDP type octet 4


3GPP Type: 3

Length: 6

PDP type value: Unsigned 32 bits integer

PDP type octet possible values:

0 = IPv4

1 = PPP

2 = IPv6

4 - 3GPP-Charging Gateway address
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 4

	2
	
	3GPP Length= 6

	3
	
	Charging GW addr Octet 1

	4
	
	Charging GW addr Octet 2

	5
	
	Charging GW addr Octet 3

	6
	
	Charging GW addr Octet 4


3GPP Type: 4

Length: 6

Charging GW address value: Address

5 - 3GPP-GPRS Negotiated QoS profile
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 5

	2
	
	3GPP Length= L

	3 -L
	
	UTF-8 encoded QoS profile


3GPP Type: 5

Length: 27 (release 99) or 11 (release 98)

QoS profile value: Text

UTF-8 encoded QoS profile syntax:

"<Release indicator> – <release specific QoS IE UTF-8 encoding>"

<Release indicator> = UTF-8 encoded number :

"98" = Release 98

"99"= Release 99

<release specific QoS profile UTF-8 encoding> = UTF-8 encoded QoS profile for the release indicated by the release indicator.

The UTF-8 encoding of a QoS IE is defined as follows: each octet is described by 2 UTF-8 encoded digits, defining its hexadecimal representation. The QoS profile definition is in 3GPP TS 24.008 [54].

The release 98 QoS profile data is 3 octets long, which then results in a 6 octets UTF-8 encoded string.

The release 99 QoS profile data is 11 octets long, which results in a 22 octets UTF-8 encoded string.

6 - 3GPP-SGSN address
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 6

	2
	
	3GPP Length= 6

	3
	
	SGSN addr Octet 1

	4
	
	SGSN addr Octet 2

	5
	
	SGSN addr Octet 3

	6
	
	SGSN addr Octet 4


3GPP Type: 6

Length: 6

SGSN address value: Address

7 - 3GPP-GGSN address
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 7

	2
	
	3GPP Length= 6

	3
	
	GGSN addr Octet 1

	4
	
	GGSN addr Octet 2

	5
	
	GGSN addr Octet 3

	6
	
	GGSN addr Octet 4


3GPP Type: 7

Length: 6

GGSN address value: Address

8 - 3GPP-IMSI MCC-MNC
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 8

	2
	
	3GPP Length= n

	3
	
	MCC digit1 (UTF-8 encoded)

	4
	
	MCC digit2 (UTF-8 encoded)

	5
	
	MCC digit3 (UTF-8 encoded)

	6
	
	MNC digit1 (UTF-8 encoded)

	7
	
	MNC digit2 (UTF-8 encoded)

	8
	
	MNC digit3 if present (UTF-8 encoded)


3GPP Type: 8

Length: n shall be 7 or 8 octets depending on the presence of MNC digit 3

MS address value: text

This is the UTF-8 encoding of the MS MCC-MNC values. In accordance with 3GPP TS 23.003 [40] and 3GPP TS 29.060 [24] the MCC shall be 3 digits and the MNC shall be either 2 or 3 digits. There shall be no padding characters between the MCC and MNC.

9 - 3GPP-GGSN MCC-MNC
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 9

	2
	
	3GPP Length= n

	3
	
	MCC digit1 (UTF-8 encoded)

	4
	
	MCC digit2 (UTF-8 encoded)

	5
	
	MCC digit3 (UTF-8 encoded)

	6
	
	MNC digit1 (UTF-8 encoded)

	7
	
	MNC digit2 (UTF-8 encoded)

	8
	
	MNC digit3 if present (UTF-8 encoded)


3GPP Type: 9

Length: n shall be 7 or 8 octets depending on the presence of MNC digit 3

GGSN address value: text

This is the UTF-8 encoding of the GGSN MCC-MNC values. In accordance with 3GPP TS 23.003 [40] and 3GPP TS 29.060 [24] the MCC shall be 3 digits and the MNC shall be either 2 or 3 digits. There shall be no padding characters between the MCC and MNC.

10 - 3GPP-NSAPI
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 10

	2
	
	3GPP Length= 3

	3
	
	NSAPI


3GPP Type: 10

Length: 3

NSAPI value: text 

It is the value of the NSAPI of the PDP context the RADIUS message is related to. It is encoded as its hexadecimal representation, using 1UTF-8 encoded digit.

11 - 3GPP-Session Stop Indicator
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 11

	2
	
	3GPP Length= 3

	3
	
	1 1 1 1 1 1 1 1


3GPP Type: 11

Length: 3

Value is set to all 1.

12 - 3GPP-Selection-Mode
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 12

	2
	
	3GPP Length= 1

	3
	
	UTF-8 encoded Selection mode string 


3GPP Type: 12

Length: 3

Selection mode value: Text

The format of this attribute shall be a character string consisting of a single digit, mapping from the binary value of the selection mode in the Create PDP Context message (3GPP TS 29.060 [24]). Where 3GPP TS 29.060 [24] provides for interpretation of the value, e.g. map '3' to '2', this shall be done by the GGSN.

13 - 3GPP-Charging-Characteristics
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 13

	2
	
	3GPP Length= 6

	3-6
	
	UTF-8 encoded Charging Characteristics value 


3GPP Type: 13

Length: 6

Charging characteristics value: Text


The charging characteristics is value is the value of the 2 octets value field taken from the GTP IE described in 3GPP TS 29.060 [24], subclause 7.7.23.


Each octet of this IE field value is represented via 2 UTF-8 encoded digits, defining its hexadecimal representation.

14 - 3GPP-Charging Gateway IPv6 address
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 14

	2
	
	3GPP Length= 18

	3
	
	Charging GW IPv6 addr Octet 1

	4
	
	Charging GW IPv6 addr Octet 2

	5-18
	
	Charging GW IPv6 addr Octet 3-16


3GPP Type: 14

Length: 18

Charging GW IPv6 address value: IPv6 Address

15 - 3GPP-SGSN IPv6 address
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 15

	2
	
	3GPP Length= 18

	3
	
	SGSN IPv6 addr Octet 1

	4
	
	SGSN IPv6 addr Octet 2

	5-18
	
	SGSN IPv6 addr Octet 3-16


3GPP Type: 15

Length: 18

SGSN IPv6 address value: IPv6 Address

16 - 3GPP-GGSN IPv6 address
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 16

	2
	
	3GPP Length= 18

	3
	
	GGSN IPv6 addr Octet 1

	4
	
	GGSN IPv6 addr Octet 2

	5-18
	
	GGSN IPv6 addr Octet 3-16


3GPP Type: 16

Length: 18

GGSN IPv6 address value: IPv6 Address
17 - 3GPP-IPv6-DNS-Servers
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 17

	2
	
	3GPP Length= m

	3-18
	
	(1st) DNS IPv6 addr Octet 1-16

	19-34
	
	(2nd) DNS IPv6 addr Octet 1-16

	k-m
	
	(n-th) DNS IPv6 addr Octet 1-16


3GPP Type: 17

Length: m = n × 16 + 2; n ( 1 and n ( 15; k = m-15

IPv6 DNS Server value: IPv6 AddressThe 3GPP- IPv6-DNS-Servers Attribute provides a list of one or more ('n') IPv6 addresses of Domain Name Server (DNS) servers for an APN. The DNS servers are listed in the order of preference for use by a client resolver, i.e. the first is 'Primary DNS Server', the second is 'Secondary DNS Server' etc. The attribute may be included in Access-Accept packets.
18 - 3GPP-SGSN MCC-MNC
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 18

	2
	
	3GPP Length= n

	3
	
	MCC digit1 (UTF-8 encoded)

	4
	
	MCC digit2 (UTF-8 encoded)

	5
	
	MCC digit3 (UTF-8 encoded)

	6
	
	MNC digit1 (UTF-8 encoded)

	7
	
	MNC digit2 (UTF-8 encoded)

	8
	
	MNC digit3 if present (UTF-8 encoded)


3GPP Type: 18

Length: n shall be 7 or 8 octets depending on the presence of MNC digit 3

SGSN address value: text

This is the UTF-8 encoding of the RAI MCC-MNC values. In accordance with 3GPP TS 23.003 [40] and 3GPP TS 29.060 [24] the MCC shall be 3 digits and the MNC shall be either 2 or 3 digits. There shall be no padding characters between the MCC and MNC.

19 - 3GPP-Teardown Indicator
	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	3GPP type = 19

	2
	
	3GPP Length= 3

	3
	
	1 1 1 1 1 1 1 1


3GPP Type: 19

Length: 3

Value is set to all 1.

End of Change in Clause 16.4.7

Change in Clause 16.4.9

16.4.9
Disconnect Request (optionally sent from AAA server to GGSN)

Table 9 describes the attributes of the Disconnect-Request message.

Table 9: The attributes of the Disconnect-Request message

	Attr #
	Attribute Name
	Description
	Content
	Presence Requirement

	1
	User-Name
	Username provided by the user (extracted from the PCO field of the Create PDP Context Request message) or PPP authentication phase (if PPP PDP type is used). If no username is available a generic username, configurable on a per APN basis, shall be present. If the User-Name has been sent in the Access-Accept message, this user-name shall be used in preference to the above
	String
	Optional

	8
	Framed-IP-Address
	User IP address
	IPv4
	Conditional Note 2

	97
	Framed-IPv6-Prefix
	User IPv6 address
	IPv6
	Conditional Note 2

	96
	Framed-Interface-Id
	User IPv6 Interface Identifier
	IPv6
	Conditional

Notes 1and 2

	44
	Acct-Session-Id
	User session identifier. 
	GGSN IP address (IPv4 or IPv6) and Charging-ID concatenated in a UTF-8 encoded hexadecimal. 

(Note 3)
	Mandatory



	26/10415
	3GPP Vendor-Specific
	Sub-attributes according to subclause 16.4.7.
	See subclause 16.4.7
	Optional 

	NOTE 1: 
Included if the prefix alone is not unique for the user. This may be the case, for example, if address is assigned using stateful address autoconfiguration or if a static IPv6 address.

NOTE 2: 
Either IPv4 or IPv6 address/prefix attribute shall be present.

NOTE 3:
The GGSN IP address is the same as that used in the GCDRs.



End of Change in Clause 16.4.9

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 8

