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9.3.1.5
Detect IMS RTP Tel event

This procedure is used by the MGCF to request from the MGW the detection of telephony events signalled within RTP according to RFC 2833 [34] and the notification of received telephony events.

Table 29: Procedures toward the IM Subsystem: Detect IMS RTP Tel event

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Detect IMS RTP Tel Event
	MGCF
	Context
	M
	This information element indicates the existing context.

	
	
	IMS Termination
	M
	This information element indicates the existing bearer termination.

	
	
	Notify IMS RTP Tel Event


	M
	This information element indicates that the MGCF request notifications of type "IMS RTP Tel Event" about received telephony events 

	
	
	Events
	M
	This information element indicates the list of events, in subclause 9.3.1.5, for which a notification is requested. 

	Detect IMS RTP Tel Event Ack
	IM-MGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMS Termination
	M
	This information element indicates the IMS termination where the command was executed.


9.3.1.6
Notify IMS RTP Tel event

This procedure is used by the MGW to notify the MGCF about the detection of telephony events signalled within RTP according to RFC 2833 [34].

Table 30: Procedures toward the IM Subsystem: Detect IMS RTP Tel Event

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Notify IMS RTP Tel Event
	IM-MGW
	Context
	M
	This information element indicates the existing context.

	
	
	IMS Termination
	M
	This information element indicates the existing bearer termination.

	
	
	Notify IMS RTP Tel Event


	M
	This information element indicates that the IM-MGW notifies about received telephony events.

	
	
	DTMF digit 
	M
	As DTMF digits in  Annex E.6 in H.248 [2]

	
	
	Duration
	M
	As "duration" defined by  Annex E.4 in H.248 [2]

	
	
	End
	M
	As "End tone detected " defined by  . Annex E.4 in H.248 [2]

	
	
	
	
	

	
	
	Beginning
	M
	As "Start tone detected " defined by Annex E.4 in H.248 [2]

	Notify IMS RTP Tel Event Ack
	MGCF
	Context
	M
	This information element indicates the context where the command was executed.
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