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7.3.3.1.1
Sending of IAM 

On reception of the INVITE requesting an audio session, the I‑MGCF shall send the IAM.
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Figure 28: receipt of Invite
The I-MGCF shall reject an INVITE request for a non-audio session by sending a status code 503 “Internal Server Error ". If audio media streams and non-audio media streams are contained in a single INVITE request, the non-audio media streams shall be rejected in the SDP answer, as detailed in RFC 3264 [36]. 
The I-MGCF shall include a To tag in the first backward non-100 provisional response, in order to establish an early dialog as described in RFC 3261 [19].

Next modified section

7.3.3.1.10 Internal through connection of the bearer path 
The through connection procedure is described  in  subclauses  9.2.3.1.7 and 9.2.3.2.7.


· 

Next modified section

7.3.3.2
Outgoing Call Interworking from BICC to SIP at O-MGCF

7.3.3.2.2.2
SDP Media Description

The O-MGCF shall indicate that precondition is not met.

The SDP media description will contain precondition information as per RFC 3312 [37].

The O-MGCF shall include the AMR codec transported according to RFC 3267 [23] with the options listed in clause 5.1.1 of 3GPP TS 26.236 [32] in the SDP offer.

Next modified section

7.3.3.2.17
Sending of CANCEL

See clause 7.2.3.2.18
Next modified section

.
 7.3.3.2.18
Autonomous Release at O-MGCF

See clause 7.2.3.2.16.
Next modified section

7.3.3.2.19
Special handling of 580 precondition failure received in response to either an INVITE or UPDATE

See clause 7.2.3.2.17.
Last modified section

7.3.3.2.20 Receipt of SIP redirect (3xx) response

See clause 7.2.3.2.19
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