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	Current text speaks about Bearer-Authorization-Info-Policy AVP, which is not yet agreed and not required. Gq specific Action AVP alone is enough to allow the AF to request any Gq specific action.
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	AF does not use Bearer-Authorization-Info-Policy AVP in addition to Gq specific Action AVP to request notifications of bearer events. No Gq specific Action AVP in AAA means no action is requested.
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5.1.1 Resource reservation

When receiving the bearer authorization request from the Go interface, the PDF shall authorize the request according to the stored SBLP for the session if available. If SBLP is not available for the session, or if the AF has instructed the PDF to do so, the PDF shall send a Re-Auth_Request message with SESSION_DESCRIPTION_REQUEST indication in the Gq-Specific-Action AVP to the AF to request the Session-Description. When receiving the Session-Description AVP in the Re-Auth-Answer message the PDF shall authorize the required QoS resources and stores the SBLP for the session. If SBLP is available for the session but the requested bearer resources exceed it, but the AF has not instructed the AF to contact it at bearer authorization, the PDF shall deny the resources without contacting the AF.
Next modified Section

6.5.7
Gq-Specific-Action AVP

The Gq-Specific-Action AVP (AVP code 7) is of type Enumerated, and determines the type of the Gq action within the PDF initiated request. 

Within an initial AA request the AF may use the Gq-Specific-Action AVP to request specific actions from the PDF at bearer authorization and to limit the contact at bearer authorization to such bearer authorization events where this action is required.., If the  Gq-Specific-Action AVP is omitted within an initial AA request, no notification of any of the events defined below is requested.
The following values are defined:

SESSION_DESCRIPTION_REQUEST (0)

This value shall be used when the PDF requests the session description information from the AF for the bearer authorization. In the AAR, this value indicates that the AF requests the PDF to demand session description information at each bearer authorization

CHARGING_CORRELATION_EXCHANGE (1)

This value shall be used when the PDF reports the access network charging identifier to the AF. The PDF shall include the Access-Network-Charging-Identifier AVP within the request. In the AAR, this value indicates that the AF requests the PDF to provide an access network charging identifier to the AF at each bearer authorization, when a new access network charging identifier becomes available.

INDICATION_OF_LOSS_OF_BEARER (2)

This value shall be used when the PDF reports a loss of a bearer (PDP context bandwidth modification to 0 kbit) to the AF. In the AAR, this value indicates that the AF requests the PDF to provide a notification at the loss of a bearer.

INDICATION_OF_RECOVERY_OF_BEARER (3)

This value shall be used when the PDF reports a recovery of a bearer (PDP context bandwidth modification from 0 kbit to another value) to the AF. In the AAR, this value indicates that the AF requests the PDF to provide a notification at the recovery of a bearer.
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