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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document provides the stage 3 specification of the Gx reference point. The functional requirements and the stage 2 specifications of the Gx reference point are contained in 3GPP TS 23125 [3]. The Gx reference point is for service data flow based charging rules between the Traffic Plane Function (TPF) and the Charging Rules Function (CRF), also known as Service Data Flow Based Charging Rules Function. 

The present document defines:

-
the protocol to be used between TPF and CRF over the Gx reference point;

-
the information to be exchanged between TPF and CRF over the Gx reference point.

Whenever it is possible this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of Diameter. Where this is not possible, extensions to Diameter are defined within this document.

Editor’s note: The current text in this specification represents work in progress. It is subject to change when the stage 2 specifications are further defined and analysed. In addition, the Diameter protocol is a working assumption at this point.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "3G Vocabulary".

[2]
3GPP TS 23.002: "Network Architecture".

[3]
3GPP TS 23.125: " Overall High Level Functionality and Architecture Impacts of Flow Based Charging "

[4]
IETF RFC 3588 “Diameter Base Protocol” 

[5]

IETF RFC 2234 “Augmented BNF for syntax specifications”

[6]
3GPP TS 33.210: "3G Security; Network Domain Security; IP Network Layer Security " 

[7]
3GPP TS 29.207 “Policy control over Go interface”

3
Definitions, symbols and abbreviations

Editor’s note: This section is to be aligned with TS 23.125

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1], in 3GPP TS 23.125 [3] and the following apply:

Application Function: The Application Function (AF) is an element offering applications using IP bearer resources. The AF is capable of communicating with the TPF to transfer dynamic charging rules related information. One example of an AF is the P-CSCF of the IM CN subsystem.

Attribute-Value Pair: see IETF RFC 3588 [4], corresponds to an Information Element in a Diameter message.

3.2
Abbreviations

For the purposes of the present document, the abbreviations as specified in 3GPP TR 21.905 [1] and the following abbreviations apply:

AF
Application Function

AVP
Attribute-Value Pair

CCF
Charging Collection Function

CGF
Charging Gateway Function

CRF
Charging Rules Function

GCID
GPRS Charging ID

ICID
IMS Charging Identifier

IM
IP Multimedia

IMS
IP Multimedia Core Network Subsystem

IMSI
International Mobile Subscriber Identity

OCS
Online Charging System

P-CSCF
Proxy-CSCF

PDGw
Packet Data Gateway

PLMN
Public Land Mobile Network

QoS
Quality of Service

SBLP
Service Based Local Policy

S-CSCF
Serving-CSCF 

SDF
Service Data Flow

SGSN
Serving GPRS Support Node

SIP
Session Initiation Protocol

TPF
Traffic Plane Function

UE
User Equipment

WAP
Wireless Application Protocol

WLAN
Wireless LAN

4.
Gx Reference Point

Editor’s note: This section is to be further aligned with TS 23.125. Some information already introduced within 23.125 may be replaced in this document by references, unless they serve to enhance the readability of this document.

4.1
Overview

The Gx reference point is used for provisioning service data flow based charging rules. The reference point is located between the Traffic Plane Function (TPF) and the Charging Rules Function (CRF), also known as Service Data Flow Based Charging Rules Function. The stage 2 level requirements for the Gx reference point are defined in 3GPP TS 23.125 [3]. 

4.2
Charging Rules

4.3
Functionality of the Gx reference point 

Editor’s note: The key functionality of the Gx interface is to be defined here. 

4.3.1
Initialisation and maintenance of connection 

The initialisation and maintenance of the connection between each interworking CRF and TPF pair is defined by the underlying protocol. Establishment and maintenance of connections between Diameter nodes is described in [4].

4.3.2
Request for charging rules from the TPF

4.3.3
Provision of charging rules from the CRF

4.3.4
Indication of bearer termination (from TPF to CRF)

5.
Gx Protocol

5.1
Protocol support

Editor’s note: The general Gx interface protocol aspects are to be defined here.

5.2
Gx specific AVPs 

Editor’s note: The Gx reference point specific AVPs that are supported by all Diameter implementations that conform to this specification are to be defined here in subclauses.
Editor’s note: Alignment to and re-use of the existing and currently developed 3GPP Diameter AVPs should later be considered, especially those specified in TS 29.209 and 29.061
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