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6.5.20
Media-Sub-Component AVP

The Media-Sub-Component AVP (AVP code 519) is of type Grouped, and it contains the requested QoS and filters for the set of IP flows identified by their common Flow-Identifier. The Flow-Identifier is defined in 3GPP TS 29.207[4].

Possible Bandwidth information and Flow-Status information provided within the Media-Sub-Component AVP takes precedence over information within the encapsulating Media Component Description AVP. If a Media-Sub-Component- AVP is not supplied, or if optional AVP(s) within a Media-Sub-Component AVP are omitted, but corresponding information has been provided in previous Gq messages, the previous information for the corresponding IP flow(s) remains valid, unless new information is provided within the encapsulating Media-Component-Description AVP. If Flow-Description AVP(s) are supplied, they replace all previous Flow-Description AVP(s), even is a new Flow-Description AVP has the opposite direction as the previous Flow-Description AVP.
All IP flows within a Media-Sub-Component- AVP are permanently disabled by supplying a Flow Status AVP with value "REMOVED". The PDF may delete corresponding filters and state information.
AVP format:

Media-Sub-Component ::= < AVP Header: ?>




    
      { Flow-Number }      ; Ordinal number of the IP flow

                       0*2[ Flow-Description ]        ; UL and/or DL

                          [ Flow-Status ]





    
  [ Max-Requested-Bandwidth-UL ]





   
      [ Max-Requested-Bandwidth-DL ]
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