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	At session release, 

· "Removal of QoS commit" is triggered when the PDP context(s) involved in the session contain other IP flow(s) than those relative to the released session.  

· "Revoke authorization for GPRS and IP resources" is triggered when the PDP context(s) involved in the session only contain IP flow(s) relative to the released session.  

"Revoke authorization for GPRS and IP resources" should be used for both cases, so that the resources involved in the closed session can be released. This can be performed if as proposed in CR N3-xxx called "PDP Context deactivation at session release vs media removal"
- The GGSN initiates deactivation of the PDP context(s) used for the IP multimedia session, when no more media streams are present in the PDP context(s). 
- The GGSN initiates modification of the PDP context(s) used for the IP multimedia session if at least one media stream is still present in the PDP context(s).
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	In section 5.2.1.3 about the revoke decision at the PDF, the decision shall be sent upon release of an AF session whatever the client handle/PDP context contains other sessions or not. The timer for a pending session release stops when the PDF receives an indication on the termination (if no more media streams are present in the PDP context) or modification (if at least one media stream is still present in the PDP context) of all PDP context(s) related to the released session.
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*** FIRST MODIFICATION ***

5.2.1.3
SBLP revoke decision

Upon release of an AF session of a given client handle (PDP context) the PDF shall send a revoke authorisation decision to the GGSN after an operator specific time. The revoke authorisation decision shall be sent for each handle (PDP context) related to the session as a separate decision to the GGSN corresponding to the previous SBLP authorisation decision.
The timer for a pending session release shall be terminated if the PDF receives an indication on the termination (if no more media streams are present in the PDP context) or modification (if at least one media stream is still present in the PDP context) of all PDP context(s) related to the released session.

Additionally, when a media component which is bound to a PDP context is removed from an AF session and the UE has not performed the corresponding modification or deactivation of the PDP context within an operator specific time the PDF shall revoke the authorisation for the set of IP flows of the media components on that PDP context.

The timer for a pending media component removal shall be terminated if the PDF receives either a new authorisation request with the same handle where the IP flows of that media component has been removed, or an indication of the termination of the PDP context.

NOTE:
The values of the timers for session termination and media component removal might be different, e.g. to allow for some more time for the required modification of the PDP context.

If the PDF receives a request from a GGSN for the same authorisation token and flow identifier(s) that this (or another) GGSN was already communicated authorisation, then the previous authorisation shall be revoked, and this revocation shall be communicated to the GGSN.
*** END OF MODIFICATION ***
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