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*** FIRST MODIFICATION ***

6.6
Session modification initiated SBLP authorization decision

The GGSN receives an unsolicited authorization decision from the PDF, when a session is modified without adding or removing media lines (refer to 3GPP TS 29.207 [7]). The authorization update operation through the Go interface, described in figure 6.6, is identical in the originating and terminating cases. If the existing QoS of the PDP context exceeds the updated authorised QoS and the UE does not modify the PDP context accordingly, the GGSN shall perform a network initiated PDP context modification to reduce the QoS to the authorised level (as shown with the dash arrows in the figure).
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1.
The PDF sends a COPS DEC message to the GGSN to indicate the change of the authorised QoS resources (e.g. bandwidth).

Particular case: If a port number is changed, the COPS DEC message indicates the installation of the new gate in replacement of the previous gate.

Note: The gate opening may be sent in the same decision; in that case, the GGSN opens the relative gate(s) and the procedure continues with step 4. Otherwise, the PDF shall send the gate opening in a separate decision using the "Approval of QoS commit" procedure from step 3.
2. The GGSN updates the QoS authorization information of the session and starts a timer to supervise the PDP context update.

3. If the existing QoS of the PDP context exceeds the updated authorised QoS and the UE does not modify the PDP context accordingly, the GGSN sends an Update PDP Context Request message to the SGSN after the expiry of the timer.

4. The GGSN sends a COPS RPT message back to the PDF.
Figure 6.6: Authorization update upon session modification without adding or removing media lines

*** END OF MODIFICATION ***
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