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1. Overall Description:

CN3 has discussed implications of the simultaneous application of FBC and SBLP for a single AF session und would like to seek related clarifications from SA2:
1. Is the simultaneous application of FBC and SBLP for a single AF session in the scope of Rel.6?

2. CN3 is aware of some related information provided for the IMS case in informative Annex B of TS 23.125. Does SA2 consider this Annex to be mature enough to be used in stage 3 work for Rel.6?
3. Has SA2 undertaken additional work on the simultaneous application of FBC and SBLP?
CN3 would welcome any related information SA2 can provide.
4. Does the GGSN need to apply special procedures if both SBLP and FBC are used simultaneously for a single PDP context? For instance:

· How is it avoided that IP flows are charged, although the corresponding SBLP gates are disabled and the flows will therefore be discarded?
· Shall the GGSN supply SBLP filter information and/or SBLP binding information over the Gx interface instead of TFT filters, which are not available in this scenario?
5. FBC and SBLP applied simultaneously may either be controlled by a PDF/CRF combined in a single physical entity or by a PDF and a CRF in two physical entities that do not directly interact with each other. Are both scenarios in scope of Rel-6?

6. For the scenario where the PDF and CRF are separate, CN3 discussed as a possible solution for an optimal binding at the CRF that the AF forwards the SBLP authorization token received from the PDF towards the CRF via the Rx interface. The binding information would also be supplied via the Gx interface.

· Is a transport of the SBLP authorization token over the Rx interface from the AF towards the CRF required in Rel-6?

· Shall the AF forward an authorization token received from the PDF towards the CRF?

7. One could also imagine scenarios where one AF controls SBLP and another AF controls FBC of a single AF session. For instance, the P-CSCF may control the SBLP of an IMS session and a distinct AF may control FBC for the same IMS session. Are such scenarios in scope of Rel-6?
2. Actions

To SA2 group.

ACTION: 
CN3 kindly asks SA2 to answer the above questions.
3. Date of Next CN3 Meetings:

CN3#35
14th - 18th February 2005
Sydney, Australia.

CN3#36
25th - 29th April 2005
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