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Introduction

This tdoc proposes input for chapter 6 for Fixed to Mobile scenarios are missing.

Discussion

6.x
Fixed to Mobile TrFO Call Establishment
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Figure 6.x. Configuration during Call Setup of a Fixed to Mobile Call.

The description of Figure 6.1/1 (Configuration during Call Setup of a Mobile to Mobile Call) applies for the network and protocol entities involved in the Fixed to Mobile Call scenario with following modifications:

No RNC-O is present, a call originating network instead.

The originating CN nodes are Gatewaynodes.

The originating MGW call context is no TrFO break equipment in general, i.e. T1 supports serves framing protocol. Appropriate interworking has to be done between T1 and T2.

Therefore Figure 6.1/2 ff. (the respective message flows) apply in principle as well with the appropriate modifications.

Codec negotiation

Step 1. until 6. gives the codec negotiation phase. Only mobile less contributes to the codec negotiation. The originating gateway node shall not limit the codec modes.

UP initialisation

The main difference compared to the Mobile to Mobile call setup is, that the CN side termination of the Gateway MGW (T2 in figure 6.x) has to start to start the initiation of the IuUP according to the result of the codec negotiation (forward initiation principle).

Proposal

It is proposed to include proposed input to 23.153.
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