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8.5.3
MAP_AUTHENTICATION_FAILURE_REPORT service

8.5.3.1
Definition

This service is used by the VLR or the SGSN for reporting of authentication failures to the HLR.
The MAP_AUTHENTICATION_FAILURE_REPORT service is a non-confirmed service using the service primitives defined in table 8.5/3.
8.5.3.2
Service primitives


Table 8.5/3: MAP_AUTHENTICATION_FAILURE_REPORT parameters

Parameter name
Request
Indication

Invoke id
M
M(=)

IMSI
M
M(=)

Failure cause
M
M(=)

8.5.3.3
Parameter use

Invoke id

See subclause 7.6.1 for the use of this parameter.

IMSI

See subclause 7.6.2 for the use of this parameter.

Failure Cause

See subclause 7.6.7 for use of this parameter.









17.2.2.54
Authentication Failure Report

This operation package includes the operation required for procedures between VLR and HLR or the SGSN and the HLR for reporting of authentication failures.

AuthenticationFailureReportPackage-v3 ::= OPERATION-PACKAGE




CONSUMER INVOKES {



authenticationFailureReport}

This package is v3 only.

17.3.2.49
Authentication Failure Report

This application context is used between VLR and HLR or SGSN and HLR for reporting of authentication failures.

authenticationFailureReportContext-v3 APPLICATION-CONTEXT




INITIATOR CONSUMER OF {



AuthenticationFailureReportPackage-v3 }

::= {map-ac failureReport(39) version3(3)}

This application-context is v3 only.

17.6.1
Mobile Service Operations

.$MAP-MobileServiceOperations {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MobileServiceOperations (5)

   version6 (6)}

DEFINITIONS

::=

BEGIN

EXPORTS


-- location registration operations


UpdateLocation,


CancelLocation,


PurgeMS,


SendIdentification, 


-- gprs location registration operations


UpdateGprsLocation,


-- subscriber information enquiry operations


ProvideSubscriberInfo,


-- any time information enquiry operations


AnyTimeInterrogation,


-- any time information handling operations


AnyTimeSubscriptionInterrogation,


AnyTimeModification, 


-- subscriber data modification notification operations


NoteSubscriberDataModified,


-- handover operations


PrepareHandover,


SendEndSignal,


ProcessAccessSignalling,


ForwardAccessSignalling,


PrepareSubsequentHandover,


-- authentication management operations


SendAuthenticationInfo, 

AuthenticationFailureReport,


-- IMEI management operations


CheckIMEI,


-- subscriber management operations


InsertSubscriberData,


DeleteSubscriberData,


-- fault recovery operations


Reset,


ForwardCheckSS-Indication,


RestoreData,

-- gprs location information retrieval operations


SendRoutingInfoForGprs,


-- failure reporting operations


FailureReport,


-- gprs notification operations


NoteMsPresentForGprs,

-- Mobility Management operations

NoteMM-Event

;

IMPORTS


OPERATION

FROM TCAPMessages {

   ccitt recommendation q 773 modules (2) messages (1) version2 (2)}


SystemFailure,


DataMissing,


UnexpectedDataValue,


UnknownSubscriber,


UnknownMSC,


UnidentifiedSubscriber,


UnknownEquipment,


RoamingNotAllowed, 


ATI-NotAllowed,


NoHandoverNumberAvailable,


SubsequentHandoverFailure,


AbsentSubscriber,


MM-EventNotSupported,


ATSI-NotAllowed,


ATM-NotAllowed,


BearerServiceNotProvisioned,


TeleserviceNotProvisioned,


CallBarred,


IllegalSS-Operation,


SS-ErrorStatus,


SS-NotAvailable,


SS-Incompatibility,


SS-SubscriptionViolation,


InformationNotAvailable

FROM MAP-Errors {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Errors (10) version6 (6)}


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


PrepareHO-Arg,


PrepareHO-Res,

ForwardAccessSignalling-Arg,

ProcessAccessSignalling-Arg,

SendEndSignal-Arg,

SendEndSignal-Res,

PrepareSubsequentHO-Res,


PrepareSubsequentHO-Arg,


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,



EquipmentStatus,


InsertSubscriberDataArg,


InsertSubscriberDataRes,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


ResetArg,


RestoreDataArg,


RestoreDataRes,


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


FailureReportArg,


FailureReportRes,


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


NoteMM-EventArg,


NoteMM-EventRes

FROM MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}


IMEI

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version6 (6)}

;

-- location registration operations

UpdateLocation ::= OPERATION



--Timer m--

ARGUMENT



updateLocationArg
UpdateLocationArg


RESULT



updateLocationRes
UpdateLocationRes


ERRORS {



SystemFailure,



DataMissing,



UnexpectedDataValue,



UnknownSubscriber,



RoamingNotAllowed}

CancelLocation ::= OPERATION



--Timer m--

ARGUMENT



cancelLocationArg
CancelLocationArg


RESULT



cancelLocationRes
CancelLocationRes




-- optional


ERRORS {



DataMissing,



UnexpectedDataValue}

PurgeMS ::= OPERATION



--Timer m--

ARGUMENT



purgeMS-Arg
PurgeMS-Arg


RESULT



purgeMS-Res
PurgeMS-Res




-- optional


ERRORS{



DataMissing,



UnexpectedDataValue,



UnknownSubscriber}

SendIdentification ::= OPERATION



--Timer s--

ARGUMENT



sendIdentificationArg

SendIdentificationArg


RESULT



sendIdentificationRes
SendIdentificationRes


ERRORS {



DataMissing,



UnidentifiedSubscriber}

-- gprs location registration operations

UpdateGprsLocation ::= OPERATION



--Timer m--

ARGUMENT



updateGprsLocationArg
UpdateGprsLocationArg


RESULT



updateGprsLocationRes
UpdateGprsLocationRes


ERRORS {



SystemFailure,



UnexpectedDataValue,



UnknownSubscriber,



RoamingNotAllowed}

-- subscriber information enquiry operations

ProvideSubscriberInfo ::= OPERATION



--Timer m--

ARGUMENT



provideSubscriberInfoArg
ProvideSubscriberInfoArg


RESULT



provideSubscriberInfoRes
ProvideSubscriberInfoRes


ERRORS {



DataMissing,



UnexpectedDataValue}

-- any time information enquiry operations

AnyTimeInterrogation ::= OPERATION



--Timer m--

ARGUMENT



anyTimeInterrogationArg
AnyTimeInterrogationArg


RESULT



anyTimeInterrogationRes
AnyTimeInterrogationRes


ERRORS {



SystemFailure, 



ATI-NotAllowed,



DataMissing,



UnexpectedDataValue,



UnknownSubscriber}

-- any time information handling operations

AnyTimeSubscriptionInterrogation ::= OPERATION


--Timer m--

ARGUMENT



anyTimeSubscriptionInterrogationArg
AnyTimeSubscriptionInterrogationArg


RESULT



anyTimeSubscriptionInterrogationRes
AnyTimeSubscriptionInterrogationRes


ERRORS {



ATSI-NotAllowed,



DataMissing,



UnexpectedDataValue,



UnknownSubscriber,



BearerServiceNotProvisioned,



TeleserviceNotProvisioned,



CallBarred,



IllegalSS-Operation,



SS-NotAvailable,



InformationNotAvailable}

AnyTimeModification ::= OPERATION



--Timer m--

ARGUMENT



anyTimeModificationArg
AnyTimeModificationArg


RESULT



anyTimeModificationRes
AnyTimeModificationRes


ERRORS {



ATM-NotAllowed,



DataMissing,



UnexpectedDataValue,



UnknownSubscriber,



BearerServiceNotProvisioned,



TeleserviceNotProvisioned,



CallBarred,



IllegalSS-Operation,



SS-SubscriptionViolation,



SS-ErrorStatus,



SS-Incompatibility,



InformationNotAvailable}
-- subscriber data modification notification operations

NoteSubscriberDataModified ::= OPERATION



--Timer m--

ARGUMENT



noteSubscriberDataModifiedArg
NoteSubscriberDataModifiedArg


RESULT



noteSubscriberDataModifiedRes
NoteSubscriberDataModifiedRes




-- optional


ERRORS {



UnexpectedDataValue,



UnknownSubscriber}

-- handover operations

PrepareHandover ::= OPERATION



--Timer m--

ARGUMENT



prepareHO-Arg
PrepareHO-Arg


RESULT



prepareHO-Res
PrepareHO-Res


ERRORS {



SystemFailure,



DataMissing,



UnexpectedDataValue,



NoHandoverNumberAvailable}

SendEndSignal ::= OPERATION



--Timer l--

ARGUMENT



sendEndSignal-Arg
SendEndSignal-Arg


RESULT



sendEndSignal-Res
SendEndSignal-Res


ERRORS {}
ProcessAccessSignalling ::= OPERATION



--Timer s--

ARGUMENT



processAccessSignalling-Arg
ProcessAccessSignalling-Arg

ForwardAccessSignalling ::= OPERATION



--Timer s--

ARGUMENT



forwardAccessSignalling-Arg
ForwardAccessSignalling-Arg

PrepareSubsequentHandover ::= OPERATION



--Timer m--

ARGUMENT



prepareSubsequentHO-Arg
PrepareSubsequentHO-Arg


RESULT



prepareSubsequentHO-Res
PrepareSubsequentHO-Res


ERRORS {



UnexpectedDataValue,



DataMissing,



UnknownMSC,



SubsequentHandoverFailure}

-- authentication management operations

SendAuthenticationInfo ::= OPERATION



--Timer m--

ARGUMENT



sendAuthenticationInfoArg
SendAuthenticationInfoArg


RESULT



sendAuthenticationInfoRes
SendAuthenticationInfoRes



-- optional


ERRORS {



SystemFailure,



DataMissing,



UnexpectedDataValue,



UnknownSubscriber}

AuthenticationFailureReport ::= OPERATION


--Timer m--

ARGUMENT



authenticationFailureReportArg
AuthenticationFailureReportArg








17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator,


-- handover types


ForwardAccessSignalling-Arg,


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg, 


PrepareSubsequentHO-Res,


ProcessAccessSignalling-Arg,


SendEndSignal-Arg,


SendEndSignal-Res,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,



-- security management types


EquipmentStatus,


Kc,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


maxNumOfCamelTDPData,


CUG-Index,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


NotificationToMSUser,

IST-AlertTimerValue,


T-CSI,


T-BcsmTriggerDetectionPoint,


-- fault recovery types


ResetArg,


RestoreDataArg,


RestoreDataRes,


-- subscriber information enquiry types


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


SubscriberInfo,


LocationInformation,


SubscriberState,


-- any time information enquiry types


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


-- any time information handling types


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


-- subscriber data modification notification types


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


-- gprs location information retrieval types


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


-- failure reporting types


FailureReportArg,


FailureReportRes,


-- gprs notification types


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


-- Mobility Management types

NoteMM-EventArg,


NoteMM-EventRes

;

IMPORTS


maxNumOfSS,


SS-SubscriptionOption,


SS-List,


SS-ForBS-Code,


Password

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version6 (6)}


SS-Code

FROM MAP-SS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-Code (15) version6 (6)}


Ext-BearerServiceCode

FROM MAP-BS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-BS-Code (20) version6 (6)}


Ext-TeleserviceCode

FROM MAP-TS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-TS-Code (19) version6 (6)}


AddressString,

ISDN-AddressString, 


ISDN-SubaddressString, 


FTN-AddressString,


AccessNetworkSignalInfo,


IMSI, 


TMSI,


HLR-List,


LMSI,


Identity,


GlobalCellId,


CellGlobalIdOrServiceAreaIdOrLAI,


Ext-BasicServiceCode,


NAEA-PreferredCI,


EMLPP-Info, 


MC-SS-Info,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID,


Ext-SS-Status

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version6 (6)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version6 (6)}


AbsentSubscriberDiagnosticSM

FROM MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version6 (6)}

;

-- location registration types

UpdateLocationArg ::= SEQUENCE {


imsi


IMSI,


msc-Number
[1] ISDN-AddressString,


vlr-Number
ISDN-AddressString,


lmsi


[10] LMSI
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


vlr-Capability
[6] VLR-Capability
OPTIONAL }

VLR-Capability ::= SEQUENCE{


supportedCamelPhases  
[0] SupportedCamelPhases
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,

solsaSupportIndicator
[2] NULL

OPTIONAL,

istSupportIndicator
[1] IST-SupportIndicator
OPTIONAL,


superChargerSupportedInServingNetworkEntity
[3] SuperChargerInfo
OPTIONAL,


longFTN-Supported
[4]
NULL

OPTIONAL }

SuperChargerInfo ::= CHOICE {


sendSubscriberData
[0] NULL,


subscriberDataStored
[1] AgeIndicator }

AgeIndicator ::= OCTET STRING (SIZE (1..6))


-- The internal structure of this parameter is implementation specific.

IST-SupportIndicator ::=  ENUMERATED {


basicISTSupported
(0),


istCommandSupported
(1),


...}

-- exception handling:

-- reception of values > 1 shall be mapped to ' istCommandSupported '
UpdateLocationRes ::= SEQUENCE {


hlr-Number
ISDN-AddressString,


extensionContainer
ExtensionContainer
OPTIONAL,


... }

CancelLocationArg ::= [3] SEQUENCE {


identity

Identity,


cancellationType
CancellationType
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

CancellationType ::= ENUMERATED {


updateProcedure
(0),


subscriptionWithdraw
(1),


...}


-- The HLR shall not send values other than listed above

CancelLocationRes ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

PurgeMS-Arg ::= [3] SEQUENCE {


imsi


IMSI,


vlr-Number
[0] ISDN-AddressString
OPTIONAL,


sgsn-Number
[1]
ISDN-AddressString
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

PurgeMS-Res ::= SEQUENCE {


freezeTMSI
[0]
NULL

OPTIONAL,


freezeP-TMSI
[1]
NULL

OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SendIdentificationArg ::= SEQUENCE {


tmsi


TMSI,


numberOfRequestedVectors
NumberOfRequestedVectors 
OPTIONAL,


-- if segmentation is used, numberOfRequestedVectors shall be present in 


-- the first segment and shall not be present in subsequent segments. If received


-- in a subsequent segment it shall be discarded. 


segmentationProhibited
NULL


OPTIONAL,


-- if segmentation is prohibited the previous VLR shall not send the result


-- within a TC-CONTINUE message.


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SendIdentificationRes ::= [3] SEQUENCE {


imsi


IMSI


OPTIONAL,


-- IMSI must be present if SendIdentificationRes is not segmented.


-- If the TC-Continue segmentation option is taken the IMSI must be


-- present in one segmented transmission of SendIdentificationRes.

authenticationSetList
AuthenticationSetList
OPTIONAL,


currentSecurityContext
[2]CurrentSecurityContext
OPTIONAL,


extensionContainer
[3] ExtensionContainer
OPTIONAL,


...}

-- authentication management types

AuthenticationSetList ::= CHOICE {


tripletList
[0] TripletList,


quintupletList
[1] QuintupletList }

TripletList ::= SEQUENCE SIZE (1..5) OF





AuthenticationTriplet

QuintupletList ::= SEQUENCE SIZE (1..5) OF





AuthenticationQuintuplet

AuthenticationTriplet ::= SEQUENCE {


rand


RAND,


sres


SRES,


kc


Kc,


...}

AuthenticationQuintuplet ::= SEQUENCE {


rand


RAND,


xres


XRES,


ck


CK,


ik


IK,


autn


AUTN,


...}

CurrentSecurityContext ::= CHOICE {


gsm-SecurityContextData
[0] GSM-SecurityContextData,


umts-SecurityContextData
[1] UMTS-SecurityContextData }

GSM-SecurityContextData ::= SEQUENCE {


kc


Kc,


cksn


Cksn,


... }

UMTS-SecurityContextData ::= SEQUENCE {


ck


CK,


ik


IK,


ksi


KSI,


... }

RAND ::= OCTET STRING (SIZE (16))

SRES ::= OCTET STRING (SIZE (4))

Kc ::= OCTET STRING (SIZE (8))

XRES ::= OCTET STRING (SIZE (4..16))

CK ::= OCTET STRING (SIZE (16))

IK ::= OCTET STRING (SIZE (16))

AUTN ::= OCTET STRING (SIZE (14..18))

AUTS ::= OCTET STRING (SIZE (12..16))

Cksn ::= OCTET STRING (SIZE (1))


-- The internal structure is defined in 3G TS 24.008

KSI ::= OCTET STRING (SIZE (1))


-- The internal structure is defined in 3G TS 24.008

AuthenticationFailureReportArg ::= SEQUENCE {


imsi


IMSI,


failureCause
FailureCause,


extensionContainer
ExtensionContainer
OPTIONAL,


...}




FailureCause ::= ENUMERATED {


wrongUserResponse  (0),


wrongNetworkSignature  (1)}

25.5.7
Process Authentication_Failure_Report

25.5.7.1
General

The Authentication Failure Report procedure is used to notify a HLR about the occurrence of an authentication failure in the SGSN or VLR.

The procedure is shown in TS 33.102.






25.5.7.2
Process in the VLR
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Figure 25.6/8: Process Note_Authentication_Failure_VLR

25.5.7.3
Process in the SGSN
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Figure 25.6/9: Process Note_Authentication_Failure_SGSN

25.5.7.4
Process in the HLR
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Figure 25.6/10: Process Note_Authentication_Failure_HLR
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How to create a CR
Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





