3GPP TSG CN WG4#03 (TFO/TrFO work shop #2)
Tdoc: N4-000519

Helsinki, Finland
18th July 2000
Title:
TrFO call connection flow model
Source:
Alcatel

Document for 
Discussion and Approval

This paper clarifies the basic TrFO call connection flow.

1. Basic TrFO connection procedure

The following flow depicts the basic TrFO connection procedure.
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2. Detailed TrFO connection procedure

The following flow depicts the detailed TrFO connection procedure. Please be noted that the colour used in the section 1 in each Phase corresponds to the colour used in the following flow.
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Note: no new RANAP message or IE is requested by this call flow.

Note: 

From the RAB assignment sequence in the RNC of the called party to actual connection in the MSC of the called party, RNC of the called party keeps on trying to initialize Iu User plane. This requires that upon reception of a Iu User Plane Initialization request the RNC 
restarts an Iu User Plane initialization sequence  (unless it is already in an Iu User plane Initialization phase).

Note: DHT-DHT RFCI synchronization should not take a long time as the procedure corresponds to sending very few messages in-band and as Iu User plane resources for this connection in both RNC are entirely devoted to this Iu User plane initialization.
3. Conclusion

Alcatel proposes that this call connection flow model be treated as the basic TrFO call connection and all necessary standardisation activities would be done in relevant WGs accordingly. 

� RNC of the calling party in that case.
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All necessary bearers between calling MS and called MSC on one hand and between called MSC and called MS on the other hand are established. (RAN:RAB assignment, CN:AAL-Establish: SSCOP)
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Bearer (codec) negotiation is performed between originating MS and terminating MS.
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