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Other 
comments:


17.7.1
Mobile Service data types

.....

LocationInformation ::= SEQUENCE {


ageOfLocationInformation
AgeOfLocationInformation
OPTIONAL,


geographicalInformation
[0] GeographicalInformation
OPTIONAL,


vlr-number
[1] ISDN-AddressString
OPTIONAL,


locationNumber
[2] LocationNumber
OPTIONAL,


cellGlobalIdOrServiceAreaIdOrLAI
[3] CellGlobalIdOrServiceAreaIdOrLAI
OPTIONAL,


extensionContainer
[4] ExtensionContainer
OPTIONAL,


... ,


selectedLSA-Id
[5] LSAIdentity
OPTIONAL,


msc-Number
[6] ISDN-AddressString
OPTIONAL,


geodeticInformation
[7] GeodeticInformation
OPTIONAL, 


currentLocationRetrieved
[8] NULL

OPTIONAL }

-- currentLocationRetrieved shall be present 

-- if the location information were retrieved after a successfull paging.

.....

-- mobility management event notificatioon info types

NoteMM-EventArg::= SEQUENCE {


serviceKey
ServiceKey,


eventMet

[0]
MM-Code,


imsi


[1]
IMSI,


msisdn

[2]
ISDN-AddressString,


locationInformation
[3]
LocationInformation
OPTIONAL,



supportedCAMELPhases
[5]
SupportedCamelPhases
OPTIONAL,


extensionContainer
[6]
ExtensionContainer
OPTIONAL,


...}

.....

