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change:

· Figure 19.2.2/1 (Sheet 4 of 13) and Figure 19.2.2/1 (Sheet 5 of 13)are duplicated, and Figure 19.2.2/1 (Sheet 5 of 13) from the CR 143 is missing

· Figure 19.2.2/1 (Sheet 8 of 13) and Figure 19.2.2/1 (Sheet 9 of 13)are duplicated, and Figure 19.2.2/1 (Sheet 9 of 13) from the CR 143 is missing

· The new figure 19.2.2/1 (sheet 8 of 13) seems to represent more than just editorial changes (as indicated by CR 143 coversheet)

· Replaced MAP_Prepare_Subsequent_Handover respond by MAP_forward_access_signalling Request

· Replaced Call on MSC-B by Wait_for_HO_indication

· Replaced Wait_for sub_ho_indication by Wait_for_Ho_indication
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Other 
comments:
Header for sheet 8 needs changing 19.2.2_1.7(12) -> 19.2.2_1.8(13)

19.2.2.5
SDL Diagrams

The SDL diagrams on the following pages describe the user processes in MSC-A for the procedures described in this subclause.

The services used are defined in subclause 8.4.

NOTE:
The message primitives HO_CA_MESSAGE used in the SDL-Diagrams are used to show the internal co-ordination between the MAP application and the Handover Control Application. For a detailed description of the co-ordination between the applications for the handover or relocation procedure, see 3G TS 23.009.

Note that in case of reception of errors from the MSCs (see the Handover error handling macro), the MAP user reports them to the Handover Control Application and does not take any action except in cases explicitly mentioned in the SDL diagrams.
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