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Reason for 
change:

For Location Based CAMEL services, there was no way of knowing whether the MSC had provided the Cell Global ID or the Service Area Code. This causes a problem if, for example, a Cell Global ID of 1 indicates London, a Service Area Code of 1 indicates Edinburgh. A subscriber requesting location based information would be given inaccurate information. Hence, the gsmSCF needs to know which information it is receiving.
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7.6.2.37, 8.3.1 and 17.7.1
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Other 
comments:
The parameter defined in section 7.6.2.37 (Serving cell global Id or service area Id) is only used in section 8.3.1 (Process Access Request), so the name has been aligned.

**** First Modified Section ****
7.6.2.37
Serving cell Id
This parameter indicates the cell currently being used by the served subscriber.

**** Next Modified Section ****
8.3.1
MAP_PROCESS_ACCESS_REQUEST service

8.3.1.1
Definition

…

8.3.1.2
Service primitives

Table 8.3/1: MAP_PROCESS_ACCESS_REQUEST

Parameter name
Request
Indication
Response
Confirm

Invoke Id
M
M(=)
M(=)
M(=)

CM service type
M
M(=)



Access connection status
M
M(=)



Current Location Area Id
M
M(=)



Serving cell Id
M
M(=)



TMSI
C
C(=)



Cksn
C
C(=)



IMSI
C
C(=)
C
C(=)

IMEI
C
C(=)
C
C(=)

MSISDN


U
C(=)

User error


C
C(=)

Provider error



O

8.3.1.3
Parameter definitions and use

…

Serving cell Id
See definition in subclause 7.6.2.

…

**** Last Modified Section ****
17.7.1
Mobile Service data types

.

.

.

LocationInformation ::= SEQUENCE {


ageOfLocationInformation
AgeOfLocationInformation
OPTIONAL,


geographicalInformation
[0] GeographicalInformation
OPTIONAL,


vlr-number
[1] ISDN-AddressString
OPTIONAL,


locationNumber
[2] LocationNumber
OPTIONAL,


cellGlobalIdOrServiceAreaIdOrLAI
[3] CellGlobalIdOrServiceAreaIdOrLAI
OPTIONAL,


extensionContainer
[4] ExtensionContainer
OPTIONAL,


... ,


selectedLSA-Id
[5] LSAIdentity
OPTIONAL,


msc-Number
[6] ISDN-AddressString
OPTIONAL,


geodeticInformation
[7] GeodeticInformation
OPTIONAL, 


currentLocationRetrieved
[8] NULL

OPTIONAL,


sai-Present
[9] NULL

OPTIONAL }
-- sai-Present indicates that the cellGlobalIdOrServiceAreaIdOrLAI parameter contains

-- a Service Area Identity.
-- currentLocationRetrieved shall be present 

-- if the location information were retrieved after a successfull paging.

.

.

.

**** End of Document ****



