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7.6.2
Send Routeing Information for GPRS Response

The GTP-MAP protocol-converting GSN sends a Send Routeing Information for GPRS Response message as a response to the Send Routeing Information for GPRS Request message to the GGSN that sent the request.

The Cause value indicates if the GTP-MAP protocol-converting GSN accepted the request or not.

Possible Cause values are:

-
‘Request Accepted’

-
‘No resources available’

-
‘Service not supported’

-
‘System failure’

-
‘Mandatory IE incorrect’

-
‘Mandatory IE missing’

-
‘Optional IE incorrect’

-
‘Invalid message format’

-
‘Version not supported’.

The MAP Cause information element contains the MAP error code received from the HLR and shall not be included if the Cause contains another value than ‘Request accepted’.

The GSN Address information element contains the IP address of the SGSN and shall not be included if the Cause contains another value than ‘Request accepted’.

It is an implementation issue what to do if the Cause or MAP Cause indicates that no location information is available.
The MS not Reachable Reason information element  indicates the reason for the setting of the MNRG flag and shall not be included if the Cause contains another value than ‘Request accepted’.
The optional Private Extension contains vendor or operator specific information.

Table 20: Information elements in a Send Routeing Information for GPRS Response

Information element
Presence requirement
Reference

Cause
Mandatory
7.9.1

IMSI
Mandatory
7.9.2





MAP Cause
Optional
7.9.9

GSN Address
Optional
7.9.23

MS not Reachable Reason
Optional
7.7.16A

Private Extension
Optional
7.9.26

.....

7.6.4
Failure Report Response

The GTP-MAP protocol-converting GSN sends a Failure Report Response message as a response to the Failure Report Request message to the GGSN that sent the request.

The Cause value indicates if the GTP-MAP protocol-converting GSN accepted the request or not.

Possible Cause values are:

-
‘Request Accepted’

-
‘No resources available’

-
‘Service not supported’

-
‘System failure’

-
‘Mandatory IE incorrect’

-
‘Mandatory IE missing’

-
‘Optional IE incorrect’

-
‘Invalid message format’

-
‘Version not supported’.

The MAP Cause information element contains the MAP error code received from the HLR and shall not be included if the Cause contains another value than ‘Request accepted’

It is an implementation issue what to do if the Cause or MAP Cause indicates that the HLR has not received the request or rejected the request.

The optional Private Extension contains vendor or operator specific information.

Table 22: Information elements in a Failure Report Response

Information element
Presence requirement
Reference

Cause
Mandatory
7.9.1

MAP Cause
Optional
7.9.9

Private Extension
Optional
7.9.26

.....

.....

7.7.16A
MS Not Reachable Reason

The MS Not Reachable Reason indicates the reason for the setting of the MNRG flag.

Bits

Octets
8
7
6
5
4
3
2
1


1
Type = 19 (Decimal)


2
Reason for Absence













Reason for Absence is defined in GSM 03.40












Figure 23A: MS Not Reachable Reason Information Element

