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17.7
MAP constants and data types

17.7.1
Mobile Service data types

****    NEXT MODIFIED SECTION    ****

D-CSI ::= SEQUENCE {


dp-AnalysedInfoCriteriaList
[0] DP-AnalysedInfoCriteriaList
OPTIONAL,


camelCapabilityHandling
[1] CamelCapabilityHandling
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...}

-- 
DP-AnalysedInfoCriteria and  camelCapabilityHandling shall be present in 
--  the D-CSI sequence.
--   If D-CSI is segmented, dp-AnalysedInfoCriteriaList and camelCapabilityHandling shall be 

--   present in the first segment
DP-AnalysedInfoCriteriaList  ::= SEQUENCE SIZE (1..maxNumOfDP-AnalysedInfoCriteria) OF





DP-AnalysedInfoCriterium

maxNumOfDP-AnalysedInfoCriteria INTEGER ::= 10

****    NEXT MODIFIED SECTION    ****

SMS-CSI ::= SEQUENCE {



sms-CAMEL-TDP-DataList
[0] SMS-CAMEL-TDP-DataList
OPTIONAL,


camelCapabilityHandling
[1] CamelCapabilityHandling
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


notificationToCSE
[3] NULL

OPTIONAL,


csiActive

[4] NULL

OPTIONAL,


...}

--
notificationToCSE and csiActive shall not be present when SMS-CSI is sent to VLR/SGSN.

--
They may only be included in ATSI/ATM Ack message.
-- 
SMS-CAMEL-TDP-Data and  camelCapabilityHandling shall be present in 

--  the SMS-CSI sequence.

--   If SMS-CSI is segmented, sms-CAMEL-TDP-DataList and camelCapabilityHandling shall be 

--   present in the first segment
