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This contribution contains the enhancements to the section 14.4, Interactions with DTMF, of the 3G TS 23.205 version 0.1.0.

This section was improved with the introduction of call flows for DTMF In-band and Out-of-band tone generation. 

****First Modified Section ****
14.1 DTMF

DTMF digits can be propagated in band or out of band in the core network. The information flows for both options are described in the following chapters.


****New Section ****
14.1.2 Inband DTMF

This option uses inband signalling to transport DTMF digits in the core network. The MSC requests MGW to send or receive the DTMF information.

14.1.2.1 DTMF Tone Generation
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Figure 14.4 Inband DTMF Generation
****New Section ****
14.1.3 Out-of-band DTMF

This option uses out-of-band network signalling to transport DTMF digits in the core network. The DTMF information is sent on call control layer. 

14.1.3.1 DTMF Tone Generation
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Figure 14.5 Out-of-Band DTMF Generation

****End of document ****
_1032271038.doc


UE















(Play Digit))







STOP DTMF















(Digit)







MGW







































START DTMF











START DTMF ACK











(Result))







Context=Cx         MOD.request(TerminationID=Tx







STOP DTMF ACK







(Stop Playing Digit))







Context=Cx         MOD.request(TerminationID=Tx







MSC







(Digit)







RNC







Context=Cx         MOD.reply(TerminationID=Tx)







Context=Cx         MOD.reply(TerminationID=Tx)












_1032270084.doc


UE















(Play Digit)







STOP DTMF











(Digit Playing Stopped)







(Digit)







Ext























Application Transport Mechanism



















START DTMF











START DTMF ACK











(Play Digit Result)











STOP DTMF ACK







(Stop Playing Digit)







Application Transport Mechanism







MSC







(Digit)







RNC







Application Transport Mechanism







Application Transport Mechanism












