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Other 
comments:


17.7.1 Mobile Service data types

…

-- gprs location registration types

UpdateGprsLocationArg ::= SEQUENCE {


imsi


IMSI,


sgsn-Number
ISDN-AddressString,



sgsn-Address
GSN-Address,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


sgsn-Capability
[0] SGSN-Capability
OPTIONAL }

SGSN-Capability ::= SEQUENCE{


solsaSupportIndicator
NULL


OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


... ,


superChargerSupportedInServingNetworkEntity
[2] SuperChargerInfo
OPTIONAL ,


gprsEnhancementsSupportIndicator 
[3] NULL

OPTIONAL,


supportedCamelPhases  
[4] SupportedCamelPhases
OPTIONAL }

GSN-Address ::= OCTET STRING (SIZE (5..17))


-- Octets are coded according to TS GSM 03.03

UpdateGprsLocationRes ::= SEQUENCE {


hlr-Number
ISDN-AddressString,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

-- handover types

ForwardAccessSignalling-Arg ::= [3] SEQUENCE {


an-APDU

AccessNetworkSignalInfo,

integrityProtectionInfo
[0] IntegrityProtectionInformation

OPTIONAL,


encryptionInfo
[1] EncryptionInformation

OPTIONAL,


extensionContainer
[2]
ExtensionContainer 
OPTIONAL,


...}

PrepareHO-Arg ::= [3] SEQUENCE {


targetCellId
[0] GlobalCellId
OPTIONAL,


ho-NumberNotRequired
NULL


OPTIONAL, 


targetRNCId
[1] RNCId

OPTIONAL,


an-APDU

[2] AccessNetworkSignalInfo
OPTIONAL,


multipleBearerRequested
[3] NULL

OPTIONAL,


imsi


[4] IMSI

OPTIONAL,


integrityProtectionInfo
[5] IntegrityProtectionInformation

OPTIONAL,


encryptionInfo
[6] EncryptionInformation

OPTIONAL,


radioResourceInformation
[7] RadioResourceInformation
OPTIONAL,


extensionContainer
[8] ExtensionContainer
OPTIONAL,


...}

PrepareHO-Res ::= [3] SEQUENCE {


handoverNumber
[0] ISDN-AddressString
OPTIONAL,


relocationNumberList
[1]
RelocationNumberList
OPTIONAL,


an-APDU

[2]
AccessNetworkSignalInfo
OPTIONAL,


multicallBearerInfo
[3]
MulticallBearerInfo
OPTIONAL,


multipleBearerNotSupported
NULL


OPTIONAL,


extensionContainer
[4]
ExtensionContainer
OPTIONAL,


...}

PrepareSubsequentHO-Arg ::= [3] SEQUENCE {


targetCellId
[0] GlobalCellId,


targetMSC-Number
[1] ISDN-AddressString,


targetRNCId
[2] RNCId

OPTIONAL,


an-APDU

[3]
AccessNetworkSignalInfo
OPTIONAL,


selectedRab-Id
[4]
RAB-Id
OPTIONAL,


extensionContainer
[5]
ExtensionContainer
OPTIONAL,


...}

PrepareSubsequentHO-Res ::= [3] SEQUENCE {


an-APDU

AccessNetworkSignalInfo,


extensionContainer
[0]
ExtensionContainer
OPTIONAL,


...}

ProcessAccessSignalling-Arg ::= [3] SEQUENCE {


an-APDU

AccessNetworkSignalInfo,

extensionContainer
[0]
ExtensionContainer 
OPTIONAL,


...}

SendEndSignal-Arg ::= [3] SEQUENCE {


an-APDU

AccessNetworkSignalInfo,

extensionContainer
[0]
ExtensionContainer 
OPTIONAL,


...}

SendEndSignal-Res ::= SEQUENCE {


extensionContainer
[0]
ExtensionContainer 
OPTIONAL,


...}

RNCId ::= OCTET STRING (SIZE (7))


-- Refers to the Target RNC-ID in the Target ID in 3G TS 25.413, where the encoding is
     -- defined.










RelocationNumberList ::= SEQUENCE SIZE (1..maxNumOfRelocationNumber) OF





RelocationNumber

MulticallBearerInfo ::= INTEGER (1..maxNumOfRelocationNumber)

RelocationNumber ::= SEQUENCE {


handoverNumber
ISDN-AddressString,


rab-Id

RAB-Id,


-- RAB Identity is needed to relate the calls with the radio access bearers. 


...}

RAB-Id ::= INTEGER (1..maxNrOfRABs)

maxNrOfRABs INTEGER ::= 256

maxNumOfRelocationNumber  INTEGER ::= 7
RadioResourceInformation ::= OCTET STRING (SIZE (5..10))


-- Octets are coded according the Channel Type information element in GSM 08.08

IntegrityProtectionInformation ::= OCTET STRING (SIZE (17..maxNumOfIntegrityInfo))


-- Octets are coded according to 3G TS 25.413

maxNumOfIntegrityInfo INTEGER ::= 100

EncryptionInformation ::= OCTET STRING (SIZE (17..maxNumOfEncryptionInfo))


-- Octets are coded according to 3G TS 25.413

maxNumOfEncryptionInfo INTEGER ::= 100

-- authentication management types

…

