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PrepareSubsequentHO-Arg ::= [3] SEQUENCE {


targetCellId
[0] GlobalCellId,


targetMSC-Number
[1] ISDN-AddressString,


targetRNCId
[2] RNCId

OPTIONAL,


an-APDU

[3]
AccessNetworkSignalInfo
OPTIONAL,


selectedRab-Id
[4]
RAB-Id
OPTIONAL,


extensionContainer
[5]
ExtensionContainer
OPTIONAL,


...}

PrepareSubsequentHO-Res ::= [3] SEQUENCE {


an-APDU

AccessNetworkSignalInfo,


extensionContainer
[0]
ExtensionContainer
OPTIONAL,


...}

ProcessAccessSignalling-Arg ::= [3] SEQUENCE {


an-APDU

AccessNetworkSignalInfo,

extensionContainer
[0]
ExtensionContainer 
OPTIONAL,


...}

SendEndSignal-Arg ::= [3] SEQUENCE {


an-APDU

AccessNetworkSignalInfo,

extensionContainer
[0]
ExtensionContainer 
OPTIONAL,


...}

SendEndSignal-Res ::= SEQUENCE {


extensionContainer
[0]
ExtensionContainer 
OPTIONAL,


...}

RNCId ::= OCTET STRING (SIZE (5))


-- Refers to the Target RNC-ID in the Target ID in 3G TS 25.413.


-- The internal structure is defined as follows:


-- octet 1 bits 4321
Mobile Country Code 1st digit


--         bits 8765
Mobile Country Code 2nd digit


-- octet 2 bits 4321
Mobile Country Code 3rd digit


--         bits 8765
Mobile Network Code 3rd digit


--


or filler (1111) for 2 digit MNCs


-- octet 3 bits 4321
Mobile Network Code 1st digit


--         bits 8765
Mobile Network Code 2nd digit


-- octets 4 and 5
RNC ID

RelocationNumberList ::= SEQUENCE SIZE (1..maxNumOfRelocationNumber) OF





RelocationNumber

MulticallBearerInfo ::= INTEGER (1..maxNumOfRelocationNumber)

RelocationNumber ::= SEQUENCE {


handoverNumber
ISDN-AddressString,


rab-Id

RAB-Id,


-- RAB Identity is needed to relate the calls with the radio access bearers. 


...}

RAB-Id ::= INTEGER (1..maxNrOfRABs)

maxNrOfRABs INTEGER ::= 255
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