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This contribution contains new section 13.17, Alternate Speech/Fax, of the 3G TS 23.205 version 1.0.1.

13 Interactions with Other Services

NOTE1: 
All message sequence charts in this clause are informative examples.

NOTE2: 
The continuity indication in the IAM is not used to indicate that a continuity check will be performed on the current leg of the call, but it is used to indicate that a Continuity message can be expected as a result of a continuity check on a preceding ISUP circuit, or establishment of a preceding bearer connection.

****First Modified Section ****

13.17 Alternate Speech/Fax

The procedures specified in 3GPP TS 23.045/23.046 for facsimile group 3 non-transparent/transparent shall be followed The following paragraphs describe the additional requirements for the bearer independent CS core network. If an out-of-band transcoder control is applied for a speech call that shall be performed in accordance with 3GPP TS 23.153 [3].
Editor's note: Update the TS numbers
Call and bearer establishment shall be as described in the Call Establishment chapter. For changing from speech to fax (or vice versa), the MSC will request the MGW to either modify the existing access side bearer termination, or connect a new access side bearer termination to the network side bearer termination. In the latter case the MSC will initiate a Radio Access Bearer modification using the provided bearer address and binding reference.

If the MGW responds with an error to any of the procedures initiated by the MSC, or the MSC receives a Bearer Failure procedure from the MGW, the MSC may either clear the call or reject the change from speech to fax (or vice versa).

After this possible modification, the MGW will seize an interworking function if the access side bearer termination has been supplied with a PLMN BC[4]. Activation of the interworking function will be requested by the MSC at reception of the answer indication using the Activate Interworking Function procedure.
****End of document ****









3GPP


