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"***First Modified Section ****
6.1 Basic Mobile Originating Call

6.1.1
Forward bearer establishment

[…]

The figure 6.2 below shows the message sequence chart example for the mobile originating call. In the example the MSC server requests seizure of the network side bearer termination and establishment of the bearer when the Bearer Information message is received from the succeeding node. After the network side bearer termination is seized the MSC server requests seizure of the access side bearer termination. At answer the MSC server requests to both-way through-connect the bearer terminations. The possible activation of the interworking function in both terminations is requested by the MSC server at answer. The possible activation of the voice processing functions for the bearer terminations is requested by the MSC server.
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Figure 6.2/1 Basic Mobile Originating Call, Forward Bearer Establishment (message sequence chart)
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Figure 6.2/2 Basic Mobile Originating Call, Forward Bearer Establishment (message sequence chart continue)

****Next Modified Section ****
6.1.2
Backward bearer establishment

[…]

The figure 6.4 below shows the message sequence chart example for the mobile originating call. In the example the MSC server requests seizure of the access side bearer termination and network side bearer termination. As the access bearer assignment has been completed before the Initial Address message, no Continuity message will be sent. At answer the MSC server requests the MGW to both-way through-connect the bearer terminations. The possible activation of the interworking function in both bearer terminations will be requested by the MSC server at answer. The possible activation of the voice processing functions for the bearer terminations is requested by the MSC server.
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            Figure 6.4/1 Basic Mobile Originating Call, Backward Bearer Establishment (message sequence chart)
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Figure 6.4/2 Basic Mobile Originating Call, Backward Bearer Establishment (message sequence chart continue)

****Next Modified Section ****
6.2 Basic Mobile Terminating Call

6.2.1
Forward bearer establishment

[..]

The figure 6.6 below shows the message sequence example for the basic mobile terminating call. In the example the GMSC server requests seizure of the outgoing side bearer termination and establishment of the bearer when the Bearer Information message is received from the MSC server. After the outgoing side bearer termination is seized the GMSC server requests seizure of the incoming side bearer termination. The MGW sends a notification of an established incoming side bearer. The MSC server requests seizure of the network side bearer termination when Call Confirmed message is received from the UE. The MGW sends a notification of an established network side bearer. When the Continuity message is received from the GMSC server, the MSC server requests seizure of the access side bearer termination. For a speech call the MSC server requests MGW to provide a ringing tone to the calling party at alerting. At answer the MSC server requests MGW to both-way through-connect the bearer. For a speech call the MSC server requests MGW to stop the ringing tone to the calling party at answer. The possible activation of the interworking function in both bearer terminations is requested by the MSC server at answer. The possible activation of the voice processing functions for the bearer terminations is requested by the (G)MSC server.
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Figure 6.6/1 Basic Mobile Terminating Call, Forward Bearer Establishment (message sequence chart)
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Figure 6.6/2 Basic Mobile Terminating Call, Forward Bearer Establishment (message sequence chart continue)

****Next Modified Section ****
6.2.2
Backward bearer establishment

[…]

The figure 6.8 below shows the message sequence example for the basic mobile terminating call. In the example the GMSC server requests seizure of the incoming side bearer termination and establishment of the bearer first. After a notification of incoming side bearer establishment has been received from the MGW, the GMSC server requests seizure of the outgoing side bearer termination. The MSC server requests seizure of the network side bearer termination and establishment of the bearer when the Call Confirmed message is received from the UE. After a notification of the network side bearer establishment has been received from the MGW the MSC server requests seizure of the access side bearer termination. For a speech call the MSC server requests MGW to provide a ringing tone to the calling party at alerting. At answer the MSC server requests MGW to both-way through-connect the bearer. For a speech call the MSC server requests MGW to stop the ringing tone to the calling party at answer. The possible activation of the interworking function in both bearer terminations is requested by the MSC server at answer. The possible activation of the voice processing functions for the bearer terminations is requested by the (G)MSC server.
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Figure 6.8/1 Basic Mobile Terminating Call, Backward Bearer Establishment (message sequence chart)
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Figure 6.8/2 Basic Mobile Terminating Call, Backward Bearer Establishment (message sequence chart continue)

"**End of document****
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