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This contribution contains a change regarding the Scope Section of 3G TS 23.205 version 1.1.0.

Since there are cases where operators will want to implement BICC capabilities on existing MSCs, that is, implement BICC on MSCs that have not been split into a MSC Server and a MGW, it seems prudent to explicitly state that BICC can be implemented on a non-split MSC.

**** Modified Section ****
1 Scope

The present document defines the stage 2 description for the bearer independent CS core network. The stage 2 shall cover the information flow between the GMSC server, MSC server and media gateways.  Note that nothing in this document shall preclude an implementation of a combined MSC Server and MGW.  This document shall show the CS core network termination of the Iu interface in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.

For the purposes of this specification, the protocol used over the Nc interface is an enhanced call control protocol supporting call bearer separation such as BICC (which is specified in [5]-[12]) or SIP-T (which is specified in [16]-[18]). The protocol used over the Mc interface is H.248 (which is specified in [13]). Existing specifications and recommendations shall not be repeated, as such the relevant specification shall be referred to.

This TS is applicable only for ATM or IP transport in the CS core network.
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Figure 1: CS core network logical architecture

The CAP interfaces and the interfaces towards the HSS are outside the scope of this TS.

Details of Transcoder-Free Operation are outside the scope of this TS. Please see 3GPPTS 23.153 [3] for more information.
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