3GPP TSG-CN4
Tdoc N4-010249

CN4 Ad Hoc Meeting , Madrid, SPAIN

13th  February – 15th  February 2001
Source:
Ericsson L.M.
Title:
Tone Generation Package  

Agenda item:
Bearer Independent Architecture 

Document for:
Approval

Introduction

This contribution proposes the definition of a new package that extends “Expanded Call Progress Tones Generator Package” defined in ITU-T Q.1950 Recommendation.  This new package is needed in order to introduce a new toneId for CAMEL prepaid warning tone.

****First Modified Section ****
15.1.4
3G Expanded Call Progress Tones Generator Package

PackageID: 3gxcg(0x####)

[Editor's note: PackageID to be allocated by IANA]

Version: 1

Extends: xcg version1

This package extends “Expanded Call Progress Tones Generator Package” as defined in ITU-T Q.1950 Recommendation. The package adds a new toneId for CAMEL prepaid warning tone.  

15.1.4.1
Properties

None

15.1.4.2
Events

None

15.1.4.3
Signals

CAMEL Prepaid Warning Tone

SignalID: cpwt (0x004f)

Description: Generate CAMEL prepaid warning tone to inform the party that the Max Call Period Duration is about to expire. CAMEL prepaid warning tone is defined in TS 23.078. The physical characteristic of CAMEL prepaid warning tone is available in the gateway.

Signal type: Brief

Duration: Provisioned, Not Auditable

Additional parameters: 



Tone Direction



ParameterID: td (0x0010)



Type: enum



Values:

External

ext

(0x01),





Internal

int

(0x02),





Both

both

(0x03)



Default: ext

15.1.4.4
Statistics

None

15.1.4.5
Procedures

None
****End of document ****
