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Agenda item title
Tdoc N4-01
Title
Source
Result

1
Opening, approval of agenda
0321
Agenda
Ad Hoc Convenor
1. 

2
Document Allocation
0322
Tdoc allocation
Ad Hoc Convenor
2. 

3
Meeting Report
0323
CN4#06 Meeting Report - Beijing
MCC
3. 



0324
CN4#06_01 Ad Hoc Meeting Report - Madrid
MCC
4. 



0325
New Meeting Templates for CN groups
MCC
5. 

4
Liaison Statements
0326
LS on Problem with GPRS and Roaming (N4-010214)
N1
6. 

5
Work Item Management
0349
3GPP workplan 
CN4 Chairman
7. 



0350
Work Item Description for Release 5: "Feasibility study on SS7 signalling transportation in the core network with SCCP-User Adaptation (SUA)”
Motorola
8. 



0376
Work Item Description for Bearer Independent Circuit-Switched Core Network
Rapporteur
9. 

6
Release 4





6.1
Location Services  
0334
CR 29.002 – 233 Rev 2 (Rel4) on MS presence notification procedure
NTC
10. 



0338
CR 29.002 - 240 (Rel-4) on CR to 29.002 on Clarification on the use of IMSI in ProvideSubscriberLocationArg
Siemens
11. 



0375
CR 29.002 - 232 Rev 1 (R4) on Maximum numbers of LCS Clients
NTC
12. 

6.2
Network Security
0330
CR 23.012 - 007 (Rel4) on Positive authentication reporting
Vodafone
13. 



0331
CR 23.018 - 066 (Rel4) on Positive authentication reporting
Vodafone
14. 



0332
CR 29.002 - 235 (Rel4) on Positive authentication reporting
Vodafone
Revised to Tdoc N4-010348



0333
CR 29.002 - 236 (Rel4) on Requesting node type and address in authentication set request
Vodafone
15. 



0337
CR 29.002 - 168 Rev 2 (Rel4) on Security Header modification
Siemens
16. 



0348
CR 29.002 – 235 Rev 1 (Rel4) on Positive authentication reporting
Vodafone
17. 

6.3
Bearer Independent Architecture





6.3.1
Stage 2 
0377
23.205 Editor's version including agreed contributions in CN4 Ad Hoc
Rapporteur
18. 



0379
Modifications to TS 23.205 version 1.2.0
Ericsson L.M.
19. 



0380
Modification of section 8 (Handover)
Ericsson L.M.
20. 



0381
Enhancements to service modification
Ericsson L.M.
21. 



0382
Alignment of Tunnelling with ITU-T last changes in Gold Coast BICC editor's meeting 
Ericsson L.M.




0406
Editorial updates on 23.205v1.2.0 to be aligned with BICC CS2 last version issued in Gold Coast meeting
Rapporteur
22. 



0407
23.205, Multiparty alternative
Nortel Networks
23. 

6.3.2
Stage 3 - Nc interface
0378
29.205 Editor's version including agreed contributions in CN4 Ad Hoc
Rapporteur
24. 



0387
Updates of TS 29.205 version 1.20
Ericsson L.M.
25. 



0400
TS 29.205 v1.2.0, Corrections
Nortel Networks
26. 

6.3.3
Stage 3 - Mc interface
0383
Updates of TS 29.232 version 1.2.0
Ericsson L.M.
27. 



0384
Additions to the CSD package
Ericsson L.M.
28. 



0385
Corrections To Modify Char Procedure


Ericsson L.M.
29. 



0386
Enhancements to service modification
Ericsson L.M.




0401
TS 29.232v1.2.0, Mc interface clarifications/improvements
Nortel Networks
30. 



0402
TS 29.232v1.2.0, (G)MSC Gateway Tandeming
Nortel Networks
31. 

6.4
Supplementary Services





6.4.1
Call Waiting
0357
CR 23.018 - 067 (R4) on Removal of CW descriptions
Vodafone
32. 



0358
CR 23.083 - 007 (R4) on Enhancement of CW procedures
Vodafone
33. 

6.4.2
MPTY and ECT
0355
CR 23.018 - 065 Rev 1 (R4) on Incorporation of MPTY and ECT into the Subs_FSM process.
Vodafone
34. 

6.4.3
Call Hold
0356
CR 23.083 - 006 Rev 1 (R4) on Enhancement of procedures for Call Hold
Vodafone
35. 

7
Release 5





7.1.
HSS-CSCF i/f
0363
Cx interface protocol selection
Siemens
36. 



0373
Capability negotiation in DIAMETER
Ericsson
37. 

8
Release 99





8.1
CAMEL Phase 3
0335
CR 29.002 - 237 (Rel-4) on CR to 29.002 on SS-CSI editing error correction from CR 115r1
Siemens
Withdrawn



0336
CR 29.002 - 238 (R99) on CR to 29.002 on SS-CSI editing error correction from CR 115r1
Siemens
Withdrawn



0360
CR 29.002 - 246 (Rel-4) on Adding EXPORT definition for LSAIdentity
Ericsson
38. 



0361
CR 29.002 - 247 (Rel-4) on Removing duplicate parameters from SS-CSI
Ericsson
39. 



0362
CR 29.002 - 248 (Rel-4) on Correction to description of SS-CSI in HLR to VLR information flow
Ericsson
40. 

8.2
Security
0340
CR 29.002 - 225 Rev 1 (R99) on Addition of selected UMTS algorithm indication to the handover procedures
Nokia
41. 



0341
CR 29.002 - 226 Rev 1 (R99) on Addition of allowed GSM algorithms indication to the handover procedures
Nokia
42. 



0342
CR 29.002 - 238 (Rel-4) on Addition of selected UMTS algorithm indication to the handover procedures
Nokia
43. 



0343
CR 29.002 - 241 (Rel-4) on Addition of allowed GSM algorithms indication to the handover procedures
Nokia
44. 



0344
CR 29.002 - 242 (R99) on Addition of allowed UMTS algorithms indication to the handover procedures
Nokia
45. 



0345
CR 29.002 - 243 (R99) on Addition of selected GSM algorithm indication to the handover procedures
Nokia
46. 



0346
CR 29.002 - 244 (Rel-4) on Addition of allowed UMTS algorithms indication to the handover procedures
Nokia
47. 



0347
CR 29.002 - 245 (Rel-4) on Addition of selected GSM algorithm indication to the handover procedures
Nokia
48. 

8.3
GPRS
0339
CR 29.060 - 155 Rev 3 (R99) on Adding Up-link TEID Data I and user plane GGSN address to PDP Context IE
Nokia
49. 



0351
CR 29.060 - 179 Rev 1 on Clarifications to the GTP-U protocol
Motorola
50. 



0359
CR 29.060 - 181 (R99) on Fix an ambiguous description on the treatment for the PDP Type PPP in PDP context creation procedure
NEC
51. 



0372
CR 23.003 - 026 (99) on Forbidden APN network identifier labels
Ericsson
52. 



0374
CR 23.060 - 170 Rev 1 (R99) on Clarification on the TEID value of the signalling messages
Fujitsu
53. 



0388
CR 29.060 - 182 on GSN Address in Error Indication
Ericsson
54. 



0389
CR 29.060 - 183 on Clarifications on the mapping of cause codes towards 24.008
Ericsson
55. 



0390
Proposed LS to N1 on Cause Code mappings
Ericsson
56. 



0391
CR 29.060 - 185 on Clarification on the use of the term G-PDU
Ericsson
57. 



0398
CR 29.060 - 186 on Clarification of Error Indication
Ericsson




0399
CR 29.060 - 227 on Indication of relocation requirement in Forward Relocation Request
Nortel Networks
58. 



0404
CR 29.060 – xxx  on Clarification on the handling of sequence numbers in the GTP user plane
Lucent technologies
59. 



0405
CR 29.060 - xxx on Clarifications and clean up of the error handling section
Lucent technologies
60. 



0412
CR 29.060 – 189 on Cause in Relocation Cancel Request
Motorola


8.4
Handover
0364
CR 29.002 - 249 (R99) on GSM to UMTS handover: addition of MAP parameter Target RNC ID GSM to UMTS handover: addition of MAP parameter Target RNC ID
Siemens
61. 



0365
CR 29.002 - 250 (REL-4) on  GSM to UMTS handover: addition of MAP parameter Target RNC ID
Siemens
62. 



0366
CR 29.010 - 012 (R99) on GSM to UMTS handover: addition of MAP parameter Target RNC ID
Siemens
63. 



0367
CR 29.010 - 013 (R99) on Inter MSC relocation: addition of MAP parameter Target RNC ID
Siemens
64. 



0396
CR 29.002 - 255 (R99) on Addition of GSM channel type and GSM chosen channel indications to handover procedures
Nokia
65. 



0397
CR 29.002 - 256 (Rel-4) on Addition of GSM channel type and GSM chosen channel indications to handover procedures
Nokia
66. 



0403
CR 29.010 - 015 on Alignment of cause mapping for 08.08 and 25.413 (Directed Retry)
Nortel Networks
67. 

8.5
Multicall
0392
CR 29.002 - 251 (R99) on Clarification of the use of multicall bearer information
Nokia
68. 



0393
CR 29.002 - 252 (Rel-4) on Clarification of the use of multicall bearer information
Nokia
69. 



0394
CR 29.002 - 253 (R99) on Addition of radio resource list to the handover procedures
Nokia
70. 



0395
CR 29.002 - 254 (Rel-4) on Addition of radio resource list to the handover procedures
Nokia
71. 

8.6
LCS
0413
CR 23.018 – 068 on Paging not via the SGSN correction
Vodafone
72. 



0414
 CR 23.018 – 068 on Paging not via the SGSN correction
Vodafone
73. 

9
GSM Maintenance





9.1
GPRS
0327
CR 09.10 – A011 (R97) on Mapping of unknown HLR error to access interface cause code.
Vodafone
74. 



0328
CR 09.10 - A012 (R98) on Mapping of unknown HLR error to access interface cause code.
Vodafone
75. 



0329
CR 29.010 - 011 (R99) on Mapping of unknown HLR error to access interface cause code.
Vodafone
76. 



0352
CR 29.060 - 180 Rev 1 (-) on Clarification on IMSI Encoding
Motorola
77. 



0353
CR 09.60 - A100 Rev 1 (-) on Clarification on IMSI Encoding
Motorola
78. 



0354
CR 09.60 - A101 Rev 1 (-) on Clarification on IMSI Encoding
Motorola
79. 



0368
CR 09.60 - A102 (R98) on Re-configure the IEs in the PDU Notification Request and in Create PDP Context Request to make it in ascending order
Siemens
80. 



0369
CR 09.10 - A013 (R97) on Roaming restrictions for GPRS service
Siemens
81. 



0370
CR 09.10 - A014 (R98) on Roaming restrictions for GPRS service
Siemens
82. 



0371
CR 29.010 - 014 (R99) on Roaming restrictions for GPRS service
Siemens
83. 



0408
Failure of Authentication Parameter GPRS when HLR is not reachable
France Télécom




0409
CR 09.02 on Failure of Authentication Parameter GPRS when HLR is not reachable
France Télécom




0410
CR 09.10 on Failure of Authentication Parameter GPRS when HLR is not reachable
France Télécom




0411
CR 03.60 – A185 on Failure of Authentication Parameter GPRS when HLR is not reachable
France Télécom


10
AOB














11
Future Meetings





12.1
Output Documents





12.2
Approved CRs





12.3
Approved LS





12.3
Approved TS/TR





13
Close






NYA






Late contributions
0360
CR 29.002 - 246 (Rel-4) on Adding EXPORT definition for LSAIdentity
Ericsson
84. 


(will be only discussed if time permits)
0361
CR 29.002 - 247 (Rel-4) on Removing duplicate parameters from SS-CSI
Ericsson
85. 



0362
CR 29.002 - 248 (Rel-4) on Correction to description of SS-CSI in HLR to VLR information flow
Ericsson
86. 



0398
CR 29.060 - 186 on Clarification of Error Indication
Ericsson
87. 



0386
Enhancements to service modification
Ericsson L.M.
88. 



0382
Alignment of Tunnelling with ITU-T last changes in Gold Coast BICC editor's meeting 
Ericsson L.M.
89. 



0408
Failure of Authentication Parameter GPRS when HLR is not reachable
France Télécom
90. 



0409
CR 09.02 on Failure of Authentication Parameter GPRS when HLR is not reachable
France Télécom
91. 



0410
CR 09.10 on Failure of Authentication Parameter GPRS when HLR is not reachable
France Télécom
92. 



0411
CR 03.60 – A185 on Failure of Authentication Parameter GPRS when HLR is not reachable
France Télécom
93. 



0412
CR 29.060 – 189 on Cause in Relocation Cancel Request
Motorola
94. 



0413
CR 23.018 – 068 on Paging not via the SGSN correction
Vodafone
95. 



0414
 CR 23.018 – 068 on Paging not via the SGSN correction
Vodafone
96. 

