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8.4.1
MAP_PREPARE_HANDOVER service

8.4.1.1
Definition

This service is used between MSC-A and MSC-B (E-interface) when a call is to be handed over or relocated from MSC‑A to MSC‑B.

The MAP_PREPARE_HANDOVER service is a confirmed service using the primitives from table 8.4/1.

8.4.1.2
Service primitives

Table 8.4/1: MAP_PREPARE_HANDOVER

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Target Cell Id
	C
	C(=)
	
	

	Target RNC Id
	C
	C(=)
	
	

	HO-NumberNotRequired
	C
	C(=)
	
	

	IMSI
	C
	C(=)
	
	

	Integrity Protection Information
	C
	C(=)
	
	

	Encryption Information
	C
	C(=)
	
	

	Radio Resource Information
	C
	C(=)
	
	

	AN-APDU
	C
	C(=)
	C
	C(=)

	Handover Number
	
	
	C
	C(=)

	Relocation Number List
	
	
	C
	C(=)

	Multicall Bearer Information
	
	
	C
	C(=)

	Multiple Bearer Requested
	C
	C(=)
	
	

	Multiple Bearer Not Supported
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.4.1.3
Parameter use

Invoke Id

For definition of this parameter see subclause 7.6.1.

Target Cell Id

For definition of this parameter see subclause 7.6.2. This parameter is only included if the service is not in an ongoing transaction. This parameter shall also be excluded if the service is a part of the Inter-MSC SRNS Relocation procedure or the inter-system handover GSM to UMTS procedure described in 3G TS 23.009.

Target RNC Id

For definition of this parameter see subclause 7.6.2. This parameter shall be included if the service is a part of the Inter-MSC SRNS Relocation procedure or the inter-system handover GSM to UMTS procedure described in 3G TS 23.009.

************************  NEXT MODIFIED SECTION  ************************

8.4.5
MAP_PREPARE_SUBSEQUENT_HANDOVER service

8.4.5.1
Definition

This service is used between MSC-B and MSC-A (E-interface) to inform MSC-A that it has been decided that a handover or relocation to either MSC-A or a third MSC (MSC-B') is required.

The MAP_PREPARE_SUBSEQUENT_HANDOVER service is a confirmed service using the primitives from table 8.4/5.

8.4.5.2
Service primitives

Table 8.4/5: MAP_PREPARE_SUBSEQUENT_HANDOVER

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Target Cell Id
	C
	C(=)
	
	

	Target RNC Id
	C
	C(=)
	
	

	Target MSC Number
	M
	M(=)
	
	

	Selected RAB ID
	C
	C(=)
	
	

	AN-APDU
	M
	M(=)
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.4.5.3
Parameter use

Invoke Id

For definition of this parameter see subclause 7.6.1.

Target Cell Id

For definition of this parameter see subclause 7.6.2. This parameter shall be excluded if the service is a part of the Inter-MSC SRNS Relocation procedure or the inter-system handover GSM to UMTS procedure described in 3G TS 23.009.

Target RNC Id

For definition of this parameter see subclause 7.6.2. This parameter shall be included if the service is a part of the Inter-MSC SRNS Relocation procedure or the inter-system handover GSM to UMTS procedure described in 3G TS 23.009.

Target MSC Number

For definition of this parameter see subclause 7.6.2.

************************  NEXT MODIFIED SECTION  ************************

19.2.2
Handover procedure in MSC-A

This subclause describes the handover or relocation procedure in MSC-A, including the request for a basic handover or relocation to another MSC (MSC-B), subsequent handover or relocation to a third MSC (MSC-B') or back to the controlling MSC (MSC-A).

19.2.2.1
Basic handover

When MSC-A has decided that a call has to be handed over or relocated to MSC-B, the Handover Control Application in MSC-A requests the MAP application to initiate the MAP_PREPARE_HANDOVER request to MSC-B.

MSC-A opens the dialogue to MSC-B with a MAP_OPEN request containing no user specific parameters and sends a MAP_PREPARE_HANDOVER request. This request shall contain all the information required by MSC-B to allocate the necessary radio resources. In addition, it may optionally contain:

· an indication that a handover number allocation is not required; 

· the targetCellId, for compatibility reasons in the case of handover or inter-system handover to GSM;

· the targetRNCId, in case of SRNS relocation or inter-system handover from GSM to UMTS;

· the  IMSI; 

· UMTS encryption information and UMTS integrity protection information, which are necessary parameters for inter-system handover from GSM to UMTS; 

· GSM radio resource information (channel type) shall be included at inter-MSC relocation to prepare for a possible subsequent intra-MSC handover from UMTS to GSM in MSC-B. 
The conditions when these parameters shall be included and the processing of them in MSC-B (3G_MSC-B) are described in detail in 3G TS 29.010 and 23.009.

If MSC-B accepts the dialogue, it returns a MAP_PREPARE_HANDOVER confirmation containing a handover number or one or several relocation numbers, unless the request has included the HO-NumberNotRequired parameter, and BSSAP or RANAP information which is forwarded to and handled by the Handover Control Application in MSC‑A.

Optionally MSC-A can receive, after a MAP_PREPARE_HANDOVER confirmation, a MAP_PROCESS_ACCESS_SIGNALLING indication containing BSSAP or RANAP information.

When the connection has been established between the MS and MSC-B, MSC-A will be informed by a MAP_SEND_END_SIGNAL indication.

When MSC-A wants to clear the connection with BSS-B, an indication from the Handover Control Application is received in the Map Application to send the MAP_SEND_END-SIGNAL response to MSC-B to close the MAP dialogue.

MSC-A may abort the handover or relocation procedure at any time (e.g. if the call is cleared).
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